D&C  FJS:gp
SINGLE CONTRACT


SECTION 011400

INTERIM LIFE SAFETY MEASURES

USE THE SECTION FOR OMH PATIENT BUILDINGS, AND OTHER AGENCIES WHICH HAVE PATIENTS AND MUST COMPLY WITH JOINT COMMISSION ON ACCREDITATION OF HEALTHCARE ORGANIZATIONS (JCAHO) REQUIREMENTS (ACCREDITATION MANUAL FOR HOSPITALS).
PART 1    GENERAL

1.01
SUMMARY


A.
This Section applies to patient buildings, and work on adjacent buildings which effect egress from patient buildings.

1.02
RELATED WORK SPECIFIED ELSEWHERE


A.
Summary of the Work Section 011000.


B.
Construction Facilities & Temporary Controls:  Section 015000.


C.
Security:  Section 015633.

1.03
DEFINITIONS, ABBREVIATIONS


A.
AMH:  Accreditation Manual for Hospitals.


B.
ILSM:  Interim Life Safety Measures.


C.
JCAHO:  Joint Commission of Accreditation of Healthcare Organizations.


D.
LSC:  Life Safety Code.

1.04
ACCREDITATION OF HEALTHCARE ORGANIZATIONS

IF ONLY SPECIFIC (HOSPITAL) BUILDINGS ARE ACCREDITED, OMIT “FACILITY” AND INSERT BUILDING NAME(S) AND NUMBER(S).

A.
This facility is accredited, or is pursuing accreditation, by the Joint Commission on Accreditation of Healthcare Organizations.



1.
Accreditation is based primarily upon the requirements of the 1994 Accreditation Manual for Hospitals (AMH).



2.
Accreditation surveys are conducted by Joint Commission surveyors.



3.
The purpose of a Joint Commission accreditation survey is to assess the extent of a hospital’s compliance with applicable Joint Commission standards.  Compliance is assessed through one or more of the following means:




a.
Verbal information concerning the implementation of standards, or examples of their implementation, that will enable a judgment of compliance to be made;




b.
On-site observations by Joint Commission surveyors; and




c.
Documentation of compliance provided by hospital personnel.


B.
The Work of this Section (ILSM) is a portion of the accreditation process, necessitating significant interaction between the Facility and Contractor (through the Director’s Representative) in order to comply, or maintain compliance with the Joint Commission standards.

1.05
DESCRIPTION


A.
ILSM are a series of administrative actions that must be taken to compensate temporarily for the hazards posed by existing NFPA 101 2000 Life Safety Code (LSC) deficiencies or construction activities.



1.
ILSM shall be implemented in or adjacent to all construction areas.



2.
ILSM apply to all personnel, including construction workers, and they shall be implemented during project development and continuously enforced through project completion.



3.
ILSM are intended to provide a level of safety comparable to that described in Chapters 1 through 7.31, and the applicable occupancy chapters of the LSC.



4.
Each ILSM action shall be documented through written policies and procedures.




a.
Coordinate Facility ILSM policies and procedures through the Director’s Representative.




b.
Record keeping, documentation, procedures and policies shall be in accordance with Facility requirements.




c.
Request report forms, or guide lines for producing the forms from the Facility through the Director’s Representative.


B.
Except as stated below, the Facility staff, through the Director’s Representative, will establish frequencies for inspection, testing training, and monitoring and evaluation.  ILSM for the Contractor shall consist of the following actions:



1.
Ensure that exits provide free and unobstructed egress.  Personnel shall receive training if alternate exits must be designated.  Buildings or areas under construction must maintain escape facilities for construction workers at all times.




a.
Inspect means of egress in construction areas daily.



2.
Ensure free and unobstructed access to emergency departments/services and for emergency forces.



3.
Ensure that fire alarm, detection, and suppression systems are not impaired.  A temporary, but equivalent system shall be provided when any fire system is impaired.




a.
Inspect and test temporary systems monthly.



4.
Ensure that temporary construction partitions are smoke tight and built of non-combustible or limited combustible materials that will not contribute to the development or spread of fire.



5.
Provide additional fire-fighting equipment and use training for personnel.



6.
Prohibit smoking in accordance with Facility policies and in, or adjacent to, all construction areas.



7.
Develop and enforce storage, housekeeping, and debris removal practices that reduce the flammable and combustible fire load of the building to the lowest level necessary for daily operations.



8.
Conduct a minimum of two fire drills per shift  per quarter.



9.
Increase hazard surveillance of buildings, grounds, and equipment, with special attention to excavations, construction areas, construction storage, and field offices.



10.
Train personnel when structural or compartmentation features of fire safety are compromised.



11.
Conduct organizationwide safety education programs to ensure awareness of any LSC deficiencies, construction hazards, and these ILSM.

PART 2   PRODUCTS (Not Used)

PART 3   EXECUTION (Not Used)
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