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SECTION 055516
STAIR NOSINGS

NOSINGS SPECIFIED IN THIS SECTION ARE EXTRUDED ALUMINUM UNITS WITH ABRASIVE GRIT SURFACES.
PART 1   GENERAL

EDIT SECTION NUMBERS IN ARTICLE BELOW.
1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Cast-In-Place Concrete:  Section 033000 or 033001.


B.
Cast Safety Nosings:  Section 055000.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer's catalog sheets, specifications, and installation instructions for the items specified in this Section.

B.
Samples:



1.
Color Samples:




a.
Abrasive Materials:  Manufacturer's standard colors.

USE PARAGRAPH BELOW IF PROJECT IS INTENDED FOR LEED CERTIFICATION.


C.
LEED Design Submittals:



1.
MR Credit 4.1 and MR Credit 4.2:  Identify manufacturer’s name, the percentage of post-consumer recycled content by weight, the pre-consumer recycled content by weight, and the cost of the product.


2.
MR Credit 5.1 and MR Credit 5.2:  Identify source, cost, and the fraction by weight that is considered regional.
1.03
DELIVERY AND HANDLING


A.
Deliver nosings with factory applied protective tape intact.

PART 2   PRODUCTS

2.01
MATERIALS

NOSINGS IN PARAGRAPH BELOW ARE FOR CAST-IN-PLACE OR PRECAST STEPS AND HAVE SOLID ABRASIVE GRIT SURFACE.  THESE SHOULD NOT BE USED WHERE HAND TRUCKS WILL BE USED ON THE STAIRS.  UNITS ARE 2 INCHES WIDE, OTHER WIDTHS ARE AVAILABLE, CHECK MANUFACTURER'S LITERATURE AND CHANGE NUMBERS AS REQUIRED.

A.
Type A-1 Abrasive Stair Nosings:  Amcolun Style DSA2 by American Abrasive Metals Co., 460 Coit St., Irvington, NJ  07111, Macon Type MA-2AA by American Mason Safety Tread Co., 153 Essex St., Havermill, MA  01830, or Spectra Type WP2C by Wooster Products, Inc., 1000 Spruce St., P.O. Box 896, Wooster, OH  44691.



1.
Length:  Six inches less than stair tread width.

NOSINGS IN PARAGRAPH BELOW ARE FOR CAST-IN-PLACE OR PRECAST STEPS AND HAVE STRIPS OF ABRASIVE BETWEEN ALUMINUM RIDGES.  THESE CAN BE USED WHERE HAND TRUCKS WILL BE USED ON THE STAIRS.  UNITS ARE 3 INCHES WIDE, OTHER WIDTHS ARE AVAILABLE, CHECK MANUFACTURER'S LITERATURE AND CHANGE NUMBERS AS REQUIRED.

B.
Type A-2 Abrasive Stair Nosings:  Altred Type 231A by American Abrasive Metals Co., 460 Coit St., Irvington, NJ  07111, Masonco Type 31A by American Mason Safety Tread Co., 153 Essex St., Havermill, MA  01830, or Supergrit Type 231 by Wooster Products, Inc., 1000 Spruce St., P.O. Box 896, Wooster, OH  44691.



1.
Length:  Six inches less than stair tread width.

NOSINGS IN PARAGRAPH BELOW ARE FOR STEEL PAN CEMENT-FILLED STAIRS, MEET OSHA BARRIER FREE DESIGN, AND HAVE SOLID ABRASIVE GRIT SURFACE.  THESE SHOULD NOT BE USED WHERE HAND TRUCKS WILL BE USED ON THE STAIRS.  UNITS ARE 2 INCHES WIDE, OTHER WIDTHS ARE AVAILABLE, CHECK MANUFACTURER'S LITERATURE AND CHANGE NUMBERS AS REQUIRED.

C.
Type A-3 Abrasive Stair Nosings:  Amcolun Style BF2 by American Abrasive Metals Co., 460 Coit St., Irvington, NJ  07111, Macon Type MA-2BFAA by American Mason Safety Tread Co., 153 Essex St., Havermill, MA  01830, or Spectra Type WP2J by Wooster Products, Inc., 1000 Spruce St., P.O. Box 896, Wooster, OH  44691.



1.
Length:  1/8 inch less than stair tread width stringer to stringer.

NOSINGS IN PARAGRAPH BELOW ARE FOR STEEL PAN CEMENT-FILLED STAIRS, MEET OSHA BARRIER FREE DESIGN, AND HAVE STRIPS OF ABRASIVE BETWEEN ALUMINUM RIDGES.  THESE CAN BE USED WHERE HAND TRUCKS WILL BE USED ON THE STAIRS.  UNITS ARE 3 INCHES WIDE, OTHER WIDTHS ARE AVAILABLE, CHECK MANUFACTURER'S LITERATURE AND CHANGE NUMBERS AS REQUIRED.

D.
Type A-4 Abrasive Stair Nosings:  Altred Type 231AP by American Abrasive Metals Co., 460 Coit St., Irvington, NJ  07111 or Supergrit Type 231BF by Wooster Products, Inc., 1000 Spruce St., P.O. Box 896, Wooster, OH  44691.



1.
Length:  1/8 inch less than stair tread width stringer to stringer.


E.
Abrasive Color:  As selected from manufacturer's standard abrasive colors.


F.
Bituminous Mastic:  Cold applied asphalt mastic; SSPC - Paint 12.

PART 3   EXECUTION

3.01
PREPARATION


A.
Coat nosing surfaces in contact with cementitious materials with bituminous mastic.

3.02
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer's printed instructions, except as otherwise specified.


B.
Install stair nosings centered at edges of stair treads and landings indicated.

3.03
CLEANING


A.
When directed, or just before the project is turned over to the State remove protective tape, residue, and dirt from exposed nosing surfaces.

END OF SECTION
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