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SECTION 057800

EXPANSION JOINT COVER ASSEMBLIES

INCLUDES PREFAB. COVERS FOR INTERIOR AND EXTERIOR APPLICATIONS WHERE "FINISHED" MATERIALS ARE REQUIRED WHEN EXPOSED TO VIEW.  EDIT TO INSERT OTHER TYPES OF A UTILITY CLASSIFICATION OR INCLUDE SAME IN SECTION 055000.
PART 1   GENERAL

1.01
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent construction.


B.
Product Data:  Manufacturer's catalog sheets, specifications, and installation instructions for the following:



1.
Joint Cover Assemblies.

DELETE SAMPLES BELOW FOR PROJECTS WITH MINIMAL LINEAR FOOTAGE REQUIRED.

C.
Samples:  6 inch long sections; each type and finish required for the following:



1.
Joint Covers.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Aluminum:  ASTM B 221, alloy 6063-T5, for extrusions; ASTM B 209, alloy 6061-T6, sheet and plate.

DELETE EITHER ABOVE OR BELOW.  NOTE LOCATIONS IF MORE THAN ONE MATERIAL.  VERIFY AVAILABILITY OF BRONZE WITH SELECTED MANUFACTURER'S.

B.
Bronze:  Architectural Class, 385 alloy (Copper Development Association).


C.
Accessories:  Manufacturer's standard anchors, fasteners, set screws, spacers, flexible seal and filler materials, adhesive and other accessories compatible with material in contact; as shown or required for complete installations.

2.02
FABRICATION


A.
General:



1.
Furnish the basic profile and operating units for expansion joint covers indicated on the drawings.  Select units required for the joint size, and to absorb variations in adjacent surfaces and structural movement.  Furnish the longest practicable lengths to minimize the number of end joints.  Provide hairline mitered corners where joint changes direction or abuts other material systems.


B.
Finishes:  Provide the following:

SELECT REQUIRED FINISHES; DELETE OTHERS.  REVISE TO SUIT PROJECT.


1.
Aluminum contact surfaces on concrete; zinc chromate primer, except where anodic coating required.



2.
Aluminum floor covers; mill finish.



3.
Bronze covers; satin finish, lacquered.

ALUMINUM COVERS ARE ALSO AVAILABLE PRIMED, COLOR ANODIZED, AND WITH FLUOROCARBON PAINT FINISH.  CHECK MANUFACTURER'S LITERATURE.  REVISE ABOVE TO SUIT PROJECT.


4.
Aluminum covers, except floors; manufacturer's standard satin, clear anodic coating.

DELETE PARAGRAPH BELOW AND INSERT SPECIFIC TYPE IF DESIRED.  WEARING SURFACES CAN BE PLAIN, SERRATED, CAST ABRASIVE OR ABRASIVE INSERTS.

C.
Wearing Surfaces:  Manufacturer's standard, of the type indicated on the Drawings.


D.
Protection:  Cover exposed metal surfaces with factory-applied adhesive paper or polyvinylchloride (PVC) protective strippable coating.

2.03
WALL, CEILING, AND SOFFIT JOINT COVER ASSEMBLIES


A.
Furnish concealed, continuously anchored members fastened to wall, ceiling, or soffit only on one side of the joint.  Extend cover to lap each side of joint, with free movement.  Attach cover to the anchor member, with the cover in close contact with adjacent contact surfaces.


B.
Provide flexible vinyl moisture seal on slippage side under exterior covers and elsewhere as shown.  Make other provisions necessary to provide a weathertight installation.

DELETE ARTICLE BELOW IF NOT REQUIRED.
2.04
FLOOR JOINT COVER ASSEMBLIES


A.
Furnish continuous angle shape seating members with raised floor rim and concealed bolt or stud anchors for casting into concrete.  Provide one on each side of flat joints; one only on floor side of corner joints.


B.
Provide recessed cover plates for flat joints to receive floor covering, and angle pattern cover plates for corner joints, unless otherwise shown.  Lap sliding angles of cover plates on seating members.  Attach covers for flat joints to one seating member; attach angle cover for corner joints to wall.


C.
Fill space between edge of cover plate and raised rim of seating member, flush to finished floor, with flexible filler material suitable to withstand floor traffic, as recommended by expansion joint manufacturer.  Adhere filler to seating member with waterproof adhesive or pressure-sensitive tape.

DELETE SUBPARAGRAPH BELOW IF NOT REQUIRED.


1.
Provide continuous, flexible vinyl moisture seals for weathertight joints.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install in accordance with the manufacturer's printed installation instructions, except as shown or specified elsewhere.


B.
Perform all cutting, drilling and fitting required for the installation of the items.  Set the Work accurately in location, alignment and elevation, plumb, level, true, measured from established lines and levels.  Install temporary bracing or anchors in formwork for items which are to be built into concrete, masonry or similar construction.


C.
Install joint cover assemblies in true alignment.  Set floor covers at elevations to be flush with adjacent finished floor materials.  Locate wall, ceiling, and soffit covers in continuous contact with adjacent surfaces.  Securely attach in place with all required accessories.  Locate anchors approximately 3" from each end, 12" o.c. between ends for set screws, and 18" o.c. between ends for other fasteners, unless closer spacing is recommended by the manufacturer.


D.
Hold end joints to the minimum; make end joints with strong, rigid, mechanical splice plate in true alignment, with hairline-joints.

3.02
CLEANING AND PROTECTION


A.
Do not remove strippable protective material until finish Work in adjacent areas is complete.  When protective material is removed, clean exposed metal surfaces in accordance with manufacturer's instructions.

END OF SECTION
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