D&C  PA:dja
SHORT VERSION

SECTION 061000

ROUGH CARPENTRY

USE THIS VERSION FOR SIMPLE CARPENTRY APPLICATIONS.  CONSULT BROADSCOPE VERSION FOR ADDITIONAL MATERIALS AND EXPANDED APPLICATION METHODS.
PART 1   GENERAL

1.01
REFERENCES


A.
Standards:  Comply with the following unless otherwise specified or indicated on the Drawings:  



1.
Lumber:  American Softwood Lumber Standard PS 20 by the U.S. Department of Commerce.  Comply with applicable provisions for each indicated use.  



2.
Plywood:  Product Standard PS 1 for Softwood Plywood, Construction and Industrial by the U.S. Department of Commerce.



3.
Plywood Installation:  APA Design/Construction Guide, Residential & Commercial by the American Plywood Association (APA).



4.
Grading Rules:




a.
Douglas Fir, Hem-Fir, Idaho White Pine, and other Western Woods:  Western Wood Products Association (WWPA) or West Coast Lumber Inspection Bureau (WCLIB).




b.
Southern Pine:  Southern Pine Inspection Bureau (SPIB).




c.
Redwood:  Redwood Inspection Service (RIS).




d.
Spruce-Pine-Fir:  National Lumber Grades Authority (NLGA).



5.
Preservative Treatment:  American Wood Preservers’ Association (AWPA) and American Wood Preservers Bureau (AWPB) Standards, quality control methods, and inspection requirements.



6.
Fire-Retardant Treatment:  American Wood Preservers’ Association (AWPA) Standards.



7.
Framing Installation:  American Forest and Paper Association (AFPA).

1.02
QUALITY ASSURANCE


A.
Mill and Producers Mark:  Each piece of lumber and plywood shall be gradestamped indicating type, grade, mill, and grading agency certified by the Board of Review of the American Lumber Standards Committee.  Mark shall appear on unfinished surface, or ends of pieces with finished surfaces.



1.
Pressure Preservative Treated Material:  Accredited agency quality mark, on each piece of wood, indicating treatment.



2.
Fire-Retardant Treated Material:  Accredited testing agency mark, on each piece of wood, indicating compliance with the fire hazard classification.

1.03
DELIVERY, STORAGE, AND HANDLING


A.
Keep materials dry.  Make provision for air circulation around and between stacks of wood products.

PART 2   PRODUCTS

2.01
LUMBER


A.
General:  Furnish seasoned dimension lumber dressed to nominal sizes indicated with 19 percent maximum moisture content at time of dressing, marked “S-DRY”.  Comply with dry size requirements of PS 20.

EDIT SUBPARAPH BELOW FOR OTHER CONDITION, SUCH AS ROUGHSAWN.


1.
Dress:  Surfaced 4 sides (S4S) unless otherwise indicated.

RETAIN PARAGRAPH BELOW FOR FRAMING.  EDIT FOR SPECIFIC SPECIES IF REQUIRED.

B.
Framing Lumber:  Species:  Douglas Fir or Hem-Fir (WWPA or WCLIB), or Southern Pine (SPIB), or Spruce-Pine-Fir (NGLA) unless otherwise indicated.



1.
Light Framing; 2 inches through 4 inches thick, less than 6 inches wide:  Standard and Better grade, except Stud grade for stud framing.

REVIEW GRADE FOR SUBPARAGRAPH BELOW WITH STRUCTURAL ENGINEER FOR OTHER THAN SIMPLE FRAMING APPLICATIONS.


2.
Structural Framing; 2 inches through 4 inches thick, 6 inches wide and wider:  No. 2 grade.


C.
Board Lumber; less than 2 inches thick:



1.
Exposed Board Lumber, for Paint Finish:  Southern Pine No. 1 (SPIB), Douglas Fir 2 Common (WWPA), Select Merchantable (WCLIB), or Spruce-Pine-Fir Appearance (NGLA).



2.
Concealed Board Lumber:  Southern Pine No. 3 (SPIB), any species No. 4 (WWPA), any species Standard (WCLIB), or Spruce-Pine-Fir No. 1 / No. 2 (NGLA).


D.
Miscellaneous Lumber:  Standard grade, No. 3 grade, or better grade of the following species unless otherwise indicated:

COORDINATE TWO SUBPARAGRAPHS BELOW WITH ARTICLE 2.06 FOR ITEMS TO BE PRESERVATIVE TREATED.


1.
Nailers and Blocking:  Douglas Fir, Hem-Fir, Idaho White Pine, Southern Pine, or Spruce-Pine-Fir.



2.
Furring:  Spruce, Hem-Fir, or Spruce-Pine-Fir except Douglas Fir or Southern Pine for furring required to receive preservative treatment.

2.02
PLYWOOD

PLYWOOD THICKNESSES MUST BE INDICATED ON THE DRAWINGS; ALSO, THE SPAN RATING FOR PARAGRAPH BELOW SHOULD BE INDICATED ON THE DRAWINGS.

A.
Sheathing and Subflooring:  APA RATED SHEATHING, EXPOSURE 1.  Furnish APA PS 1 veneered panels, with span ratings for the required thicknesses as listed below unless otherwise indicated.

	THICKNESS
	SPAN RATING

	3/8 inch
	24/0

	1/2 inch
	32/16

	5/8
	40/20

	3/4
	48/24



B.
Underlayment:  APA UNDERLAYMENT, EXPOSURE 1.

EDIT TWO SUBPARAGRAPHS BELOW TO SUIT PROJECT.


1.
For use under resilient tile flooring and resilient sheet flooring:  Sanded face.



2.
For use under carpet and fluid applied flooring:  Touch-sanded.

2.03
PARTICLEBOARD


A.
Underlayment:  ANSI A 208.1, Type 1, Density Range M (40 lb/cu ft minimum average).

2.04
HARDBOARD

TEMPERED IS THE BEST QUALITY CLASS OF HARDBOARD.  GOOD QUALITY “STANDARD” CLASS IS ALSO AVAILABLE.  SMOOTH ON TWO SIDES (S2S) IS AVAILABLE IN BOTH CLASSES.  PERFORATED BOARD MAY BE SUBSTITUTED FOR PLAIN BOARD.

A.
Hardboard:  PS 58, Class “Tempered”, S1S, plain board.

2.05
MISCELLANEOUS MATERIALS


A.
Underlayment Patching Compound:  Hardsetting, quicksetting type with latex or polyvinyl acetate binder.


B.
Asphalt Felt:  Asphalt-saturated felt, No. 15, without perforations, complying with ASTM D 226.


C.
Rosin Paper:  Commercial, rosin-sized building paper, 0.010 inch thick.

CONSULT BROADSCOPE VERSION FOR CERTIFICATION FOR TWO ARTICLES BELOW IF LARGE QUANTITIES REQUIRED.
2.06
PRESERVATIVE TREATMENT


A.
Treat lumber and plywood where indicated and as specified.  Comply with applicable AWPA and AWPB Standards and quality control and inspection requirements.


B.
Complete fabrication of items to be treated to the greatest extent possible prior to treatment.  Where items must be cut after treatment, coat cut surfaces with heavy brush coat of the same chemical used for treatment or other solution recommended by AWPA Standards for the treatment.  

SELECT REQUIRED TREATMENT METHOD(S) BELOW.  TWO PARAGRAPHS BELOW ARE CLEAN, ODORLESS, PAINTABLE TREATMENTS. 


C.
Pressure Treatment (Above Ground Use):  Treat the following wood items with waterbourne preservatives for above ground use, complying with AWPB LP-2.  Redry wood to a maximum moisture content of 19 percent after treatment.

ALWAYS RETAIN SUBPARAGRAPH BELOW IF PROJECT INCLUDES WOOD ADJACENT TO ROOFING OR COPING.


1.
Nailers, blocking, cants, shim stock, and similar members used in conjunction with roofing (including related flashings, trim and vapor barrier) and coping.



2.
Nailers, blocking, furring, stripping, and similar concealed members in contact with exterior masonry and concrete (including interior wythe of exterior walls).

RETAIN SUBPARAGRAPH ABOVE AND SUBPARAGRAPH BELOW AS APPLICABLE.


3.
Wood items indicated or scheduled on the Drawings to be preservative treated.


D.
Pressure Treatment (Ground Contact Use):  Treat the following wood items with waterbourne preservatives for below ground use, complying with AWPB LP-22:  

MODIFY LIST BELOW AS REQUIRED.DIP TREATMENT BELOW FOR MILD EXTERIOR EXPOSURE.


1.
Wood members placed in the ground.



2.
Wood members immersed in fresh water.  



3.
Wood members encased in concrete.


E.
Dip Treatment:  Treat the following wood items with a 3 minute dip in 5 percent solution of pentachlorophenol with water repellant added:

LIST ITEMS BELOW WHICH REQUIRE DIP TREATMENT.


1.




2.


2.07
FIRE-RETARDANT TREATMENT

DELETE “where indicated” BELOWIF NOT INDICATED AND WHEN ALL MATERIAL IS TO BE TREATED.

A.
Furnish “FR-S” lumber where indicated, complying with AWPA Standards for pressure impregnation with fire-retardant chemicals to achieve a flamespread rating of 25 or less, when tested in accordance with UL Test 723, ASTM E 84 or NFPA Test 255.

WATERBASE PAINTS OR FINISHES SHOULD NOT BE USED ON CONVENTIONAL FR-S WOOD.


1.
Where treated items are indicated to receive a transparent or paint finish, use a fire-retardant treatment which will not bleed through or adversely affect bond of finish.



2.
Provide UL label or identifying mark on each piece of fire-retardant lumber.



3.
Redry treated items to a maximum moisture content of 19 percent after treatment.

2.08
FASTENERS AND ANCHORING DEVICES


A.
Select and furnish items of type, size, style, grade, and class as required for secure installation of the Work.  Items shall be galvanized for exterior locations, high humidity locations, and for use with treated wood.  Unless shown or specified otherwise, comply with the following:



1.
Nails and Staples:  FS FF-N-105.



2.
Wood Screws:  FS FF-S-111.



3.
Bolts and Studs:  FS FF-B-575.



4.
Nuts:  FS FF-N-836.  



5.
Washers:  FS FF-W-92.



6.
Lag Bolts or Lag Screws:  FS FF-B-561.  



7.
Masonry Anchoring Devices:  Expansion shields, masonry nails and drive screws:  FS FF-S-325.  



8.
Toggle Bolts:  FS FF-B-588.  



9.
Bar or Strap Anchors:  ASTM A575 carbon steel bars.  



10.
Wall Plugs:  Corrugated type, galvanized steel, 24 USS gage min, not less than 2 inches wide x 2-1/2 inches deep.  



11.
Metal Hangers and Framing Anchors:  Size and type for intended use, galvanized finish, manufacturer’s recommended fasteners.  

PART 3   EXECUTION

EDIT ARTICLE BELOW FOR PROJECT REQUIREMENTS.
3.01
INSTALLATION


A.
Wood Framing:  Install in accordance with applicable provisions of the AFPA “Manual for Wood Frame Construction”, unless otherwise indicated.


B.
Plywood:



1.
Install in accordance with APA Design/Construction Guide, Residential & Commercial, unless otherwise indicated.



2.
Fasten in accordance with APA recommendations.



3.
Underlayment:  Use ring-shank or screw-shank type nails.  Set nails 1/16 inch, but do not fill nail holes.

DELETE SUBPARAGRAPH BELOW IF NOT SO DESIGNED.


4.
Subflooring:  Glue-nail plywood to supports.  Comply with APA re- commendations.


C.
Particleboard Underlayment:  Install in accordance with National Particleboard Association recommendations, unless otherwise indicated.


D.
Underlayment Finish:  Patch damaged areas and fill depressions with patching compound.  Machine sand patched, filled, and rough areas smooth and sand uneven joints flush.


E.
Nailers and Blocking:  Attach to substrate as required to support applied loading.


F.
Wood Framing:  Install true to lines within a tolerance of 1/8 inch in 10 feet.


G.
Treated Wood:  Brush-coat field cut surfaces with same treatment material.

END OF SECTION
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