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SECTION 066401

FIBERGLASS PANELS

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Fiber Reinforced Plastic Panels:  Section 097723.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer's catalog sheets, specifications, and installation instructions for each item specified.


B.
Samples:



1.
Fiberglass Panels:  12 inch square pieces.



2.
Color Samples:  Manufacturer's standard colors.

PART 2   PRODUCTS

2.01
MATERIALS

8 AND 12 OUNCE PANELS ARE ALSO AVAILABLE.

A.
Fiberglass Panels:  ASTM D 3841; Minimum 5 oz per sf corrugated fiberglass reinforced panels.

DIMENSIONS BELOW ARE READILY AVAILABLE, OTHER CONFIGURATIONS ARE AVAILABLE TO MATCH METAL PANELS.


1.
Corrugations:  Approximately 2.67 x 7/8 inches.

SELECT COLOR BELOW.


2.
Color:  White/Green/Yellow/Clear.


B.
Fasteners:  Cadmium plated stainless steel screws with neoprene washers.  Panel manufacturer's recommended thread types, point types, and lengths for substrates involved.


C.
Filler Strips, Closure Strips, and Related Accessories:  Manufacturer's standard or recommended pieces.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer's printed instructions, except as follows:



1.
Install panels so the flow of water, if any, is not against the panel edges.

END OF SECTION
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