D&C  LHZ/DJA:hf
RESIDENTIAL


SECTION 081164
ALUMINUM STORM & SCREEN DOORS

THIS SECTION IS INTENDED TO INCLUDE RESIDENTIAL QUALITY ALUMINUM STORM DOORS, FRAMES, AND OPERATING HARDWARE, INTENDED TO BE FASTENED TO WOOD DOOR FRAME.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Sealant:  Section 079200.

1.02
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications, and installation instructions for door units.

PART 2   PRODUCTS

2.01
DOOR UNITS


A.
"Quaker" by Alsco/Anaconda, Akron, Ohio.


B.
"Algonquin" by Kasson & Keller, Inc., Fonda, N.Y.


C.
"Linden" by Blount Lumber Co., Lacona, N.Y.

EDIT THE FOLLOWING DESCRIPTIVE SPECIFICATIONS FOR ANY CONFLICTS WITH MANUFACTURERS' PRODUCTS SPECIFIED ABOVE.
2.02
MATERIALS


A.
Door Stiles and Rails, Frame Sections:  Hollow extruded aluminum sections, structurally suitable for opening sizes.


B.
Glass:  Single pane, tempered 1/8 inch thick conforming to FS DD-G-1403.


C.
Insect Screen:  Aluminum mesh, woven to 18/14 size.


D.
Corner Spigots:  Die cast zinc alloy or extruded aluminum.


E.
Fasteners:  Stainless steel.


F.
Window Track:  Rigid vinyl extrusions.


G.
Weatherstripping:  Wool pile or soft PVC.

2.03
HARDWARE


A.
Hinges:  Stainless steel leaves and pin, nylon thrust bearings.


B.
Latch:  Die cast steel or cast aluminum knob on exterior, lever or thumb push latch on interior, tumbler lock cylinder with two keys, steel pin and spring stop.


C.
Closer:  Adjustable, spring loaded, hydraulic cylinder with hold open feature.


D.
Stop:  Storm chain with spring safety cushion.


E.
Weatherstripping:  Full perimeter set in frame slot, full width of door leaf adjustable or retracting drop sill sweep.

2.04
FABRICATION


A.
Assemble stiles, top and bottom rails with hairline mitered joints aligned and secured with corner spigots, retain with screw fasteners.


B.
Fit intermediate cross rail accurately, cope to fit stiles, secure with screw fasteners.


C.
Fit hollow bottom rail with adjustable or retracting weather bar with weatherstripping.


D.
Assemble glazed frames and insect screen into rolled or extruded aluminum frame.


E.
Fabricate prefinished panel below glass of smooth or stipple finish aluminum set into door frame with concealed fasteners or vinyl glazing channels.

2.05
FINISH

CHOSE ONE OF THE FINISHES BELOW, DELETE THE OTHERS.

A.
Exposed Aluminum Surfaces:  Mill finish.  Anodized clear.  White enamel.  Chocolate brown enamel.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install screen and storm doors in accordance with manufacturer's installation instructions.


B.
Apply bead of sealant to mating surface of door frame.  Fit door frame extrusions to subframe in building opening accurately.  Adjust position to 1/16 inch clearance.


C.
Adjust operable parts for correct function.

END OF SECTION

Updated 07/07/2009

Printed 4/16/2015
081164 - 3
Project No. 


