D&C  MVK:hf


SECTION 083513
FOLDING DOORS

INCLUDES PANEL BI-FOLD DOORS AND PANEL ACCORDION FOLDING DOORS.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Metal Support Framing:  Section 055000.


B.
Wood Framing and Trim:  Section 061000 and 062000.


C.
Lock Cylinders:  Section 087100.


D.
Painting:  Section 099101.

1.02
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connection to adjacent work.


B.
Product Data:  Catalog sheets, specifications and installation instructions for each type of folding door and accessory required.


C.
Samples:

EDIT BELOW FOR PANEL TYPE REQUIRED.


1.
Vinyl Faced Panel:  12 inches long by full width of door panel.



2.
Wood Veneer Panel:  12 inches long by full width of door panel.



3.
Bi-Fold Panel:  12 inches long by full width of door panel.



4.
Color Samples:  Manufacturer's standard colors, finishes and wood species.


D.
Quality Control Submittals:

OMIT OR EDIT BELOW FOR PROJECT.


1.
Certificates:  Affidavits required under Quality Assurance Article.

1.03
QUALITY ASSURANCE

DELETE PARAGRAPH BELOW IF SOUND TRANSMISSION CLASSIFICATION (STC) IS NOT REQUIRED.  DRAWINGS MUST INDICATE STC RATING.

A.
Sound Transmission Classification:  Provide ASTM E 90 tested materials and application procedures to comply with rating indicated.

DELETE PARAGRAPH BELOW IF FIRE RATED INSTALLATION IS NOT REQUIRED.  DRAWINGS MUST INDICATE FIRE RATED UNITS (IF ANY).

B.
Fire Rated Units:  Provide UL listed or ASTM E 84 tested materials, accessories, and application procedures to comply with the rating indicated.


C.
Certification:  Affidavits by independent testing laboratories, certifying that the sound transmission classification (STC) and fire resistance rating meet the ratings indicated.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Deliver folding doors and accessories in manufacturer's original unopened cartons with labels legible and intact.


B.
Store folding doors and accessories in protected dry area.

PART 2   PRODUCTS

2.01
ACCEPTABLE FOLDING DOOR MANUFACTURERS


A.
Panelfold, Inc., P.O. Box 680130, Miami, FL  33168.


B.
Paniflex Corp., 431 E. 165th Street, New York, NY  10456.


C.
Pella Rolscreen Co., 102 Main Street, Pella, IA  50219.


D.
Woodfold-Marco Mfg., Inc., Box 346, Forest Grove, OR  97116.

2.02
FOLDING DOORS


A.
Complete folding door assemblies with panel sections, tracks, carrier hangers or pivots, and hardware sized and arranged to suit opening sizes, conditions and clearance limitations indicated on the Drawings.

SELECT DOOR TYPES BELOW AS REQUIRED BY PROJECT.
2.03
ACCORDION FOLDING DOORS


A.
Accordion folding door units with panels hinged in series and suspended from overhead track.  Surface finish laminated to core.



1.
Panel Core:  Manufacturer's standard core fabricated of dense wood particle board or kiln-dried solid wood or water-resistant-glued wood block.




a.
Minimum Thickness:  1/4 inch.



2.
Panel Surface Finish:

INSERT WOOD SPECIES BELOW.  CHECK MANUFACTURER'S LITERATURE FOR AVAILABLE SELECTIONS.



a.
Wood Veneer:

INSERT VINYL PATTERN AND COLOR BELOW.  CHECK MANUFACTURER'S LITERATURE FOR AVAILABLE SELECTIONS.



b.
Textured Vinyl:



3.
Hinges:  Manufacturer's standard concealed connector hinges designed to allow panels to extend and stack equally, smoothly, and quietly.

2.04
BI-FOLD DOORS


A.
Bi-fold door units with panels hinged and top pivoted for slide-in installation in overhead track, and bottom pivoted for installation in floor plate.



1.
Panels:  3/4 inch thick particle board conforming to CS236-66, not less than 42 lb density.



2.
Panel Surface Finish:  Factory primed.



3.
Hinges:  Spring cam hinges designed for positive screw holding, closure, and alignment of panels.  Minimum of three hinges.

EDIT ARTICLE TITLE BELOW FOR ASSEMBLY TYPE REQUIRED.
2.05
TRACK AND HANGER/PIVOT ASSEMBLY


A.
Head Track:  Manufacturer's standard top supported galvanized steel or extruded aluminum track sized to suit dimensions and operation application.

CARRIER HANGERS BELOW FOR ACCORDION FOLDING DOORS.

B.
Carrier Hangers:  Manufacturer's standard carrier hanger assemblies with two ball-bearing wheels and nylon tires.

USE PIVOT ASSEMBLY BELOW FOR BI-FOLD DOORS.

C.
Pivot Pin and Pivot Block Assembly:



1.
Top Pivot Pin:  Spring loaded and retractable.



2.
Top Pivot Block:  Polypropylene, slotted to allow for slide-in installation.



3.
Bottom Pivot:  Steel threaded hex bolt, housed in bracket for vertical adjustment from 3/8 inch to 1-3/4 inch.



4.
Floor Plate:  Floor plate with an embossed finder type seat for bottom pivot.

2.06
ACCESSORIES


A.
Sound Seals:  Manufacturer's standard vertical, horizontal top, and horizontal bottom seals.

USE PARAGRAPH ABOVE FOR SOUND RATED UNITS.DELETE LOCKS BELOW IF NOT REQUIRED.

B.
Handles, Latches, and Locks:  Manufacturer's standard unless specified otherwise.



1.
Latches:  Operable from both sides of closed unit.

DELETE SUBPARAGRAPH BELOW IF KEY-LOCKING NOT REQUIRED.


2.
Cylinder Locks:  Deadlock to receive cylinder, operable from both sides unless otherwise indicated.



3.
Exposed Handle and Latch Finishes:  As selected by the Director's Representative from manufacturer's standard finishes.


C.
Trim:  Manufacturer's standard for the following:



1.
Surface-Mounted Track Mold:  Locate on each side of track.  Match finish of panel facing.



2.
Recessed Track Sub-channel:  Extruded aluminum or galvanized steel channel.



3.
Jamb Mold:  Manufacturer's standard jamb mold for jamb closure.  Coordinate color with panel facing.


D.
Fasteners:  Manufacturer's standard.

PART 3   EXECUTION

3.01
EXAMINATION


A.
Verification of Conditions:  Examine openings scheduled to receive folding doors for defects that will adversely affect the installation.

3.02
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer's printed installation instructions except as shown or specified otherwise.



1.
Field connections and fastening shall be as recommended by the folding door manufacturer for the conditions, unless otherwise indicated.

3.03
ADJUSTING AND CLEANING


A.
Adjust and lubricate doors to operate smoothly.  Adjust panels to move evenly and parallel, with latches engaging accurately and positively by normal closing movement of unit.  Clean surfaces that have been soiled performing the Work.
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