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SECTION 085115
ALUMINUM PROTECTION SCREENS

SEE INFORMATION AT END OF SECTION.
PART 1   GENERAL

1.01
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent construction.


B.
Product Data:  Catalog sheets, specifications and installation instructions for screen units.


C.
Samples:



1.
Wire Cloth:  12 x 12 inch sections.

USE BELOW ONLY FOR PROJECTS REQUIRING A LARGE NUMBER OF SCREENS.


2.
One complete aluminum protection screen unit, sized to fit one opening to receive protection screens, with hardware and specified finish.  This sample will be returned and, if approved, may be used in the Work.


D.
Quality Control Submittals:



1.
Manufacturer's Qualifications Data:  Manufacturer's name, address, telephone number, and contact person.

1.02
QUALITY ASSURANCE


A.
Manufacturer's Qualifications:  The manufacturer of protection screens shall be regularly engaged in the production of protection screens, and shall be subject to the approval of the Director.

1.03
DELIVERY, STORAGE, AND HANDLING


A.
Deliver protection screens in protective containers, marked with identification for location.


B.
Store and handle protection screens in a manner that will not cause damage to the finish.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Aluminum:



1.
Extruded Shapes:  6063 alloy, T5 or T6 temper.


B.
Fasteners:  Type 316 stainless steel.


C.
Expansion Anchor Devices:  Wedge type expansion bolt anchors; FS FF-S-325, Group II, Type 4, Class 1.


D.
Bituminous Coating:  Cold-applied asphalt mastic complying with SSPC - PAINT 12, compounded for 30 mil thickness per coat.

2.02
ALUMINUM PROTECTION SCREEN UNITS


A.
Frames:  Assemblies consisting of a fixed unit and a hinged unit.  



1.
Fixed Unit Stiles and Rails:  Sections of minimum .125 inch thickness and of greater thickness at points of stress.  Fixed unit shall have a minimum weight of .548 pound per foot.  Stiles and rails shall be mitered and welded and ground smooth at corners.  Welding shall be continuous for the full contact surface of the joint.  



2.
Hinged Unit Stiles and Rails:  Sections of minimum .125 inch thickness and of greater thickness at points of stress.  Hinged unit shall have a minimum weight of .844 pound per foot, and shall have a removable cover plate of minimum .060 inch thickness to cover the locking mechanism when the unit is open.  Stiles and rails shall be mitered and welded at corners.  Intermediate rails shall be coped and welded to the stiles at each end.  Welding at intersection of stiles and rails shall be continuous for the full contact surface of the joint, and ground smooth.




a.
Hinged units having a height of 4 feet or more shall have a horizontal intermediate rail.


B.
Wire Cloth:  .028 inch diameter Type 302/304 (18/8) stainless steel wire, having a minimum tensile strength of 150,000 psi before weaving, woven 12 mesh to the inch.  Cloth shall have double crimped wire crossings with a minimum crimp ratio of 45 percent and a woven wire tensile strength of not less than 800 lb per lineal inch.



1.
Secure wire cloth by folding it over the edge of the hinged unit and holding it in place by retainer clips or by the cover plate and screws.


C.
Hardware:  Equip screens with the following:



1.
Hinges:  Concealed hinges of electro-plated, .125 inch thick steel, with 1/4 inch diameter loose hard brass pins, in quantity required.



2.
Locking System:




a.
Mechanism consisting of connecting rods or bars, slide bolts, and key control assembly concealed in stile.




b.
Two point or three point locking, as required, shall be actuated simultaneously by bit key in lock case approximately 7/8 inch thick, 1-1/2 inches wide, and 2-3/4 inches high, with projecting bar approximately 5-1/2 inches long.




c.
Lock case shall be fastened to screen edge with machine screws, and projecting bar linked to connecting rods with cotter pins, for removal without disassembly of complete locking system.




d.
Lock shall have three lever tumblers and key shall be nonremovable in the unlocked position.




e.
Materials:  Lock tumblers shall be of brass or Type 302 stainless steel; tumbler springs of phosphor bronze or beryllium copper alloy, securely staked; slide bolts of case-hardened steel; lock case and cover and all other parts of brass, cadmium plated or electro-plated steel, or Type 302 stainless steel.

CONSULT WITH HARDWARE SPEC. WRITER FOR DETAILS.



f.
Keying:


D.
Key Holes:  Screens shall have contoured key holes on both sides of lock stile to permit operation of locking mechanism by bit key from interior and exterior of building.


E.
Scribe Members:  Members minimum .060 inch thick for each screen unit as required to form a close fitting joint between jambs and head of opening and the screen frame.

2.03
FINISHING

SELECT FINISH FROM BELOW OR INSERT OTHER AVAILABLE TYPE.

A.
Manufacturer's standard brushed satin finish.


B.
Natural Anodized Finish:  NAAMM AA-M21C22A41 (minimum thickness of 0.7 mil), natural aluminum color.


C.
Color Anodized Finish:  NAAMM AA-M21C22A42 heavy colored (minimum thickness of 0.7 mil), integral color anodized finish.

INSERT COLOR BELOW.


1.
Color:

PART 3   EXECUTION

3.01
EXAMINATION


A.
Verification of Conditions:  Examine surfaces to receive aluminum protection screens for defects that will adversely affect the execution and quality of the Work.  Do not proceed until unsatisfactory conditions are corrected.

3.02
PREPARATION


A.
Surface Preparation:  Paint aluminum surfaces in contact with masonry and incompatible metals with bituminous coating.

3.03
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer's printed instructions, except as shown or specified otherwise.


B.
Anchor screen units and scribe members securely in place, plumb, level, aligned, without warp of frames.

3.04
ADJUSTING


A.
Adjust hardware for smooth operation and secure closure.

3.05
CLEANING


A.
Clean aluminum surfaces promptly after installation.

END OF SECTION

THE REMAINDER OF THIS DOCUMENT IS FOR INFORMATION ONLY; NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.

The following screens comply with the requirements of this Section (as of 02/04/87):


Airtec Corporation's "Aluminum Protection Screens".


Chamberlin-Barnhart Co., Inc.'s "Aluminum Protection Screens (Medium Security)".


Kane Manufacturing Corporation's "Aluminum Van-Guard Screens".

END OF INFORMATION
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