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SECTION 086400
SKYLIGHTS
THIS SECTION WAS DEVELOPED FROM PROJECT SPECIFICATIONS FOR THE STATE POLICE FORENSIC LAB AND SOUTHPORT CORRECTIONAL FACILITY.  THIS SECTION IS PROVIDED HERE FOR GENERAL INFORMATION.  LARGER (METAL FRAMED) SKYLIGHTS WERE ALSO USED ON THE FORENSIC LAB, SEE MIKE CASEY FOR FURTHER INFORMATION.
PART 1   GENERAL
1.01
SUBMITTALS

A.
Shop Drawings:  Show fabrication details and connections to adjacent Work.


B.
Product Data:  Manufacturer's catalog sheets, specifications, and installation instructions for each item specified.


C.
Contract Closeout Submittals:



1.
Maintenance Data:  Deliver 2 copies, covering the installed products, to the Director's Representative.

PART 2   PRODUCTS
2.01
MATERIALS
CHANGE PARAGRAPHS AND SUBPARAGRAPHS BELOW AS REQUIRED.  CONSULT TECHNICAL RESOURCES LIBRARY OR SWEETS CATALOGS FOR OTHER MANUFACTURERS AND/OR SIZES AND STYLES.

A.
Plastic Skylights:  Model No. AS-SF acrylic continuous dome skylight as manufactured by Bristolite Skylights, 401 E. Goetz Ave., P.O. Box 2515, Santa Ana, CA  92707, (800) 854-8618.



1.
Acrylic Dome:  Clear acrylic, convex shape, fused to fiberglass counter flashing.



2.
Curb:  Extruded Aluminum, 6063-T5, 4 inches high, built-in water barrier and 10 degree sloping weepage gutter for condensate drainage, 2-3/4 inch roof flange.



3.
Size:  48 inches x 48 inches.


B.
Domed Unit Skylights: Factory assembled sealed double dome plastic skylight units; complete with extruded aluminum thermally broken frame system with integral drainable condensation gutters and counter flashing to roof curb by Thermo-Vu Skylights, 51 Rodeo Drive, Edgewood, NY 11717, (800) 883-5483, (516) 243-1000;  Bristolite Skylights, 401 East Goetz Ave., P.O. Box 2515, Santa Ana, CA 92707, (800) 854-8618, (714) 540-8950;  Faulkner Plastics Inc., 4504 E. Hillsborough Ave., Tampa, FL 33610, (800) 488-4703, (813) 621-4703;  Naturalite EPI Skylight Systems, 750 Airport Rd., P.O.Box 629, Terrell, TX 75160, (800) 527-4018, (214) 551-6400.



1.
Size:  Closest manufacturers standard size to size shown on drawings, compatible with roof curb.



2.
Dome Assembly:  Outer and inner domes of clear acrylic, convex shape.

2.02
FABRICATION

A.
Fabricate skylights weathertight and free of visual distortion.

PART 3   EXECUTION
3.01
INSTALLATION

A.
Install skylights in accordance with the manufacturer's printed instructions.  Coordinate with the installation of the roofing system and related flashings.  Provide weathertight installation.
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