D&C  DJA:ss


SECTION 088400
PLASTIC GLAZING

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Glass and Glazing:  Section 088100.


B.
Security Glass and Glazing:  Section 088853.

1.02
SUBMITTALS


A.
Waiver of Submittals:  The “Waiver of Certain Submittal Requirements” in Section 013300 does not apply to this Section.


B.
Product Data:  Catalog sheets, specifications, and installation instructions for plastic glazing.  Include tables indicating the following information for sash size required:



1.
Sheet thickness.



2.
Minimum edge engagement.



3.
Minimum rabbet depth.



4.
Minimum rabbet width.



5.
Minimum sealer tape thickness.



6.
Expansion allowances.


C.
Samples:



1.
Acrylic Sheet:  12 by 12 inch pieces.



2.
Polycarbonate Sheet:  12 by 12 inch pieces.


D.
Contract Closeout Submittal:



1.
Maintenance Data:  Deliver two copies, covering the installed products, to the Director’s Representative.

DELETE SUBPARAGRAPH BELOW IF NO POLYCARBONATE SHEET SPECIFIED.


2.
Warranty:  Copy of specified warranty.

1.03
QUALITY ASSURANCE


A.
Regulatory Requirements:  Unless otherwise specified, comply with the following:



1.
American National Standards Institute Standard ANSI Z 97.1.



2.
Polycarbonate Sheet:  Underwriters’ Laboratories listed “Burglary- Resistant”.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Deliver and store plastic sheets with protective masking intact.


B.
Deliver and store glazing materials in original, unopened containers bearing manufacturer’s labels.


C.
Handle plastic sheets with care.  Avoid scratching or marring surfaces.

DELETE ARTICLE BELOW IF NO POLYCARBONATE SHEET SPECIFIED.
1.05
WARRANTY


A.
Manufacturer’s Warranty:  Minimum five year warranty against coating failure, breakage, excessive yellowing and loss of light transmission of the polycarbonate sheet.

PART 2   PRODUCTS

2.01
MATERIALS

USE ACRYLIC SHEET FOR NON-CONTACT GLAZING WHERE ABRASION-RESISTANCE IS NOT IMPORTANT.  USE POLYCARBONATE SHEET FOR GLAZING WHERE ABRASION-RESISTANCE IS IMPORTANT.LUCITE “SAR” (SUPER ABRASION-RESISTANT) ALSO AVAILABLE.  PLEXIGLAS MC AVAILABLE CLEAR ONLY.  CHANGE TO PLEXIGLAS G FOR OTHER THAN CLEAR APPLICATIONS.  LUCITE AVAILABLE CLEAR, TRANSPARENT SOLAR TINTS, TRANSLUCENT WHITE, AND SOME COLORS.

A.
Acrylic Sheet:  Lucite “L” by DuPont Company, Specialty Products Division, Wilmington, DE  19898, (800) 441-9494 or Plexiglas MC by AtoHaas North America Inc., 100 Independence Mall West, Philadelphia, PA  19106, (215) 785-8290.



1.
Thickness:  Manufacturer’s recommended thickness for sash size, unless otherwise shown.



2.
Color:  Clear.

IF POLYCARBONATE FOR CURVED GLAZING APPLICATION IS REQUIRED, CHANGE “MR5” TO “XL” AND “AR” TO “SL”.

B.
Polycarbonate Sheet:  Lexan MR10 Sheet by GE Plastics, Structured Products Dept., One Plastics Ave., Pittsfield, MA  01201, (800) 451-3147, or Makrolon AR by Sheffield Plastics, Inc., 119 Salisbury Road, Sheffield, MA  01257, (800) 628-5084.



1.
Thickness:  Manufacturer’s recommended thickness for sash size, unless otherwise shown.



2.
Color:  Clear.


C.
Glazing Materials:  Manufacturer’s standard or recommended materials, unless specific materials are indicated on the Drawings.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install plastic glazing in accordance with the manufacturer’s printed instructions, except as otherwise shown.

3.02
CLEANING


A.
Remove surplus glazing materials.  Remove protective masking and clean the plastic glazing in accordance with the manufacturer’s printed instructions.

END OF SECTION
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