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SECTION 092813
TILE BACKER BOARD

TILE BACKER BOARD IS PREFERRED TO BE USED IN PLACE OF MOISTURE RESISTANT GYPSUM BOARD IN WET AREAS SUCH AS SHOWERS.  TILE BACKER BOARD IS MORE EXPENSIVE THAN MOISTURE RESISTANT GYPSUM BOARD.  WHEN TILE BACKER BOARD IS INSTALLED ON METAL STUDS, STUDS MUST BE MINIMUM 20 GAGE AND SPACED MAXIMUM 16 INCHES ON CENTER.  COORDINATE THIS REQUIREMENT WITH METAL FRAMING SECTION AND DRAWINGS.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Gypsum Board:  Section 092116.


B.
Ceramic Tile:  Section 093013.

1.02
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications, and installation instructions for tile backer board.


B.
Samples:



1.
Tile Backer Board:  12 inches square.



2.
Joint Reinforcement Tape:  12 inches long.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Tile Backer Board:  Cement mortar building board specifically for use as backer for ceramic tile, either of the following:

DUROCK IS AVAILABLE IN 1/2 INCH AND 5/8 INCH THICKNESSES, WONDER-BOARD IS AVAILABLE IN 7/16 INCH THICKNESS ONLY.


1.
Durock Tile Backer Board by United States Gypsum, 101 South Wacker Drive, Chicago, IL 60606, (800) 874-4968.



2.
Wonder-Board by Gold Bond Building Products National Gypsum Company, 2001 Rexford Rd., Charlotte, NC 28211, (800) 628-4662.


B.
Joint Reinforcement:  Tile backer board manufacturer's recommended adhesives, fillers, and tapes.


C.
Fasteners:  Tile backer board manufacturer's recommended nails or screws.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer's printed instructions.
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