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SECTION 096429
WOOD STRIP FLOORING

SECTION INCLUDES BOTH OAK AND MAPLE HARDWOOD FLOORING FOR NAILED INSTALLATION.  EDIT SECTION AS REQUIRED.  MAPLE FLOORING FOR RESILIENT (GYMNASIUM) WOOD FLOORS IS SPECIFIED IN SECTION 096453.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Subflooring:  Section 061000.


B.
Floor Sleepers:  Section 061000.

1.02
SUBMITTALS

DELETE BELOW IF OF NO IMPORTANCE OR FLOORING DIRECTIONS ARE INDICATED ON THE DRAWINGS.

A.
Shop Drawings:  Show direction of flooring and details at walls, doorways and openings, and obstructions interrupting flooring.


B.
Product Data:  Catalog sheets, specifications, and installation and application instructions for the following:



1.
Each wood strip flooring type specified.



2.
Fasteners.



3.
Compressible Filler.


C.
Samples:



1.
Strip Flooring, each type specified:  Approximate 18 inch lengths showing tongues, grooves, and end matches.



2.
Sheathing Paper:  Two 12 inch square pieces.



3.
Fasteners:  One each type specified.


D.
Quality Control Submittals:



1.
Certificates:  Affidavit required under Quality Assurance Article.

1.03
QUALITY ASSURANCE

RETAIN BELOW FOR OAK FLOORING.

A.
Grading Rules:  Oak Flooring Institute (OFI)/National Oak Flooring Manufacturers' Association, Inc (NOFMA) Official Flooring Grading Rules.



1.
Flooring shall be plainly marked with the OFI/NOFMA trade mark.

RETAIN BELOW FOR MAPLE FLOORING.

B.
Grading Rules:  Maple Flooring Manufacturers' Association (MFMA) Grading Rules For Hard Maple.



1.
Flooring shall be plainly marked with the MFMA trade mark.


C.
Certification:  Affidavit certifying that each shipment of flooring complies with the contract requirements.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Packing and Shipping:



1.
Deliver flooring bundles to the Site with association trade mark showing.



2.
Deliver finishing materials to the Site in unopened original containers, bearing manufacturer's labels.


B.
Storage and Protection:  Store flooring in a manner to protect it from the weather and absorption of moisture.

EDIT SUBPARAGRAPH BELOW TO SUIT PROJECT.


1.
Do not store flooring in the building until wet work (concrete, masonry, ceramic tile) has been completed and building has dried out.

1.05
PROJECT CONDITIONS


A.
Environmental Requirements:



1.
Do not install flooring until wet work is completed and ambient air at installation area has moisture content stabilized.

RETAIN BELOW FOR HEAT SUPPLIED BY THE FACILITY.


2.
Make arrangements, through the Director's Representative, to maintain a minimum temperature of 65 degrees F and a relative humidity of 50 percent or lower for a period of 2 days before delivery of flooring, during, and 2 days after installation.

RETAIN BELOW FOR HEAT FURNISHED BY THE CONTRACTOR.


3.
Maintain a minimum temperature of 65 degrees F and a relative humidity of 50 percent or lower for a period of 2 days before, during, and 2 days after installation.



4.
Do not apply finish in areas where dust is being generated or will be generated while the finish is drying.

1.06
SEQUENCING AND SCHEDULING


A.
Scheduling:  Do not perform the Work of this Section until all trades have completed all items above the floor area.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Oak Strip Flooring:  Red or white oak flooring; 3/4 inch thickness, 2-1/4 inches face width; clear grade; sides tongued and grooved, ends matched; 8 percent maximum moisture content.

RETAIN ABOVE OR BELOW.

B.
Maple Strip Flooring:  Northern hard maple flooring; 25/32 thickness, 2-1/4 inches face width; second and better grade; sides tongued and grooved, ends matched; 8 percent maximum moisture content.


C.
Sheathing Paper:  No. 15 asphalt saturated felt, non perforated, ASTM D 226.


D.
Fasteners; Either of the following:



1.
15 gage epoxy coated staples specifically designed for wood strip flooring.



2.
Two inch barbed cleats specifically designed for wood strip flooring.


E.
Compressible Filler:  Yellow cork or other approved compressible material.


F.
Finishing Materials:



1.
Finish; Oil Free Moisture Curing Polyurethane Coating:  FS TT-C-542, Type II, Class A.

POLYURETHANE COATINGS HAVE STRONG ODORS.  FOR WORK IN OCCUPIED BUILDINGS, CONSULT RESEARCH AND MATERIALS FOR OTHER FINISH CHOICES.


2.
Sealer:  Finish manufacturer's recommended sealer.

2.02
FABRICATION AND MANUFACTURE

RETAIN BELOW FOR OAK FLOORING.

A.
Oak flooring shall be manufactured in accordance with the requirements of the Oak Flooring Institute/National Oak Flooring Manufacturers' Association.

RETAIN BELOW FOR MAPLE FLOORING.

B.
Maple flooring shall be manufactured in accordance with the requirements of the Maple Flooring Manufacturers' Association.

PART 3   EXECUTION

3.01
PREPARATION


A.
Prohibit traffic in spaces to receive wood flooring.


B.
Broom clean substrate.


C.
Acclimate flooring to the temperature and humidity in installation area.

3.02
INSTALLATION


A.
Place sheathing paper over entire substrate.  Lap edges and ends a minimum 2 inches and fasten in place.


B.
Lay flooring with the longest dimension of the floor area.  Machine fasten flooring to substrate.

RETAIN BELOW FOR OAK FLOORING.

C.
Install flooring with a 3/4 inch expansion void at the perimeter of the floor and around permanent building features penetrating through the flooring.  Fill permanently exposed voids with compressible material.

RETAIN BELOW FOR MAPLE FLOORING.

D.
Install flooring with a one inch expansion void at the perimeter of the floor and around permanent building features penetrating through the flooring.  Fill permanently exposed voids with compressible material.

3.03
SURFACING


A.
Machine sand flooring with drum sander, edger, and buffer using coarse, medium, and fine sandpaper.  Sand flooring to a smooth, even, uniform surface without drum stop marks, gouges, streaks, or shiners.


B.
Remove all sanding dust from surface and joints of floor.

3.04
FINISHING


A.
Apply sealer and finish in accordance with manufacturer's printed instructions.



1.
Apply one coat of sealer and 2 coats of finish.  Buff and clean between each coat after preceding coat is dry.



2.
Buff and clean the final coat of finish when dry.
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