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SECTION 097126
VINYL-COATED FABRIC WALL COVERING

PART 1   GENERAL

1.01
REFERENCES


A.
Wall Covering, Vinyl Coated:  Comply with Federal Specification CCC-W-408B.


B.
Effect of Household Chemicals on Clear and Pigmented Organic Finishes:  ASTM D 1308.

1.02
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications, and installation instructions for the following:



1.
Vinyl-Coated Fabric Wall Covering, each type specified.



2.
Adhesive, Primer/Sealer.



3.
Metal Molding.


B.
Samples:



1.
Wall Covering:  12 x 12 inch samples of each type, pattern and color specified, with two samples mounted on hardboard backing.



2.
Metal Molding:  Two 12 inch long piece.


C.
Contract Closeout Submittals:



1.
Maintenance Data:  Deliver 2 copies covering the installed products, to the Director's Representative.



2.
Include manufacturer's recommended cleaning materials, application methods, and precautions in the use of materials and methods which would damage the wall covering.

1.03
QUALITY ASSURANCE


A.
Installer's Qualifications:  The persons installing the wall covering and their Supervisor shall be experienced in wall covering installation and regularly employed by a company engaged in the installation of wall coverings for a minimum of five years.

EDIT NUMBER OF YEARS AND NUMBER OF PROJECTS IN SUBPARAGRAPH BELOW, TO SUIT COMPLEXITY OF PROJECT OR AMOUNT OF SKILL REQUIRED TO DO THE WORK.


1.
Furnish to the Director the names and addresses of five similar projects which the foregoing people have worked on during the past three years.


B.
Fire Hazard Classification:  Class "A" as tested and classified by UL in accordance with ASTM E 84 and equal to or less than the following:



1.
Flame Spread:  25.



2.
Fuel Contributed:  15.



3.
Smoke Developed:  50.

FIELD EXAMPLES SHOULD ONLY BE REQUIRED ON PROJECTS WITH LARGE QUANTITIES OR CRITICAL INSTALLATION PROCEDURES.  DELETE IF NOT APPLICABLE.

C.
Field Examples:



1.
Install a sample wall covering installation full height and width of wall in an area designated by the Director's Representative.



2.
Sample installation accepted by the Director's Representative will be used as the standard of comparison for the Work.



3.
Remove samples which are not acceptable.



4.
No further wall covering work shall begin until a panel is approved in writing by the Director's Representative.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Deliver materials in the manufacturer's original, unopened packages or containers, clearly labeled to identify manufacturer, brand name, quality or grade, and flammability classifications.


B.
Store wall covering in a clean and dry area where the temperature is maintained at 40 degrees F minimum.


C.
Do not store wall covering in upright position.

1.05
PROJECT CONDITIONS


A.
Environmental Requirements:  Comply with manufacturer's written recommendations as to environmental conditions under which wall coverings can be applied.

1.06
MAINTENANCE


A.
Extra Stock, Wall Covering:  Furnish one extra roll of wall covering for each type, pattern and color of wall covering installed.  The extra wall covering shall be from the same run and lot number as the installed wall covering.  Store wall covering at the site where directed.

PART 2   PRODUCTS

2.01
MATERIALS

CHECK DRAWINGS FOR TYPE NUMBERS IF MORE THAN ONE TYPE IS REQUIRED.

A.
Vinyl-Coated Fabric Wall Covering:

RETAIN SUBPARAGRAPH BELOW FOR AREAS NOT SUBJECT TO WEAR AND ABRASION.  IT CAN BE USED IN PLACE OF PAINT WHERE DESIGN, RATHER THAN PLAIN WALL TREATMENT IS DESIRED.


1.
Type I (Light Duty):  Total weight 7 oz/sq yd minimum.




a.
Backing:  Cotton/Polyester sheeting, or scrim.

RETAIN SUBPARAGRAPH BELOW FOR AREAS SUBJECT TO AVERAGE TRAFFIC AND ABRASION; OFFICES, HOSPITAL WARDS, LOUNGES, PUBLIC CORRIDORS AND CLASSROOMS.


2.
Type II (Medium Duty):  Total weight 13 oz/sq yd minimum.




a.
Backing:  Osnaburg Drill or Cotton/Polyester sheeting.

RETAIN SUBPARAGRAPH BELOW FOR HIGHEST CHEMICAL AND STAIN RESISTANCE REQUIREMENT, SUCH AS DINING ROOMS, LABS, AND SIMILAR INSTALLATIONS.  RETAIN TYPE II ABOVE ALSO.  EDIT TO SUIT PROJECT.



b.
Top Coating:  Stain-resistant clear polyvinylchloride film, minimum 0.005 inch (1/2 mil) thick.

RETAIN SUBPARAGRAPH BELOW FOR AREAS EXPOSED TO DAMAGE BY ABUSIVE CONDITIONS OR MOVABLE EQUIPMENT; VEHICULAR TRAFFIC, HOSPITAL CORRIDORS AND ELEV. FOYERS.


3.
Type III (Heavy Duty):  Total weight 22 oz/sq yd minimum.




a.
Backing:  Broken Twill or Drill.



4.
Performance and Physical Properties:

DELETE TYPE(S) BELOW NOT USED.



a.
Tensile Breaking Strength (Minimum):  Type I - 40 x 30 lbs; Type II - 50 x 55 lbs; Type III - 100 x 95 lbs.




b.
Tear Strength (Minimum):  Type I - 14 x 12 scale reading; Type II - 25 x 25 scale reading; Type III - 50 x 50 scale reading.




c.
Abrasion Resistance:  Type I - 200 + double rubs; Type II - 300 + double rubs; Type III - 1,000 + double rubs.

COORDINATE SUBPARAGRAPH. BELOW WITH PROJECT TEAM LEADER.


5.
Pattern and Color:  As indicated on the Drawings.


B.
Adhesive, Primer/Sealer:  Type recommended by Wall Covering manufacturer to suit application.



1.
Provide materials which are mildew - resistant and non-staining to the wall covering.


C.
Spackling:  FS SS-P-00450.

DELETE METAL MOLDING IF NOT APPLICABLE TO PROJECT.

D.
Metal Molding:  Factory fabricated extruded aluminum alloy 6063-T-52, with fine satin mechanical finish, clear anodic coating complying with AA-M31A31, and manufactured especially for use with wall covering.



1.
Molding Adhesive:  Light colored solvent system conforming to FS MMM-A-130A and certified by the manufacturer to firmly bond molding to the substance.



2.
Fasteners:  Nails or screws recommended by molding manufacturer.

PART 3   EXECUTION

3.01
EXAMINATION


A.
Examine surfaces to receive wall covering for defects that will adversely affect the execution and quality of the Work.  Do not proceed until unsatisfactory conditions are corrected.

3.02
PREPARATION


A.
Protection:  Prior to surface preparations and wall covering application remove switch plates, wall plates, surface-mounted fixtures and all other similar items.


B.
Surface Preparation:



1.
Perform preparation and cleaning procedures in accordance with wall covering manufacturer's instructions and as specified.



2.
Remove dirt, grease, old adhesive, loose paint and plaster from wall.  Fill cracks, crevices and holes with spackling.  Sand rough spots smooth.

EDIT 4 SUBPARAGRAPHS BELOW FOR APPLICABLE SUBSTRATES.


3.
Gypsum Wallboard:  Apply primer/sealer and allow to dry.



4.
Plaster:  Do not apply primer/sealer until moisture content is less than 8 percent as determined with electronic moisture meter.  Remove crystals due to efflorescence.  Apply primer/sealer and allow to dry.



5.
Concrete and Concrete Unit Masonry:  Coat surface with 1/8 to 1/4 inch thickness of gypsum or Portland cement plaster or special masonry filler (block filler) and trowel smooth.



6.
Painted Surfaces:  Remove loose paint.  Dull surfaces of enamel and gloss paints, and rinse with clear water.

3.03
APPLICATION OF WALL COVERING


A.
Handle and apply wall covering in accordance with manufacturer's instructions.


B.
Place wall covering panels consecutively in the order they are cut from rolls, including spaces above or below openings.


C.
Apply adhesive to back of wall and place in accordance with the manufacturer's instructions.


D.
Install seams vertically and plumb, and at least 6 inches away from any corner.


E.
Trim selvage edges as required to assure color uniformity and pattern match at seams.


F.
Place wall covering continuously around inside and outside corners.


G.
Use stiff bristled brush or flexible broad knife to eliminate air pockets, wrinkles, blisters and other defects.  Force into corners to avoid bridging or spanning.


H.
Remove excess adhesive from each seam before proceeding to next.

INCLUDE METAL MOLDING, IF REQUIRED.
3.04
INSTALLATION OF METAL MOLDING


A.
Install with molding adhesive and fasteners in accordance with the molding manufacturer's recommendations and instructions.

3.05
ADJUSTING AND CLEANING


A.
Remove excess adhesive from wall covering.


B.
After wall covering has dried, reinstall the items which were removed.


C.
Upon completion of the Work, remove surplus materials, rubbish and debris resulting from installation of wall covering.
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