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SECTION 099704
OPAQUE EXTERIOR WALL RESURFACING

COATING SPECIFIED HEREIN IS AN OPAQUE COLORED RESURFACER WATERPROOFING FOR LIGHTLY DETERIORATED EXTERIOR MASONRY AND CONCRETE SURFACES.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Masonry Restoration:  Section 040121.


B.
Cementitious Waterproofing:  Section 071613.

1.02
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications and application instructions for each material specified.


B.
Samples:



1.
Liquid Resurfacer:  1 quart.



2.
Color Samples, Opaque Liquid Resurfacing:  Manufacturer's standard colors.


C.
Quality Control Submittals:



1.
Applicators' Qualifications Data:  Include the following for each person who will be performing the Work:




a.
Name.




b.
Employers name, business address and telephone number.




c.
Name and addresses of the required number of similar projects worked on which meet the experience criteria.

1.03
QUALITY ASSURANCE


A.
Applicators' Qualifications:  The persons applying the opaque wall resurfacing and their Supervisor shall be personally experienced in opaque wall resurfacing work and shall have been regularly employed by a company engaged in the application of opaque wall resurfacing for a minimum of five years, and shall have worked on three similar projects during the past three years.

1.04
PROJECT CONDITIONS


A.
Environmental Requirements:  Comply with manufacturer's written recommendations as to environmental conditions under which opaque wall resurfacing can be applied.


B.
Perform resurfacing Work only after cleaning, repointing, and restoration Work has been completed.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Opaque Liquid Resurfacing:  Thorocoat by Thoro-System Products, Miami, FL, or Re-Nu-It by Re-Nu-It Corporation, New York, NY, or Tremco 102 by the Tremco Manufacturing Company, Cleveland, OH.

RETAIN ABOVE OR BELOW.  USE BELOW ONLY WHEN ROUGH APPEARANCE (HEAVY TEXTURE) IN COATING IS REQUIRED.

B.
Opaque Liquid Resurfacing:  Hydroxide Heavy Textured Colorcoat by Sonneborn-Contech, Minneapolis, MN or Fiber Tex-Cote Glass, Coarse Texture by Textured Coatings of America, Panama City, FL.


C.
Color:  As selected by the Director from the manufacturer's standard colors.

SPECIFY IF MORE THAN ONE COLOR IS REQUIRED.

D.
Primer/Sealer:  Specifically formulated or suited to seal bituminous contamination of substrate material.  Provide product recommended by the manufacturer of the resurfacing material.

PART 3   EXECUTION

3.01
PREPARATION


A.
Protection:  Protect existing adjacent surfaces not required to be resurfaced.


B.
Surface Preparation:  Comply with manufacturer's printed recommendations, except as specified otherwise herein.



1.
Remove dust, dirt, oil, loose particles, and all other foreign matter.  Allow prepared surfaces to thoroughly dry.



2.
Wire brush joints to sound surface.



3.
Isolate bituminous materials that have penetrated into the substrate or have stained the substrate with the specified primer/sealer at the application rate recommended by the manufacturer.

3.02
APPLICATION


A.
Apply the Work of this Section in accordance with the manufacturer's printed instructions, except as follows:



1.
Point hairline cracks and all other voids or openings in the surface not large enough to require chipping out, with resurfacing material.  Force resurfacer into openings with a putty knife and simultaneously brush over pointed area leaving openings full of resurfacing material and flush with adjacent surfaces.

APPLICATION RATE MAY BE CHANGED DEPENDING ON CONDITIONS.  DO NOT MODIFY BRUSH APPLICATION.


2.
Apply resurfacing material by brush as a single heavy coating at the minimum rate of 1 gallon per 60 sq ft of surface area.  Roller or spray application will not be allowed except as a means of getting the material on the wall.  Brush material into the surface pores, and brush smooth.

3.03
CLEANING


A.
Immediately remove defacement (if any) to adjacent surfaces caused by resurfacing operations.  Do not mar surface finishes of areas which require cleaning.


B.
When directed, remove protective materials.


C.
Restore adjacent surfaces to the condition existing prior to the start of resurfacing operations.
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