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SECTION 101113
CHALKBOARDS AND TACKBOARDS

PART 1   GENERAL

1.01
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent Work.


B.
Product Data:  Specifications and installation instructions for the following:



1.
Chalkboard (slate-like manufactured stone face).



2.
Chalkboard (porcelain enameled face).



3.
Tackboard (cork).



4.
Tackboard (vinyl cork).



5.
Trim and Accessories.


C.
Samples:



1.
Chalkboard:  One 12 x 12 inch piece, each type specified.



2.
Tackboard:  One 12 x 12 inch piece, each type specified.



3.
Trim:  One 12 inch piece, each type specified.



4.
Fasteners:  One each, of type required.

1.02
PROJECT CONDITIONS


A.
Wall surfaces to receive Work of this Section shall be completely finished.


B.
All Work liable to damage the Work of this Section shall be completed.

PART 2   PRODUCTS

2.01
MATERIALS AND FABRICATION

SELECT ONE CHALKBOARD TYPE AND/OR ONE TACKBOARD TYPE BELOW.

A.
Chalkboards:  Slate-like manufactured stone writing face applied to treated hardboard or treated plywood, backed with aluminum foil, for a total thickness of approximately 1/2 inch.



1.
Color:  As selected by the Director from the manufacturer’s standard colors.


B.
Chalkboards:  Porcelain enameled surface fused to not less than 24 gage steel, bonded to a core of treated hardboard, treated plywood or particle board, backed with aluminum foil, for a total thickness of approximately 1/2 inch.



1.
Color:  As selected by the Director from the manufacturer’s standard colors.


C.
Tackboards:  Cork, 1/4 inch thick, applied to burlap, and bonded to hardboard or plywood.


D.
Tackboards:  Seamless 1/4 inch thick sheet of compressed, color impregnated vinyl finished cork, pressure laminated to burlap backing, and factory laminated to 1/4 inch treated plywood or hardboard.



1.
Color:  As selected by the Director from the manufacturer’s standard colors.


E.
Trim and Accessories:



1.
Screw-on, snap-on or slip-on satin anodized aluminum trim.



2.
Chalktrays:  Continuous, with closed ends, finish to match trim.



3.
Fasteners:  Stainless steel or aluminum screws, bolts, hangers, expansion anchors, clips and other supports.


F.
Provide factory-built chalkboards and tackboards when dimensions permit.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install units in accordance with the manufacturer’s written instructions except as shown or specified otherwise.


B.
Install units with concealed hangers, and level within a tolerance of 1/8 inch in total length.


C.
All joints shall be flush and even.  Shim the boards to ensure even butt joints and a close fit between board and trim.


D.
Install trim and chalktrays free of tool marks, dents and other damage.


E.
Remove protective coverings, if any, and clean units as recommended by the manufacturer.

END OF SECTION
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