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SECTION 102113
METAL TOILET COMPARTMENTS

METAL TOILET COMPARTMENTS AND URINAL SCREENS WITH BAKED ENAMEL FINISH ARE SPECIFIED IN THIS SECTION.  FOR OTHER COMPARTMENT TYPES REFER TO SECTION 102100 - COMPARTMENTS.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Overhead Framing and Hangers for Support of Ceiling Hung Pilasters:  Section 055000.


B.
Toilet and Bath Accessories:  Section 102813.

1.02
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent work.


B.
Product Data:  Catalog sheets, specifications, and installation instructions for the following:



1.
Panels and Doors.



2.
Pilasters, types specified.



3.
Screens, types specified.



4.
Hardware and accessories.


C.
Samples:



1.
Hardware:  One, each item and type specified.



2.
Panels:  One 12 inch square corner section.



3.
Pilaster Leveling Device:  One complete device, including pilaster shoe.



4.
Overhead Bracing:  One 12 inch long section.



5.
Bracket Fittings:  One each type.



6.
Fasteners:  One each type.



7.
Color Samples:  Manufacturer’s standard colors for specified finish.

1.03
PROJECT CONDITIONS


A.
Do not install the Work of this Section until after the floors, walls, and ceilings of the spaces to receive the Work are completed.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Sheet Steel:  ASTM A 591, galvanized-bonderized, of the following minimum thicknesses.



1.
Pilasters (Overhead Braced):  20 gage.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED BY PROJECT.


2.
Pilasters (Unbraced):  16 gage.



3.
Panels (Partitions):  20 gage.



4.
Doors:  22 gage.



5.
Concealed Reinforcing for Anchorages:  12 gage.



6.
Concealed Reinforcing for Tapping:  14 gage.


B.
Core Material:  Corrugated paperboard formed of panels weighing approximately 34 pounds per 1000 square feet or kraft paper weighing not less than 25 pounds per 1000 square feet formed into a hexagonal honeycomb pattern containing cells of approximately one inch size.


C.
Wood Reinforcing:  Continuous solid wood, minimum 4 inches wide, thickness as required to match pilaster, panel, or door thickness.


D.
Pilaster Shoes; One for each Pilaster:  AISI Type 302/304, 20 gage stainless steel, 3 inches high, finish to match hardware.


E.
Stirrup Brackets:  Non-ferrous alloy with satin chrome finish.


F.
Hardware and Accessories:  Heavy duty operating hardware and accessories, non-ferrous cast alloy with satin chrome finish, unless otherwise specified.


G.
Fasteners:  Minimum 1/4 inch diameter machine bolts with tamper resistant heads; finished to match hardware.


H.
Masonry Anchors:  Type H/S Drop-In Anchors by the Rawlplug Co., Inc., New Rochelle, NY  10802.

2.02
FABRICATION


A.
Panels:  Pressure laminate face sheets to core, form edges by lapping or seal edges with continuous locking strip.  Miter and weld corners, with welds ground smooth, or cap with stainless steel clips.



1.
Panel Thickness:  One inch.



2.
Provide cut-outs, with concealed reinforcing, as required for hardware.  Edge cut-outs and finish exposed edges to match remaining uncut edges.



3.
Provide concealed steel or wood reinforcing for installation of hardware, fittings, brackets, and required accessories.  Spot weld steel reinforcing in place.  Permanently adhere wood reinforcing in place.

RETAIN SUBPARAGRAPH BELOW FOR CORRECTIONS, OFFICE OF CHILDREN AND FAMILY SERVICES, MENTAL HEALTH, AND DEPARTMENT OF TRANSPORTATION REST AREAS UNLESS OTHERWISE DIRECTED.  SUBPARAGRAPH BELOW CAN ALSO BE RETAINED FOR OTHER LOCATIONS IF DIRECTED BY THE PROJECT CHIEF.


4.
Fabricate panels for thru bolt fastening at fittings, brackets, stops and keepers, channels, and other locations indicated on the Drawings.

DELETE SUBPARAGRAPH BELOW IF NO GRAB BARS.


5.
Where grab bars are indicated reinforce panels for attachment of grab bars.

RETAIN SUBPARAGRAPH BELOW IF SPECIAL CUTOUTS ARE REQUIRED TO ACCOMMODATE HEATING UNITS, PIPES, ETC.


6.
Provide cut-outs, with concealed reinforcing, as required for convector covers, pipes, and other obstructions which interfere with pilasters or panels.  Edge cut-outs and finish exposed edges to match remaining uncut edges.

DELETE ITEMS NOT REQUIRED BELOW.

B.
Doors:  One inch thick units, size as indicated, of same construction and finish as panels.


C.
Ceiling-Hung Pilasters:  1-1/4 inch thick units, of same construction and finish as panels, with galvanized steel anchorage devices for securing to overhead support.


D.
Floor-Supported Pilasters:  1-1/4 inches thick units, of same construction and finish as panels, with galvanized steel anchorage complete with threaded rods, lock washers, and leveling nuts.


E.
Overhead-Braced Pilasters:  1-1/4 inches thick units, of same construction and finish as panels, with galvanized steel floor supports and leveling bolts.



1.
Overhead Brace:  Continuous extruded aluminum tube, anti-grip design with clear anodized finish.  Set and secure brace into top of each pilaster.


F.
Wall-Hung Screens:  One inch thick units, size as indicated, of same construction and finish as panels.


G.
Floor-Supported Screens:  One inch thick units, size as indicated, of same construction and finish as panels.



1.
Brackets, Base Anchorages and Shoes:  Match compartment units.


H.
Hardware and Accessories;  One set for each Door:

SELECT, DELETE OR ADD ITEMS REQUIRED.


1.
Hinges:  Heavy duty gravity type, recessed top and bottom door assemblies and clamp flange jamb brackets thru bolted to pilaster.  Stainless steel door pivot pin operating in upper hinge bronze or nylon bushing, opposing cam action unit in lower portion.  Hinges adjustable to permit door to remain stationary at any desired angle.



2.
Mortise Lock:  Stainless steel, thumb turn control inside, tool operated slotted rosette outside for emergency access.



3.
Combination Stop and Keeper:  Clamp flange type, with securely attached rubber bumper.

DELETE SUBPARAGRAPH BELOW IN INMATE (DOCS OR CFS) OR PATIENT (OMH OR OMRDD) OCCUPIED AREAS.


4.
Combination Coat Hook and Bumper:  Manufacturer’s standard unit, rubber tipped.



5.
Door Pull (for doors opening out):  Chrome plated or stainless steel.

MODIFY SUBPARAGRAPH BELOW TO INCLUDE INMATE (DOCS OR CFS) OR PATIENT (OMH OR OMRDD) OCCUPIED AREAS.


6.
Wall Bumper (for doors opening out and striking adjacent wall at 90 degrees):  Ives No.406 or Glynn-Johnson No. 50W rubber dome with concealed fastener.


I.
Factory Finish:  One coat of rust resisting primer and two finish coats of baking enamel applied to steel surfaces.

DELETE BELOW IF COLOR IS INDICATED ON THE DRAWINGS.


1.
Color:  As selected from the manufacturer’s standard colors.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install Work of this Section in accordance with the manufacturer’s printed instructions, except as otherwise indicated or specified.



1.
Use masonry anchors to fasten brackets to masonry construction.

DELETE SUBPARAGRAPH BELOW IF 2.02 A. 4. IS DELETED.


2.
Use thru bolt fasteners at brackets, stops and keepers, channels, and other locations indicated on the Drawings.



3.
Position door bumpers at proper locations to prevent door from striking adjacent wall or panel.



4.
Fasten pilaster shoes to pilasters with one fastener on each side.


B.
Set units with no more than 1/2 inch between pilasters and panels, and no more than one inch clearance between panels and walls.


C.
Attach wall-mounted screens with heavy duty concealed anchoring devices, including wall channels, wall plates and studs.


D.
Tolerances:  Maximum variations from plumb in the lines and surfaces of the Work of this Section shall be 1/8 inch in any 5 feet.

3.02
ADJUSTING

A.
Adjust leveling devices, door hardware, and other operating parts for smooth operation.



1.
Set hinges of in-swing doors to hold doors open approximately 35 degrees from the closed position when unlatched.



2.
Set hinges of out-swing doors to return to the fully closed position.



3.
Lubricate hardware for proper operation.

3.03
CLEANING

A.
Clean exposed surfaces and touch up minor finish imperfections using materials and methods recommended by the manufacturer.

END OF SECTION

THE REMAINDER OF THIS DOCUMENT IS FOR INFORMATION ONLY: IT IS NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.

The following New York State based toilet partition manufacturer’s literature was used in updating this Section:


All American Metal Corp. (AAMCO)


Flush-Metal Partition Corp.


Global Steel Products Corp.


Knickerbocker Partition Corp.


Metpar Steel Products Corp.


Monarch Toilet Partition, Inc.

Whenever possible use color designations from one of these manufacturers when indicating specific colors on the Contract Documents.

END OF INFORMATION
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