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SECTION 102613
WALL AND CORNER GUARDS

PART 1   GENERAL

1.01
SUBMITTALS


A.
Samples:



1.
Tamper Resistant Fasteners:  Each type required.


B.
Color Samples:  Manufacturer’s standard colors for exposed surfaces.


C.
Product Data:  Manufacturer’s catalog sheets, specifications, and installation instructions.

PART 2   PRODUCTS

2.01
MATERIALS


A.
PVC Wall Guards:  WG-3 Pro-Tek vinyl guards by Pawling Corp., 15 Charles Colman Blvd., Pawling, NY  12564-1188 or Navajo (WG-2169) by American Floor Products Co., Inc., 7300 Westmore Road, Rockville, MD  20852-2398.



1.
Accessories:  End caps and outside corners.



2.
Color:  As selected from manufacturer’s standard colors.

PVC CORNER GUARDS ARE AVAILABLE WITH OTHER LEG LENGTHS CHECK MANUFACTURERS’ CATALOGS.

B.
PVC Corner Guards:  Model CG-13 (3 inch legs) by Pawling Corp., 15 Charles Colman Blvd., Pawling, New York  12564-1188 or Model CG-2144 Electra corner guard (3 inch legs) by American Floor Products Co. Inc., One AFCO Center 7300 Westmore Road, P.O Box 1467, Rockville, MD  20850.



1.
Lengths:  4 feet, unless otherwise indicated.



2.
Colors:  Brown, unless otherwise indicated.

STAINLESS STEEL CORNER GUARDS ARE AVAILABLE WITH OTHER LEG LENGTHS CHECK MANUFACTURERS’ CATALOGS.

C.
Stainless Steel Corner Guards:



1.
Model CG-50 (3-1/2 inch legs) by Pawling Corp., 15 Charles Colman Blvd., Pawling, New York  12564-1188.



2.
Model CG-2143 Style L-1 (3-1/2 inch legs) by American Floor Products Co. Inc., One AFCO Center, 7300 Westmore Road, P.O. Box 1467, Rockville, MD  20850.



3.
Model WCGT-1/8 (3-1/2 inch legs) by Wilkinson Co. Inc., 1530 Commerce Drive, Stow, Ohio  44224.



4.
Model CS5144 (3-1/2 inch legs) by K.J. Miller Corporation, 22711 County Road 14 East, Elkhart, IN  46516.




a.
Lengths:  4 feet, unless otherwise indicated.




b.
Thickness:  16 gauge.


D.
Fasteners:



1.
Stainless steel tamper resistant screws.



2.
Screw anchors, tubular, lead coated, braided fiber.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer’s printed instructions and as otherwise specified.


B.
Fasten corner guards to walls with screws and anchors in each wing.  Space screws not more than 2 inches from ends and not more than 8 inches oc, unless otherwise indicated.

END OF SECTION
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