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SECTION 102813
TOILET AND BATH ACCESSORIES

THIS SECTION INCLUDES COMMONLY USED COMMERCIAL/INSTITUTIONAL GRADE ACCESSORIES.  INSERT OTHERS AS REQUIRED.  DRAWINGS MUST INDICATE TYPE AND LOCATION OF ALL ITEMS.  IN ADDITION, DRAWINGS MUST INDICATE SPECIAL SIZES OF MIRRORS AND SHELVES, LENGTH AND CONFIGURATION OF GRAB BARS, AND LENGTH OF TOWEL BARS.  NOTE:  CONSULT ATTACHED ACCESSORY CHECKLIST.  DRAWINGS SHOULD CARRY INDICATED NOMENCLATURE OR ABBREVIATION FOR REQUIRED ITEMS.  (THIS SECTION DOES NOT HAVE “SECURITY ACCESSORIES” FOR CORRECTIONAL FACILITIES; SUCH ACCESSORIES SHOULD BE SELECTED BY THE DESIGNER FOR EACH PROJECT AND INCLUDED IN SECTION 111902.)
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Compartments:  Section 102100 or 102113.

1.02
SUBMITTALS

DELETE PARAGRAPH BELOW FOR MINOR APPLICATIONS WITH SIMPLE FASTENING REQUIREMENTS.

A.
Shop Drawings:  Details for grab bars.


B.
Product Data:  Specifications or data sheets and installation instructions for each product required.

DELETE SAMPLES UNLESS QUANTITIES ARE LARGE.

C.
Samples:  One full size sample of each product required, unless otherwise specified, complete with mounting devices and fasteners.  These samples will be returned unless otherwise specified.  If approved, samples may be used in the Work.



1.
Shower Curtain:  12 x 12 inch corner with grommets.  This sample will not be returned.


D.
Contract Closeout Submittals:  Furnish the following, as applicable, for each product required:



1.
Operation and maintenance data.



2.
Parts list.



3.
Keys and tools.

1.03
QUALITY ASSURANCE


A.
Provide products from more than one manufacturer if necessary to meet the requirements of this Section.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Deliver and store products in manufacturer’s original protective packaging.



1.
Furnish items with protective wrappings or covers as required to protect finishes.  Do not remove protective coverings until completion of other Work liable to damage accessory finish.


B.
Pack products with required trim, mounting devices, fasteners, service tools or keys, and complete installation instructions.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Stainless Steel:  AISI Type 302/304 with No. 4 satin finish, unless otherwise indicated.


B.
Brass:  Cast or forged quality alloy, FS WW-P-541D/GEN.


C.
Sheet Steel:  Cold rolled, commercial quality, ASTM A 366.



1.
Galvanized:  Zinc coated, ASTM A 123.


D.
Mounting Devices and Fasteners:  Stainless steel, unless otherwise indicated.


E.
Chromium Plating:  Nickel and chromium electro-deposited on metal; ASTM B 456, Type SC 2, satin finish unless otherwise indicated.

2.02
FABRICATION


A.
Fabricate stainless steel dispenser and disposal units of one-piece welded construction with seamless corners, unless otherwise specified.

OMIT SUBPARAGRAPH BELOW IF NONE.


1.
Recessed Units:  Fabricate with integral, continuous, one piece stainless steel trim flange one inch wide with 1/4 inch return.  Furnish flanges free of open mitres.


B.
Equip units with keyed vandal-resistant lock where key access is specified.


C.
Mounting Devices:  If not indicated, furnish type and size compatible with accessory unit specified which will securely mount accessory to wall or partition construction indicated.



1.
Grab Bars:  Furnish anchoring devices which will withstand minimum downward pull of 500 pounds.


D.
Exposed Mounting Devices and Fasteners:



1.
Type:  Theft-resistant.



2.
Finish:  Match accessory finish, unless otherwise indicated.



3.
Masonry Construction:  Furnish stainless steel machine screws in nonferrous expansion anchors except furnish stainless steel toggle bolts where anchorage occurs in masonry cavities.

2.03
KEYS AND TOOLS


A.
Keys:  Furnish minimum of 2 keys and an additional 2 keys for every 6 key operated accessories.



1.
Key similar key access units alike unless otherwise specified.


B.
Tools:  Furnish socket wrenches compatible with set screws of concealed theft-resistant fastenings.  Furnish minimum of 2 wrenches and an additional 2 wrenches for every 6 accessories having such fastenings.

2.04
MIRRORS

DRAWINGS SHOULD INDICATE MIRROR TYPE AND SIZES.

A.
Types:



1.
Type A:  Polished tempered glass mirror in stainless steel frame.



2.
Type A-S:  Polished tempered glass mirror in stainless steel frame with integral shelf.



3.
Type B:  Polished stainless steel mirror in stainless steel frame.



4.
Type B-S:  Polished stainless steel mirror in stainless steel frame with integral shelf.



5.
Type C:  Polished float/plate glass mirror in stainless steel frame.



6.
Type C-S:  Polished float/plate glass mirror in stainless steel frame with integral shelf.



7.
Type D:  Tilted polished tempered glass mirror in stainless steel frame.

EDIT OR DELETE PARAGRAPH BELOW AS REQUIRED

B.
Size:  Unless otherwise indicated, furnish mirror units with overall frame size 18 x 24 inches.

USE FRAME BELOW FOR ALL MIRROR TYPES EXCEPT TILTED TYPE D.  EDIT MIRROR TYPES BELOW TO SUIT PROJECT.

C.
Mirror Frame and Hanger Assembly:  Furnish the following for mirror Types A, B, C, A-S, B-S, and C-S.



1.
Frame:  One of the following options:




a.
Angle Framed Construction:  Stainless steel angle frame with No. 4 finish, minimum 5/8 x 5/8 inch x 18 gage, corners mitered, heliarc welded, ground smooth and polished, with concealed 18 gage stainless steel angles welded on inner side of frame 6 inches o.c. and tapped to receive back plate fasteners.  Mirror shall be centered in the frame and held in place with shock absorbing cushion at each edge.  Bottom of frame shall have 2 holes for access to locking devices.




b.
Angle Framed Construction:  Stainless steel angle frame with No. 4 finish, minimum 5/8 x 5/8 inch x 18 gage, corners mitered, heliarc welded, ground smooth and polished, with 18 gage stainless steel tabs welded on inner side of frame approximately 2 inches on center to hold back plate.  Center mirror in the frame and hold in place with shock absorbing cushion at each edge.  Top and bottom of frame shall have 2 access holes with permanently fastened mounting nuts and theft-resistant set screws to secure frame to hanger bracket.




c.
Roll-formed Angle Framed Construction:  Roll-formed stainless steel angle frame with concealed, continuous integral stiffener/retainer around perimeter, No. 4 finish, minimum 3/4 x 3/4 inch x 22 gage, corners mitered, heliarc welded, ground smooth and polished.  Stiffener/retainer shall be tapped to receive back plate fasteners.  Mirror shall be centered in the frame and held in place with shock absorbing cushion at each edge.  Bottom of frame shall have 2 holes for access to locking devices.



2.
Back Plate:  One of the following options:




a.
Galvanized steel, 20 gage, full interior area of frame, secured to frame with concealed, cadmium plated screws 6 inches oc.  Back plate shall have slots near the top edge, punched in back plate or formed with brackets secured to back plate, to receive upper tabs of mounting frame.  Two set screw locking devices, designed for positive concealed locking to mounting frame, shall be securely fastened to back plate near bottom corners.




b.
Galvanized steel, 20 gage, full interior area of frame, secured to frame with stainless steel tabs on frame folded into place.



3.
Mounting Frame (Hanger Bracket):  One of the following options, with 3/16 inch cadmium plated steel wall fasteners of type and length to suit wall construction:




a.
Box or rectangular type, welded construction, fabricated of 18 gage galvanized steel, with four 18 gage locking tabs located to align with slots and locking devices on back plate.  Mounting frame shall have 4 holes, one near each locking tab, for fastening frame to wall.




b.
H type, welded construction, fabricated of 18 gage galvanized steel, designed to be locked to the frame at top and bottom by the 4 theft-resistant set screws.  Mounting frame shall have 4 holes, one near each frame locking point, for fastening frame to wall.


D.
Type A and A-S Mirrors:  No. 1 or mirror quality polished float/plate tempered glass, 1/4 inch thick.  Two coats of silver shall be factory- applied on the glass, followed by one coat of electrically deposited copper on the silver.  Finish mirror back and apply a thick protective coat of heavy waterproof paint.



1.
Identification Stamp:  Identify tempered glass units by affixing manufacturer’s stamp labeled “tempered” to glass face.



2.
Mirror Backing:  Shock absorbing material over entire back mirror surface.


E.
Type B and B-S Mirrors:  20 gage Type 430 stainless steel, with bright annealed finish.



1.
Mirror Backing:  One layer of 1/4 inch thick hardboard or particleboard backing over entire back mirror surface.


F.
Type C and C-S Mirrors:  No. 1 or mirror quality polished float/plate glass, 1/4 inch thick.  Two coats of silver shall be factory-applied on the glass, followed by one coat of electrically deposited copper on the silver.  Finish mirror back and apply a thick protective coat of heavy waterproof paint.



1.
Mirror Backing:  Shock absorbing material over entire back mirror surface.


G.
Integral Shelf:  22 gage stainless steel for units up to 36 inches wide, 18 gage for units wider than 36 inches; No. 4 finish.  Size:  5 inches deep x full width of mirror frame.  Bend front edge down 1/2 inch and fold metal back on itself to form finished edge.  Bend sides down 1/2 inch.  Heliarc weld corners: grind smooth and polish all welds.


1.
Fasten shelf to mirror by two 16 gage x 7/16 inch wide stainless steel angle brackets.  Extend vertical leg minimum 3 inches up side of mirror frame.  Extend horizontal leg along shelf side for full depth of shelf.  Spot weld each leg to frame/shelf with minimum of 3 welds on each leg.  Finish exposed welds to match mirror frame and shelf.


H.
Type D Mirrors:  Tilted mirror for people in wheelchairs.  Overall frame size:  16 inches x 30 inches.



1.
Mirror:  No. 1 or mirror quality polished float/plate tempered glass, 1/4 inch thick.  Two coats of silver shall be factory-applied on the glass, followed by one coat of electrically deposited copper on the silver.  Finish mirror back and apply a thick protective coat of heavy waterproof paint.  Identify tempered glass units by affixing manufacturer’s stamp labeled “tempered” to glass face.  Mirror Backing:  Shock absorbing material over entire back mirror surface.



2.
Frame:  18 gage stainless steel, full welded construction, No. 4 finish; corners mitered, heliarc welded, all welds ground smooth and polished.  Frame shall provide a 3 inch fixed tilt at top, and shall extend back to wall on all four sides.



3.
Back Plate:  22 gage galvanized steel, one piece, die cut to fit frame.  Secure back plate to frame with concealed screws.



4.
Hanger Assembly:  Designed for wall mounting and provided with theft-resistant locking devices.



5.
Frame and Mounting Plate Option:  22 gage stainless steel frame, reinforced on sides with 20 gage galvanized steel inner stiffener frame, and secured to 20 gage galvanized steel wall plate with theft-resistant fasteners.  Stainless steel frame shall conform to the other requirements specified in 2. above.

2.05
SHELVES


A.
Stainless Steel Shelf:  18 gage stainless steel one-piece top with minimum 1/2 inch return flange on all 4 sides and front hemmed; exposed 16 gage stainless steel angular gusset brackets with two 3/16 inch diameter mounting holes per bracket; all welded construction.  Locate brackets 3 inches from each end of shelf.  Furnish shelves 5 inches wide by 18 inches long unless otherwise indicated.

SUBPARAGRAPH BELOW FOR LONGER SHELVES; EDIT SHELF SIZE AS REQUIRED.  CONCEALED BRACKETS ALSO AVAILABLE - SEE MANUFACTURER’S DATA.


1.
Provide intermediate brackets maximum 18 inches oc.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.06
PAPER TOWEL DISPENSERS - SURFACE MOUNTED (PTD-SM)


A.
Units fabricated of 22 gage stainless steel and designed to dispense multifold or C-fold towels.  Approximate cabinet size:  10 inches wide x 15 inches high x 4 inches deep.  Hinge front at bottom with a full length, continuous stainless steel hinge.  Units shall have key access at top of front and integral refill indicator in front face or side.  Fabricate units with flush, tight seams and joints, rounded corners, sloping tops and all exposed edges rolled.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.07
PAPER TOWEL DISPENSERS - RECESSED (PTD-R)


A.
Units fabricated of 22 gage stainless steel with 22 gage double-pan, or 18 gage single-pan, stainless steel door construction.  Hang door on full length, continuous stainless steel hinge.  Approximate overall size:  26 inches high x 14 inches wide x 5 inches deep.  Units shall have towel tray designed to dispense multifold or C-fold towels, integral trim flange, and key access.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.08
TOILET TISSUE DISPENSERS - SURFACE MOUNTED (FOLDED TISSUE TYPE) (TTD-SM)


A.
Units fabricated of 22 gage stainless steel and designed to dispense single or double-fold tissues.  Approximate cabinet size:  5 inches wide x 8 inches high x 3 inches deep.  Minimum capacity:  1250 single-fold tissues.  Hinge front at bottom with a continuous stainless steel hinge or with not less than two stainless steel pin hinges.  Units shall have key access at top of front and integral refill indicator in front face.  Fabricate units with flush, tight seams and joints, rounded corners, sloping tops, and all exposed edges rolled.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
IF MORE THAN ONE TYPE OF DRTTD IS REQUIRED, TYPE LETTERS COULD BE USED TO IDENTIFY EACH TYPE.  THIS ALSO APPLIES TO SOAP DISPENSERS.
2.09
DOUBLE ROLL TOILET TISSUE DISPENSERS - SURFACE MOUNTED (DRTTD-SM)

USE PARAGRAPH BELOW TYPE FOR MENTAL HYGIENE AND CORRECTION PROJECTS ONLY.

A.
Valay Fixture Model No. 1007 dispenser by SQP, of Scotia, NY 12302; (518) 374-0770.  Fabricate back plate of stamped and formed 14 gage (minimum) sheet steel with white epoxy finish.  Fabricate hinged plate of 18 gage (minimum) sheet steel with rolled edges and with brushed chrome satin finish on all exposed surfaces.  Unit shall have 2 spindles designed to accommodate a 4 inch wide, 2500 sheet single-ply roll plus a 4 inch wide, 850 sheet roll, with adjustable tension control (for 4 inch rolls) on each spindle.  Design dispenser to accommodate a standard 4-1/2 inch wide 1000, 1500 or 2000 sheet roll plus a standard remainder roll when 4 inch rolls are not in use.  Unit shall have keyed lock in hinged plate.

PARAGRAPH BELOW IS FOR GENERAL USE (WHEN THE OTHER TYPES ARE NOT DESIRED).  APPROPRIATE FOR OFFICE BUILDINGS.

B.
Combination double roll toilet tissue holder and shelf.  Fabricate shelf 16 to 18 inches long x 5 inches wide of 18 gage stainless steel.  The 4 shelf edges shall be flanged down 1/2 inch and bottom of front edge shall be hemmed or returned.  Fabricate gusset type mounting brackets of minimum 18 gage stainless steel with 2 holes per bracket for fasteners; weld brackets to shelf.  Unit shall have no sharp edges or corners.  Fabricate double roll toilet tissue holder of 18 gage steel or heavy die cast Zamak with chromium plating finish, or 18 gage stainless steel.  Holders shall accommodate standard 4-1/2 inch wide tissue rolls.  Fasten double holder to shelf with acorn nuts.

SUBPARAGRAPH BELOW IS OPTIONAL.


1.
Unit shall have a pilfer resistant locking device for each tissue roll.

PARAGRAPH BELOW IS AN ECONOMICAL UNIT BUT HAS A SOMEWHAT “UTILITY” APPEARANCE.  THIS UNIT IS ALSO AVAILABLE IN A SINGLE ROLL STYLE.

C.
Double roll toilet tissue holder constructed of 18 gage steel with polished chrome plated finish.  Unit shall have hinged arm for filling, pilfer resistant locking mechanism, and spring action brake device (to prevent free roll of tissue) for each roll.  Holder shall accommodate standard 4-1/2 inch wide core tissue rolls up to 5 inch diameter.  Approximate unit size:  12-1/4 inches wide x 2-3/4 inches high x 4-1/2 inches deep.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.10
SINGLE ROLL TOILET TISSUE DISPENSERS (SRTTD)

UNITS BELOW ARE NOT PILFER RESISTANT, BUT HAVE GOOD APPEARANCE.  THESE UNITS ARE ALSO AVAILABLE IN DOUBLE ROLL STYLES, AND IN HEAVY DUTY BRASS CONSTRUCTION WITH CHROMIUM PLATED FINISH.

A.
Fabricate units to accommodate standard 4-1/2 inch wide core tissue roll up to 5 inch diameter.  Units shall have heavy duty internal spring in metal roller to securely hold tissue roll within holder.

DELETE MOUNTING TYPE BELOW NOT REQUIRED.


1.
Surface-mounted Units:  Post type with concealed mounting, constructed of stainless steel with polished satin finish on exposed surfaces.  Support posts shall be 22 gage, one-piece construction with locking set screw on bottom of each post.  Finish metal roller to match posts.  Provide heavy duty stainless steel concealed mounting brackets.



2.
Recessed Units:  Constructed of 22 gage stainless steel with polished satin finish on exposed surfaces.  Shell and flange shall be drawn one-piece seamless construction with mounting devices to suit wall construction.  Units shall have chromium plated metal roller and support posts.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.11
TOILET TISSUE DISPENSERS - RECESSED (ROLL IN RESERVE TYPE) (TTD-R)


A.
Units fabricated of 22 gage stainless steel with integral trim and 22 gage stainless steel key access door.  Approximate overall size:  13 inches high x 7-1/2 inches wide x 5 inches deep.  Door shall have refill indicator and continuous stainless steel hinge.  Rollers:  Vandal-resistant plastic rollers.  Unit shall hold two standard 4-1/2 inch wide core tissue rolls up to 5 inch diameter.  Spare roll shall automatically drop into place, or drop by use of a release bar, when first roll is exhausted.

2.12
WASTE RECEPTACLES - SURFACE MOUNTED (WR-SM)


A.
Units fabricated of 22 gage stainless steel with rounded front corners and hemmed edges.  Approximate size:  23 inches high x 16-1/2 inches wide x 12-1/2 inches deep.  Liner:  Removable vinyl liner.

2.13
WASTE RECEPTACLES - RECESSED (WR-R)


A.
Units fabricated of 22 gage stainless steel with cabinet access door, and removable and reusable  metal or rigid molded plastic waste container equipped with lifting handle.  Fabricate door of 22 gage stainless steel double-pan, or 18 gage stainless steel single-pan, construction.  Mount door on full length, continuous stainless steel hinge.  Approximate overall size:  48 inches high x 14 inches wide x 7 inches deep.  Minimum capacity of waste container:  1.3 cu ft.  Units shall have integral trim flange and key access.

2.14
COMBINATION PAPER TOWEL DISPENSERS AND WASTE RECEPTACLES (PTD & WR)

MODIFY SIZE TO SUIT PROJECT.  54 INCH HIGH UNITS SHOULD BE INDICATED ON THE DRAWINGS FOR TOILETS DESIGNED FOR HANDICAPPED PEOPLE.  DELETE MINIMUM CAPACITY IF THERE ARE NO (STANDARD) 74 INCH HIGH UNITS.

A.
Units fabricated of 22 gage stainless steel with dispenser door, waste cabinet access door, and removable and reusable  metal or rigid molded plastic waste container equipped with lifting handle.  Fabricate doors of 22 gage stainless steel double-pan, or 18 gage stainless steel single-pan, construction.  Mount doors on full length, continuous stainless steel hinge.  Approximate overall size:  74 inches high x 14 inches wide x 7 inches deep, except where 54 inch high units are indicated.  Units shall have towel tray designed to dispense multifold  or C-fold towels.  Minimum capacity of waste container (for 74 inch high units):  1.3 cu ft.  Units shall have key access to dispenser and disposal units, keyed alike.



1.
Units shall be surface mounted type.

EDIT ABOVE FOR PLATE MOUNTING.  EDIT BELOW FOR SEMI-RECESSED MOUNTING.


2.
Units shall be fully recessed handicapped accessible type equipped with integral trim flange.

2.15
COMBINATION FEMININE NAPKIN AND TAMPON DISPENSERS (FN & TD)


A.
Units fabricated of 22 gage stainless steel with 18 gage stainless steel door.  Mount door on full length, continuous stainless steel hinge.  Approximate overall size:  28 inches high x 14 inches wide x 6-1/2 inches deep.  Design unit with 2 complete and independent mechanisms to store and dispense all brands of napkins and tampons.  Arrange unit for 10 cent operation, and equip with a mechanical device to reject coins when empty.  Door shall have two locks, one at top and one at bottom, keyed alike.  Unit shall have coin box in cabinet with separate lock, keyed different from cabinet door locks.  Furnish units free of brand name advertising.



1.
Units shall be surface mounted type.



2.
Units shall be recessed type equipped with integral trim flange.  Door and coin mechanisms shall be field changeable without removing unit from wall.

2.16
FEMININE NAPKIN DISPOSALS - SURFACE MOUNTED (FND-SM)


A.
Units fabricated of 22 gage stainless steel with 22 gage stainless steel sloping cover mounted on a full length, continuous stainless steel hinge.  Equip cover with a side mounted handle for lifting.  Approximate overall size:  11 inches high x 8 inches wide x 4 inches deep.  Design disposal to be emptied by a door at bottom, mounted on a full length, continuous stainless steel hinge and equipped with a hidden snap latch.  Fabricate back for 3 or 4 point fastening to wall.

2.17
FEMININE NAPKIN DISPOSALS - RECESSED (FND-R)


A.
Units fabricated of 22 gage stainless steel, completely enclosed, with self closing door and removable receptacle.  Mount door on a full length, continuous stainless steel hinge.  Receptacle shall have a recessed finger grip for removal.  Approximate overall size:  18 inches high x 14 inches wide x 4 inches deep.  Door shall have stamped or embossed lettering reading: “Napkin Disposal” and “Push”.  Units shall have integral trim flange.

REVIEW NEED FOR ITEM BELOW WITH FACILITY.  MANY FACILITIES HAVE VENDORS PROVIDE THIS ITEM.
2.18
LATHER SOAP DISPENSERS - SURFACE MOUNTED (LSD-SM)

UNIT BELOW GIVES HIGHEST SOAP ECONOMY AND IS DRIPLESS; BEST UNIT FOR LOW AND MODERATE USE.

A.
Individual surface mounted type consisting of a removable clear glass or clear polyethylene soap container enclosed in a satin finish chromium plated brass or steel case with push-in lather dispenser valve, locked filler cap at top, and separate concealed wall plate for theft-resistant mounting.  Soap container capacity:  Not less than 12 oz.  Valve shall be located above soap level and shall have a self cleaning piston.  Fabricate valve and all moving parts of stainless steel.  Units shall have viewing slots on both sides of dispenser, filler cap permanently chained to dispenser body, and service key access for refilling.

UNIT BELOW HAS HIGHER SOAP TANK CAPACITY THAN UNIT ABOVE, BETTER UNIT FOR HIGH USE INSTALLATIONS.

B.
Individual surface mounted horizontal tank type consisting of a 20 gage stainless steel one piece body with polished satin finish, push-in lather dispenser valve with stainless steel mechanism, locked filler cap at top, and stainless steel back with vandal resistant mounting bracket.  Soap tank capacity:  Not less than 40 oz liquid soap.  Approximate overall size:  8-1/8 inches wide x 4-3/4 inches high x 5-1/2 inches deep (wall to tip of valve).  Valve shall have bulking multiplier of 10 or more.  Units shall have polycarbonate refill window, filler cap permanently secured to dispenser body, and service key access for refilling.

2.19
SHOWER CURTAIN RODS (SCR)


A.
Rods of 18 gage x 1-1/4 inch od stainless steel tubing with 1/8 inch thick x 3 inch diameter one-piece die-formed stainless steel flanges at each end, all with satin finish.  Equip rods with chromium plated brass or stainless steel hooks spaced on 6 inch centers for 10 percent oversized curtains.

ARTICLE BELOW IS FOR OMH AND OMRDD FACILITIES.
2.20
SHOWER CURTAIN TRACKS - SURFACE MOUNTED (SCT-SM)


A.
Track system consisting of dual channel, satin finished and anodized extruded aluminum track made from 6063-T5 aluminum alloy, complete with necessary accessories and hardware.  Size:  1-3/8  x 3/4 inch deep with a minimum wall thickness of 0.058 inch.  Equip track with carriers consisting of virgin nylon or nickel plated brass axle, four point contact virgin nylon wheels, nickel plated brass or nickel plated steel or stainless steel bead chain, and nickel plated brass or nickel plated steel or aluminum hook.  Furnish quantity of carriers as required for 10 percent oversized curtains, spaced on 6 inch centers.

2.21
SHOWER CURTAINS (SC)

WHITE DUCT BELOW IS STANDARD.  EDIT IF OTHER COLOR REQUIRED.

A.
Curtains of 8 oz white duck, 10 percent oversized, mildew resistant treated and water repellent finished, with hemmed edges all 4 sides.  Curtains shall have rust proof metal grommets for hooks on 6 inch centers along top hem.  Length as required by curtain hook height.

2.22
TOWEL BARS (TB)

DRAWINGS MUST INDICATE LENGTH FOR TOWEL BARS.

A.
Bars and support posts fabricated of chromium plated heavy forged brass or 20 gage stainless steel; 3/4 inch square or 3/4 inch diameter non-rotating round bar, with square or rectangular posts.  Units shall have heavy duty concealed back plates and theft-resistant fastenings.  Furnish bars of length indicated on the Drawings.

2.23
TOWEL HOOKS (TH)


A.
Towel pin extending approximately 3-1/2 inches from wall and flange approximately 2 x 2 inches, fabricated of chromium plated heavy forged brass or heavy gage stainless steel.  Units shall have heavy duty concealed back plate and theft-resistant fastening.

2.24
MOP AND BROOM HOLDERS (M & BH)


A.
Units consisting of spring loaded serrated rubber cam attached to a cadmium plated steel holder.  Cam shall adjust to accept handles from 7/8 inch to 1-1/4 inch diameter.  Mount holders 10 inches on center on a continuous 18 gage stainless steel mop strip projecting at least 3 inches from wall surface.  Mop strip shall be length indicated.

COORDINATE SUBPARAGRAPHS BELOW WITH DRAWINGS; IF MORE THAN ONE LENGTH REQUIRED, DELETE SUBPARAGRAPHS BELOW AND INDICATE LENGTHS ON DRAWINGS.


1.
Furnish 26 inch long mop strip with 3 holders.



2.
Furnish 36 inch long mop strip with 4 holders.



3.
Furnish 46 inch long mop strip with 5 holders.

2.25
GRAB BARS (GB)


A.
Grab bar assemblies consisting of stainless steel tubing with integrally welded mounting flanges secured to concealed tenon plates with theft-resistant fasteners, and complying with the following requirements:



1.
Tubing:  Stainless steel, 1-1/2 inch od x 18 gage wall thickness.  Bend tubing at each end and join to flanges by concealed welding.  Total projection from wall line (including bar diameter):  3 inches.



2.
Flanges:  Stainless steel, 3 inch diameter, 11 gage wall thickness, not less than 1/2 inch deep.

SATIN FINISH IN SUBPARAGRAPH BELOW (ON A LARGE 1-1/2 INCH BAR) PROVIDES ADEQUATE GRIP, EXCEPT IN SHOWER AND BATHTUB AREAS, AND PROVIDES AN EASILY CLEANED SURFACE.


3.
Finish:  Brush satin finish, unless otherwise indicated.

USE SUBPARAGRAPH BELOW ONLY IN SHOWER AND BATHTUB AREAS.  EDIT SUBPARAGRAPH BELOW ONLY WHEN CLIENT INSIST ON A PARTICULAR NON-SLIP FINISH.


4.
Finish On Grab Bars In Shower And Bathtub Areas:  Striated non-slip polished finish in a continuous cross-hatched (diamond) pattern or shot peened non-slip finish, on entire bar surface exclusive of returns (ends).



5.
Tenon Plates:  Stainless steel, 13 gage discs.  Tenon plates shall be designed to allow plate location adjustment.



6.
Fasten grab bar flanges to tenon plates with not less than 3 concealed fasteners equally spaced around flange.

DELETE SUBPARAGRAPH BELOW IF NOT REQUIRED.


7.
Intermediate Posts:  Stainless steel tubing and integral flange welded to grab bar.  Grind welds smooth and finish posts to match returns (ends).

DELETE SUBPARAGRAPH BELOW IF NOT REQUIRED.  DRAWINGS MUST INDICATE LOCATIONS, LENGTHS, AND CONFIGURATIONS OF GRAB BARS.


8.
Configurations:  Where only small dimensional variations are involved, manufacturer’s standard dimensions for various configurations may be used where conditions permit.

2.26
SHOWER SEATS

A.
Acceptable Manufacturers:


1.
American Specialties Inc.(ASI), 441 Saw Mill River Road, Yonkers, NY 10701, (914) 476-9000, www.americanspecialties.com.
2.
Bobrick Washroom Equipment, 200 Commerce Drive, Clifton Park, NY 12065, (518) 877-7444, www.bobrick.com.


3.
Bradley Corp., PO Box 309, Menomonee Falls, WI  53052, (800) 272-3539, www.bradleycorp.com.


4.
Brey Krause, 1209 W. Lehigh Street, Bethlehem, PA 18018, (610) 867-1401, www.breykrause.com


5.
General Accessory Manufacturing Co. (GAMCO), One Gamco Place, Durant, OK  74701, (800) 451-5766.



6.
Seachrome Corp., 344 West 157th Street, Gardena, CA  90248, (800) 955-2476, www.seachrome.com.


7.
Tubular Specialties Mfg. (TSM), 13011 S. Spring Street, Los Angeles, CA  90061, (800) 421-2961, www.tubularspecialties.com.

B.
Frame and Mounting Brackets:  Welded construction of 18-8 alloy Type 304 stainless steel with No. 4 satin finish, with radius and/or deburred exposed edges and corners.


1.
Square Tubing:  16 gage.


2.
Round Tubing:  18 gage.

C.
Fasteners:



1.
Corrosion Resistant Fasteners:  Brass, bronze, or Type 302 or 304 stainless steel bolts.



2.
Vandal Resistant Fasteners:  Torx head with center pin.

EDIT 6 PARAGRAPHS BELOW AS REQUIRED BY PROJECT.

USE PARAGRAPH BELOW ON DCS, CFS, AND OMH PROJECTS FOR NON SECURE AREAS.

D.
Type A Shower Seat:  L-shaped, fold-up type with one piece phenolic seat, 1/2 inch thick, with drainage slots, capable of supporting 250 lb load, ADA compliant.


1.
Acceptable Seats:



a.
ASI Model 8206 



b.
Bobrick Model B-5181.



c.
Bradley Model 9569.



d.
Brey Krause Model S-6212-SS.



e.
TSM Model 731-PHI2.
USE PARAGRAPH BELOW ON DCS, CFS, AND OMH PROJECTS FOR NON SECURE AREAS.

E.
Type B Shower Seat:  L-shaped, fold-up type with slatted phenolic seat, capable of supporting 250 lb load, ADA compliant.



1.
Acceptable Seats:




a.
Brey Krause Models S-6279-SS and S-6280-SS.



b.
Seachrome Models SSR-320225-PW and SSL-320225-PW.



c.
TSM Models 731-PH and 731-PHI.
USE PARAGRAPH BELOW FOR PROJECTS AT HOSPITALS, VETERAN HOMES, AND FOR DOH PROJECTS.

F.
Type C Shower Seat:  L-shaped, fold-up type with Naugahide covered sponge rubber padded seat mounted on 1/2 inch thick marine plywood, capable of supporting 250 lb load, ADA compliant.



1.
Acceptable Seats:



a.
ASI Model 8205.



b.
Bobrick Models B-517 and B-518.



c.
GAMCO Models SS-3R-ADA and SS-3L-ADA.



d.
Seachrome Models SSR-320225-NW and SSL-320225-NW.



e.
TSM Model 731-A.
USE PARAGRAPH BELOW ON DCS, CFS, AND OMH PROJECTS FOR SECURE AREAS.

G.
Type D Shower Seat:  L-shaped, fold-up type with one piece 14 gage stainless steel seat with No. 4 finish, capable of supporting 500 lb load, ADA compliant.


1.
Acceptable Seats:  Brey Krause Models S-6204-SS and S-6205-SS.
USE PARAGRAPH BELOW ON DCS, CFS, AND OMH PROJECTS FOR SECURE AREAS.

H.
Type E Shower Seat:  L-shaped, fold-up type with slatted 18 gage stainless steel tubing seat with No. 4 finish, capable of supporting 250 lb load, ADA compliant.



1.
Acceptable Seats:  ASI Model 8208.

USE PARAGRAPH BELOW WHERE REQUESTED BY CLIENT.

I.
Type F Shower Seat:  L-shaped, fold-up type with slatted teak wood seat, one inch thick, capable of supporting 250 lb load, ADA compliant.



1.
Acceptable Seats:




a.
Bradley Models 9567 and 9568.




b.
TSM Model 732-T.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Unless otherwise indicated, install Work of this Section in strict accordance with the manufacturer’s instructions.



1.
Install all attachments, anchorage devices, and fasteners as required to securely mount accessory units to types of wall or partition construction indicated.

DELETE PARAGRAPH BELOW IF NO BACK-TO-BACK MOUNTING OF FOLDED TISSUE TYPE DISPENSERS.

B.
Toilet Tissue Dispensers - Surface Mounted:  Install units back-to-back where possible when indicated for 2 or more compartments with dividing stall partitions.  Fasten dispensers through backs with stainless steel through bolts and bonnet nuts.

USE PARAGRAPH BELOW FOR “MODEL A” DISPENSERS ONLY.

C.
“Model A” Double Roll Toilet Tissue Dispensers - Surface Mounted:  Install units back-to-back where possible when indicated for 2 or more compartments with dividing stall partitions.  Fasten through backs of dispensers with 1/4 inch diameter sex bolts.  Enlarge screw slots in unit back plates as required.

DELETE PARAGRAPH BELOW IF NO SHOWER CURTAIN TRACKS.

D.
Shower Curtain Tracks - Surface Mounted:  Secure track with fasteners 18 inches oc.

3.02
CLEANING AND POLISHING


A.
Remove protective wrappings from installed accessories after completion of other Work liable to damage accessory finish.  Remove residue, if any, and polish exposed surfaces.

END OF SECTION

THE REMAINDER OF THIS DOCUMENT IS FOR INFORMATION ONLY; NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.

T0ILET AND BATH ACCESSORY CHECKLIST


Listed below are the accessories specified in this Section with a brief description of each.  All accessories are not available from a single toilet and bath accessory manufacturer as specified.  Consult product literature if accessories are required to be matched, other than finish, on special projects.


Drawing Coordination:  Checklist below also indicates product nomenclature and, in most cases, an appropriate abbreviation.  Drawings must indicate proper nomenclature or abbreviation (if any).

CHECKLIST



1.
Mirrors:




a.
Type A:  Polished tempered glass in stainless steel frame.




b.
Type B:  Polished stainless steel in stainless steel frame.




c.
Type C:  Polished float/plate glass in stainless steel frame.




d.
Type A-S; B-S; C-S:  Above mirrors with integral stainless steel shelf.




e.
Type D:  Tilted mirror for people in wheelchairs.



2.
Shelves:  Stainless steel shelf with exposed brackets.



3.
Paper Towel Dispensers - Surface Mounted (PTD-SM):  Stainless steel unit for multifold and C-fold towels.



4.
Paper Towel Dispensers - Recessed (PTD-R):  Stainless steel cabinet and door unit for multifold and C-fold towels.



5.
Toilet Tissue Dispensers - Surface Mounted (TTD-SM):  Stainless steel units for folded tissue.



6.
Double Roll Toilet Tissue Dispensers - Surface Mounted (DRTTD-SM):  Chrome plated steel - full roll plus remainder roll - for Mental Hygiene and Correction projects.



7.
Double Roll Toilet Tissue Dispensers - Surface Mounted (DRTTD-SM):  Combination double roll holder and stainless steel shelf - for general use.



8.
Double Roll Toilet Tissue Dispensers - Surface Mounted (DRTTD-SM):  Chrome plated steel - low budget/utility unit.



9.
Single Roll Toilet Tissue Dispensers (SRTTD):  Stainless steel - surface mounted and recessed units.



10.
Toilet Tissue Dispensers - Recessed (TTD-R):  Stainless steel cabinet and door - roll in reserve type.


11.
Waste Receptacles - Surface Mounted (WR-SM):  Stainless steel with removable vinyl liner.



12.
Waste Receptacles - Recessed (WR-R):  Stainless steel cabinet with removable waste container.



13.
Combination Paper Towel Dispensers and Waste Receptacles (PTD & WR):  Stainless steel combination units with removable waste container - surface mounted and recessed units.



14.
Combination Feminine Napkin and Tampon Dispensers (FN & TD):  Stainless steel coin-operated dual dispenser - surface mounted and recessed units.



15.
Feminine Napkin Disposals - Surface Mounted (FND-SM):  Stainless steel disposal unit with cover.



16.
Feminine Napkin Disposals - Recessed (FND-R):  Stainless steel disposal unit with self closing door and removable receptacle.



17.
Lather Soap Dispensers - Surface Mounted (LSD-SM):  Chromium plated brass case and 12 oz glass soap container with push-in valve above soap level. 



18.
Lather Soap Dispensers - Surface Mounted (LSD-SM):  Stainless steel 40 oz tank with push-in valve.



19.
Shower Curtain Rods (SCR):  Stainless steel tubing and flanges with chromium plated brass or stainless steel hooks.



20.
Shower Curtain Tracks - Surface Mounted (SCT-SM):  Extruded aluminum track with nylon wheel carriers.



21.
Shower Curtains (SC):  White duck curtain with metal grommets.



22.
Towel Bars (TB):  Chromium plated brass or stainless steel bar and posts.



23.
Towel Hooks (TH):  Chromium plated brass or stainless steel towel pin and flange.



24.
Mop and Broom Holders (M & BH):  Rubber cam units mounted on stainless steel mop strip.



25.
Grab Bars (GB):  Stainless steel tubing and flanges.

END OF INFORMATION
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