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SECTION 107501
FLAGPOLES

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Concrete Base:  Section 033000.

1.02
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent Work.


B.
Product Data:  Catalog sheets, specifications, and installation instructions for flagpoles specified.


C.
Contract Closeout Submittals:



1.
Operation and Maintenance Data:  Deliver 2 copies, covering the installed products, to the Director’s Representative.

PART 2   PRODUCTS

2.01
COMPANIES


A.
Morgan-Francis Flagpoles & Accessories, 9850 East 30th Street, Indianapolis, IN 46229, (800) 814-9568, www.morgan-francis.com.


B.
Colonial Flag & Specialty Co., 9390 South 300 West, Sandy, UT 84070, (800) 782-0500, www.colonialflag.com.


C.
Eagle Mountain Flag & Flagpole Co., P.O. Box 500, Wimberley, TX 78676, (800) 385-5605, www.eaglemountainflag.com.
2.02
FLAGPOLES

EDIT BELOW TO SUIT PROJECT, SEE MANUFACTURERS’ DATA SHEETS FOR OTHER OPTIONS, INCLUDING LIGHTING.  FLAGPOLES OVER 30 FEET ARE USUALLY SHIPPED IN MULTIPLE SECTIONS.

A.
Flagpoles:



1.
Style:  Round Tapered Aluminum.



2.
Halyard Type:  Internal halyard system with stainless steel winch and revolving internal truck with stainless steel ball bearings, stainless steel aircraft cable, and flush access door with cylinder lock, key and crank



3.
Exposed Height:  30 feet.



4.
Base Diameter:  6 inches.



5.
Wall Thickness:  .188 inch.



6.
Finish:  Medium Bronze Anodized.



7.
Shoe Base / Collar:  Cast metal with anchor bolts.  Color, size and finish to match flagpole.

SIZE FLAG ACCORDING TO FLAGPOLE HEIGHT, SEE MANUFACTURERS’ DATA SHEETS FOR FLAG SIZE OPTIONS.


7.
US Flag:  5 x 8 feet nylon.



8.
NY Flag:  5 x 8 feet nylon.
PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this Section in accordance with the manufacturer’s printed instructions, unless otherwise indicated.
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