D&C  JRC:hf
OTHER THAN DCS, CFS, & OMH


SECTION 112613
UNIT KITCHEN

PART 1   GENERAL

1.01
REFERENCES


A.
Federal Specifications:



1.
FS W-R-101F - Domestic Electric Ranges.



2.
FS AA-R-0211H - Household Mechanical Refrigerator (Electric, Self-Contained).



3.
FS WW-P-541/5B - Plumbing Fixtures (Sinks, Kitchen, Service, and Laundry Trays).


B.
Underwriter’s Laboratories (UL).


C.
ETL Testing Laboratories (ETL).

1.02
SUBMITTALS


A.
Waiver of Submittals:  “The Waiver of Certain Submittal Requirements” in Section 013300 does not apply to this Section.


B.
Product Data:  Catalog sheets, specifications, rough-in drawings, and installation instructions.


C.
Contract Closeout Submittals:



1.
Operation and Maintenance Data:  Deliver 2 copies, covering the installed products, to the Director’s Representative.



2.
Warranty:  Copy of specified warranty.

1.03
QUALITY ASSURANCE


A.
Components of unit kitchens for which Underwriters’ Laboratories, Inc. (UL) provides product listing service, shall be listed and bear the listing mark.


B.
Unit kitchen shall be the product of a single manufacturer.

1.04
WARRANTY


A.
Manufacturer’s Warranty:  Five year warranty for the sealed refrigeration system.

1.05
MAINTENANCE


A.
Special Tools:  One key for each stop valve.

PART 2   PRODUCTS

2.01
MANUFACTURED UNITS

USE PARAGRAPH BELOW FOR 84 AND 87 INCH UNIT KITCHENS.

A.
Type A Unit Kitchen:  Compact kitchen assembly consisting of sink, electric oven, electric range, refrigerator, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model E84SC by Dwyer Products Corp., Michigan City, IN., or Model KF84E by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides):  Model E87EC by Dwyer Products Corp., Michigan City, IN., or Model KR87E by King Refrigerator Corp., Glendale, NY.

USE PARAGRAPH BELOW FOR 69 AND 72 INCH UNIT KITCHENS.

B.
Type B Unit Kitchen:  Compact kitchen assembly consisting of sink, electric oven, electric range, refrigerator, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model E69SC by Dwyer Products Corp., Michigan City, IN, or Model KF69E by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides): Model E72EC by Dwyer Products Corp., Michigan City, IN, or Model KR72E by King Refrigerator Corp., Glendale, NY.

USE PARAGRAPH BELOW FOR 60 and 63 INCH UNIT KITCHENS.

C.
Type C Unit Kitchen:  Compact kitchen assembly consisting of sink, electric oven, electric range, refrigerator, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model E60SC by Dwyer Products Corp., Michigan City, IN, or Model KF60E by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides):  Model E63EC by Dwyer Products Corp., Michigan City, IN, or Model KR63E by King Refrigerator Corp., Glendale, NY.

USE PARAGRAPH BELOW FOR 51 AND 54 INCH UNIT KITCHENS.

D.
Type D Unit Kitchen:  Compact kitchen assembly consisting of sink, electric oven, electric range, refrigerator, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model E51SC by Dwyer Products Corp., Michigan City, IN, or Model KF51E by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides):  Model E54EC by Dwyer Products Corp., Michigan City, IN, or Model KR54E by King Refrigerator Corp., Glendale, NY.

USE PARAGRAPH BELOW FOR 39 AND 42 INCH UNIT KITCHENS.

E.
Type E Unit Kitchen:  Compact kitchen assembly consisting of sink, electric range, refrigerator, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model E39SC by Dwyer Products Corp., Michigan City, IN, or Model K39ES by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides):  Model E42EC by Dwyer Products Corp., Michigan City, IN, or Model KR42E by King Refrigerator Corp., Glendale, NY.

USE PARAGRAPH BELOW FOR 57 AND 60 INCH UNIT KITCHENS/NOURISHMENT CENTERS.

F.
Type F Unit Kitchen:  Compact kitchen assembly consisting of sink, microwave oven, electric range, refrigerator, ice maker, range hood, sink utility light, backsplasher, endsplashers (recessed unit only), base and wall cabinets.



1.
Free Standing Unit:  Model NC57SC by Dwyer Products Corp., Michigan City, IN., Model KF57E by King Refrigerator Corp., Glendale, NY.

DELETE SUBPARAGRAPH ABOVE OR BELOW AS REQUIRED.  BOTH SPECIFIED MANUFACTURERS ARE ACCEPTABLE UNLESS OTHERWISE DIRECTED BY PLUMBING DESIGNER.


2.
Recessed Unit (Built in on 3 sides):  Model NC60EC by Dwyer Products Corp., Michigan City, IN., of Model KR60E-IPO by King Refrigerator Corp., Gendale, NY.

2.02
COMPONENTS


A.
Sink/Range Countertop:  Constructed of one piece 14 gage seamless titanium steel with acid resistant porcelain finish or 18 gage seamless 18-8 (Type 304) stainless steel with No. 3 polished finish, 4 inch high integral backsplash with return ends, embossed drainboard with 3-1/2 inch drain punching capable of accommodating a garbage disposal unit.

KING UNITS FEATURE STANDARD STAINLESS STEEL COUNTERTOPS.  DWYER UNITS FEATURE STANDARD TITANIUM STEEL COUNTERTOPS WITH ACID RESISTANT PORCELAIN FINISH, WITH STAINLESS STEEL AVAILABLE AS AN OPTION.DELETE REFERENCE TO “return ends” IN PARAGRAPH ABOVE WHEN FREE STANDING UNITS ARE INDICATED.



1.
Supply Fitting:  Chrome plated brass single handle washerless mixing faucet with swing spout and aerator.



2.
Supplies:  1/2 inch ips brass, with key operated angle stops, and cast brass escutcheons.

CHANGE “angle stops” TO “straight stops” IN SUBPARAGRAPH ABOVE WHEN FLOOR SUPPLIES ARE INDICATED.


3.
Drain Assembly:  Stainless steel removable strainer basket with neoprene stopper, 1-1/2 inch tubing tailpiece, 1-1/2 inch cast brass non-adjustable P trap, and 1-1/2 inch ips brass trap nipple with cast brass escutcheon.


B.
Cabinet Construction:



1.
Exterior Surfaces: 22 gage steel.



2.
Cabinet Trim Pieces:  22 gage steel.




a.
Backsplasher:  Complete with cutout for wall receptacle.

USE 2 SUBPARAGRAPHS BELOW FOR RECESSED UNITS.



b.
Endsplashers:  Right and left ends.




c.
Base Section Filler Pieces:  Right and left ends, mounted under countertop return ends.



3.
Doors and Drawer Fronts:  Double faced type, reinforced and sound deadened.



4.
Adjustable Shelves:  Steel with rolled edges.



5.
Doors:  Complete with concealed hinges.



6.
Finish:  Almond baked enamel.


C.
Range Hood:  24 inch ductless type with light.


D.
Sink Utility Light:  18 inch undercabinet fluorescent fixture with convenience outlet.

DELETE PARAGRAPH BELOW FOR TYPE E. AND F. UNIT KITCHENS.

E.
Electric Oven Unit:  One piece porcelain liner with rounded corner interior, oven door with broiler stop, two tubular oven units for uniform bake or high broiler, built-in utensil drawer, oven heat control with signal light, and full width removable drip tray.

USE PARAGRAPH BELOW FOR TYPE A, B, AND C UNIT KITCHENS

F.
Electric Range Unit:  Minimum 3 microtube units (minimum 4600 total watts), heat switches with infinite heat selection, and removable reflector bowls.

USE PARAGRAPH BELOW FOR TYPE D, E, AND F UNIT KITCHENS.

G.
Electric Range Unit:  Minimum 2 microtube units (minimum 2500 total watts), heat switches with infinite heat selection, and removable reflector bowls.

USE PARAGRAPH BELOW FOR TYPE A UNIT KITCHENS.

H.
Upright Refrigerator:



1.
Minimum Storage Volume:  12.0 cu ft.



2.
Refrigerator Features:  Magnetic door gasket, adjustable shelves, full height storage, interior light, two flex-grid ice cube trays, one piece seamless plastic liner, cycle defrost, crisper drawer, utility storage drawer, and egg storage and butter keeper.

USE PARAGRAPH BELOW FOR TYPE B, C, D, E, AND F UNIT KITCHENS.

I.
Undercounter Refrigerator:



1.
Minimum Storage Volume:  6.4 cu ft.



2.
Refrigerator Features:  Magnetic door gasket, shelves, full height storage, interior light, two flex-grid ice cube trays, one piece seamless plastic liner, and push button defrost.

USE 2 PARAGRAPHS BELOW FOR TYPE F. UNIT KITCHENS.

J.
Microwave Unit:  Built-in under cabinet type, approximately 24 inches wide with minimum 0.8 cu ft capacity.


K.
Icemaker Unit:  Built-in undercounter type approved by National Sanitation Foundation, one piece molded polyethylene liner, controls to vary ice cube thickness from 3/8 inch to 3/4 inch, 35 lb storage bin capacity, and minimum 40 lb ice capacity every 24 hours.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this section in accordance with the manufacturer’s printed installation instructions.

3.02
ADJUSTING AND CLEANING


A.
Flush supply piping and traps, and clean strainers.


B.
Adjust stops for proper delivery.


C.
Clean and polish unit kitchen and trim.  Leave stickers and warning labels intact.

END OF SECTION
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