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SECTION 114101
SHUNT TRIP CONTROL SYSTEM FOR KITCHEN EQUIPMENT

PART 1   GENERAL

1.01
SUBMITTALS


A.
Waiver of Submittals:  The “Waiver of Certain Submittal Requirements” in Section 013300 does not apply to this Section.


B.
Submittals Package:  Submit the shop drawings, and the product data specified below at the same time as a package.


C.
Shop Drawings:  Composite wiring and/or schematic diagrams of the complete system as proposed to be installed (standard diagrams will not be acceptable).


D.
Product Data:  Catalog sheets, specifications and installation instructions.

PART 2   PRODUCTS

2.01
SHUNT TRIP CONTROL


A.
Relay:  Square D Co.’s Class 8501 Type L, 120 volt coil, with number of poles as indicated on drawings.


B.
Test Switch:  Square D Co.’s Class 9001 Type K, 2 position selector switch, having:



1.
Key operation with spring return.



2.
1 Set of normally closed and 1 set of normally open contacts.



3.
Legend plate stating “TEST”.


C.
Pilot Light:  Square D Co.’s Class 9001 Type K, 120 volt transformer type pilot light with legend plate stating “120 V ac”.


D.
Enclosure:  Hoffman Engineering Co.’s Bulletin A-51 Type CH.


E.
Name Plate:  Phenolic type name plate with 3/16 inch minimum lettering engraved thereon stating “SHUNT TRIP CONTROL”.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Connect shunt trip control to shunt trip circuits and auxiliary contacts of dry chemical system so that power to equipment under each hood will be interrupted if dry chemical system for the hood is activated.

DETAILS AVAILABLE IN OFFICE FROM PREVIOUS PROJECTS.

B.
Name Plate:  Rivet or bolt name plate on cover of enclosure.

END OF SECTION
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