
SECTION 129345
SHELTERS

PART 1  GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Cast In Place Concrete:  Section 033000 or 033001.

1.02
QUALITY ASSURANCE

A.
Product Data:  Manufacturer’s catalog sheets, specifications, and installation instructions for each item specified.

B.
Provide letter of compliance with New York State Building Code re: snow and wind loads at Brooklyn, New York.

PART 2  PRODUCTS

2.01
SHELTER

A.
Shelter:  All Steel Cube, Model No. AS-16-06 as manufactured by RCP Shelters, Inc., PO Box 25, Stuart, FL 34995-0025, tel. (800) 525-0207.  Web address: http://www.rcpshelters.com
1.
Quantity: Two (2).

2.
Roof Size:  16’-0” square.

B. Framing:  Structural steel tubing with cover plates.

1.
Columns:  Attached to concrete footings with anchor bolts

2.
Compression ring:  Structural steel plate.

3. Connections:  Bolted, concealed within steel tubing.

4. Finish:  Factory applied powder coat system.

a. Primer:  Zinc-rich powder coat primer applied over shot blasted steel.

b. Finish coat:  Polyester powder coat, 6 mil minimum thickness.

c. Color:  White.

C.
Roofing System:  Galvanized steel panels, 24 gauge.

1. Profile:  Multi Rib “R” panel design, 1-3/16” high ribs spaced 12” 

on center.

2.
Pitch: 6:12, sloped in four directions.

3. Trim:  Galvanized steel, 26 gauge.

4. Finish:  Factory applied Kynar 500 paint system.

a. Color:  Roman Blue.

PART 3  EXECUTION

3.01
INSTALLATION

A.
Assemble and install the Work of this Section in accordance with the manufacturer’s printed instructions, and as shown on the Contract Drawings.

B.
Set Shelter level on concrete footings as shown on the Contract Drawings.
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