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WHEN UPDATING THIS MASTER SPEC SECTION PLEASE REMEMBER TO ALSO MAKE APPLICABLE MODIFICATIONS TO SECTIONS 210525 AND 232004.
SECTION 220576
DRAINAGE ACCESSORIES

PART 1   GENERAL

1.01
REFERENCES


A.
Comply with the applicable requirements of ASME A112.36.2M - Cleanouts, and ASME A112.1.2 - Drainage Funnels and Air Gaps.

1.02
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications, and installation instructions for each item specified except fasteners.

1.03
MAINTENANCE


A.
Special Tools:  Deliver the following to the Director’s Representative:



1.
Tools for Vandal Resistant Fasteners:  One for each type and size.



2.
T-Handle Wrench for Cleanout Plugs:  One for each type and size.

PART 2   PRODUCTS

2.01
CLEANOUT PLUG


A.
Cast brass or bronze, with threaded end, and raised or countersunk head.



1.
Tapped head for attachment of cleanout wall or deck plate covers where required.


B.
Anti-Seize Lubricant:  Never-Seez by Bostik Chemical Group, Broadview, IL; Molycote 1000 by Dow Corning Corp, Midland, MI; Anti-Seize Lubricant by Loctite Corp, Newington, CT.

2.02
CLEANOUT


A.
Threaded pipe fitting or cast iron ferrule with gas tight cleanout plug.

2.03
CLEANOUT WALL PLATE


A.
Round, stainless steel or polished chrome plated bronze cover plate with stainless steel vandal resistant fastener to secure to cleanout plug.

2.04
CLEANOUT DECK PLATE

IF DIRECTED, CHANGE STANDARD DUTY IN PARAGRAPH BELOW. TO HEAVY DUTY WITH CAST IRON TOP.  ALSO, SPECIAL TOPS ARE AVAILABLE FOR CARPETED AREAS, TERRAZZO, LATEX AND TILE FLOORS.

A.
Standard duty floor cleanout fitting with coated cast iron body; round, polished nickel bronze scoriated top secured to cleanout plug with stainless steel vandal resistant fastener; threaded height adjustment, cast iron head, gas tight cleanout plug, and connection to match piping option selected.

USE PARAGRAPH BELOW FOR WATERPROOFED FLOORS.

B.
Membrane flange and clamping collar, secured with corrosion resistant fasteners.

2.05
HOUSE TRAP


A.
Service weight cast iron soil pipe running trap with bell and spigot ends and two cleanout hubs.

2.06
FRESH AIR INLET

USE FIRST 4 PARAGRAPHS BELOW FOR WALL TYPE F.A.I.  USE FIRST AND FIFTH AND E. FOR FREE STANDING F.A.I.

A.
Pipe Materials:  Same as drainage system at point of connection.


B.
Grille Free Area:  At least equal to cross sectional area of pipe to which connection made.


C.
Grille Material:  Polished nickel bronze, with removable grate, either perforated or bar type.  Grate attached to grille body with vandal resistant fastener.


D.
Attachment to Piping:



1.
Threaded Piping:  Use threaded end grille.



2.
Non Threaded Piping:  Use pipe locking device and vandal resistant fastener.


E.
Mushroom Cap:  Coated cast iron, secured with vandal resistant fasteners.

2.07
CONDUCTOR EXPANSION JOINT


A.
Coated cast iron body with brass telescoping sleeve, adjustable packing gland with graphite, neoprene or mineral fiber gasket, and connection to match piping option selected.

2.08
GREASE TRAP


A.
Cast iron or steel construction with threaded inlet and outlet connections, removable baffles or screens, bolted and gasketed cover with recessed lift rings or grip holes.



1.
Finish:  Factory enamel coated inside and outside.

USE SUBPARAGRAPH BELOW FOR TRAPS RECESSED IN THE FLOOR.


2.
Non-skid cover top surface.


B.
Provide built-in flow control or adjustable flow control fitting for installation in system piping.

2.09
AIR GAP FITTING

ITEM IN PARAGRAPH BELOW ALSO AVAILABLE IN POLISHED CHROME PLATED CAST BRONZE BODY.

A.
Coated cast iron body with air gaps, set screw or threaded inlet, and outlet connection to match piping option selected.

2.10
INDIRECT WASTE FUNNEL

ITEM IN PARAGRAPH BELOW ALSO AVAILABLE COATED CAST IRON BODY, FRONT CLEANOUT, AND 6 INCH TOP DIA METER FUNNEL.

A.
Combination Funnel Drain and P Trap:  Polished chrome plated cast brass construction.



1.
Funnel:  4 inch top dia., 4 inches deep, with threaded outlet.



2.
P Trap:  Bottom cleanout, threaded inlet, and outlet connection to match piping option selected.

2.11
FASTENERS


A.
Corrosion Resistant Fasteners:  Brass, bronze, or Type 302 or 304 stainless steel bolts.


B.
Vandal Resistant Fasteners:  Torx head with center pin.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this section in accordance with the manufacturer’s printed installation instructions, unless otherwise specified.


B.
Cleanout Plug:  Lubricate threads with anti-seize lubricant before final installation.


C.
Fresh Air Inlets:



1.
Free Standing Type:




a.
Set vertical portion in bed of concrete for stability.




b.
Installation Height:  Minimum 18 inches above finished grade.




c.
Paint mushroom cap and pipe exposed above grade level.



2.
Wall Type:




a.
Installation Height:  Minimum 18 inches above finished grade.


D.
Grease Trap:  Set flow control as recommended by the manufacturer’s instructions.


E.
Secure external components in place with vandal resistant fasteners or devices which cannot be removed without special tools.
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