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SECTION 221121
METERING VALVE

PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog sheets, specifications, and installation instructions for each metering valve.

1.02
QUALITY ASSURANCE


A.
Regulatory Requirements:  Except as specified otherwise herein, the Work of this section shall comply with the applicable requirements of FS WW-P-541.

1.03
MAINTENANCE


A.
Special Tools:  Tamper-resistant fastener tool.

PART 2   PRODUCTS

2.01
MATERIALS AND FINISHES


A.
Valve Body:  Cast brass.


B.
Internal Components:



1.
Metals:  Brass or stainless steel.



2.
Non-Metals:  Materials not adversely affected by contact with water, temperature changes, or a combination of both.


C.
Finishes:  Exposed to view surfaces shall be brass, polished and chrome plated, or stainless steel, with a No. 4 brush finish.


D.
Tamper-Resistant Fasteners:  Brass or stainless steel fasteners having an allen, spanner, or tri-slot head.

2.02
METERING VALVE (TYPE A)


A.
Operation:  Push button.


B.
Timing Cycle:  Adjustable from two seconds to two minutes delivering full flow during the entire cycle.



1.
All adjustments shall be concealed.



2.
Timing orifice shall be protected by a self-cleaning filter.



3.
Valve shall incorporate integral stops.



4.
Exposed to view fasteners shall be tamper-resistant.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this section in accordance with the manufacturer’s printed installation instructions.


B.
Set the timing adjustment for a 30 second cycle.

END OF SECTION
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