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SECTION 223102
CHLORINATING EQUIPMENT

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Plastic Water Pipe and Fittings:  Section 331102.

1.02
SUBMITTALS


A.
Shop Drawings:  Show fabrication details and connections to adjacent Work.


B.
Product Data:  Manufacturer’s catalog sheets, specifications, and installation instructions.


C.
Spare Parts:  Submit to the Director’s Representative duplicate parts for all glass or other easily breakable parts.

PART 2   PRODUCTS

2.01
GENERAL


A.
Equipment and accessories in contact with chlorine shall be of PVC, Type 316 stainless steel, or of other approved corrosion resistant material.


B.
Furnish equipment suitable for operation at location or by remote control.


C.
Accessories:  Supply necessary hoses, valves, clamps, tees, pipe, gages, straps, and supports.


D.
Ejector:  PVC diffusers.

2.02
GAS CHLORINATOR


A.
Standard of Quality:

FILL IN MODEL NUMBERS BELOW.  WORD PROCESSING PERSON:  DELETE UNDERLINES BEFORE ENTERING INFORMATION.


1.
Capital Controls:  ________.



2.
Fischer & Porter:  ________.



3.
General Signal-BIF Division:  ________.



4.
Wallace & Tiernan:  ________.

FILL IN BLANK BELOW.  WORD PROCESSING PERSON:  DELETE UNDERLINE BEFORE ENTERING INFORMATION.

B.
Chlorinator shall deliver chlorine at ________ lbs. per 24 hours to within 4 percent of a set rate.


C.
Scales:

FILL IN BLANKS BELOW. .  WORD PROCESSING PERSON:  DELETE UNDERLINES BEFORE ENTERING INFORMATION.


1.
Type:  ________.



2.
Capacity:  ________.


D.
Connectors:  Flexible.


E.
Breathing Apparatus:  Deliver to the Director’s Representative for use by the Facility.  Do not store where chlorine is used.



1.
Standard of Quality:




a.
Scott Health/Safety Products; Lancaster, N.Y.




b.
Mine Safety Appliances Co., Pittsburgh, Pa.




c.
Survivairs Division, U.S. Divers Co., Santa Ana, Calif.



2.
Certified by OSHA.



3.
30 minute service life.



4.
Pressure demand type.

2.03
HYPOCHLORINATORS


A.
Standard of Quality:



1.
BIF:  Model 1210.



2.
Chem-Tech International Series 200.



3.
Wallace & Tiernan:  Type A 747P.



4.
Liquid Metronics Inc.:  Series D11, Model 111.

SHOW SOLUTION TANK SIZE ON DRAWINGS.

B.
Furnish solution tank, and adjust delivery rate of hypochlorinator to obtain 60 gallons of solution per 24 hours.

2.04
COMPARATORS


A.
Standard of Quality:  Model CN-66, Hach Chemical Company, Loveland, Colorado.


B.
Supply a chlorine disc with scale from 0.1 to 3.0 ppm.


C.
Supply sample tubes and reagents.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install equipment in accordance with manufacturer’s printed instructions.


B.
Place equipment in operation and make necessary adjustments.
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