D&C  HGM/DMD:hf

SECTION 224217
SCULLERY SINK

PART 1   GENERAL

1.01
SUBMITTALS

USE PARAGRAPH BELOW ONLY WHEN DIRECTED BY DESIGNER FOR SINKS WITH SPECIAL SIZES OR CONFIGURATIONS.

A.
Shop Drawings:  Detailed dimensional drawings for sinks with special sizes or configurations.


B.
Product Data:  For sink and trim; include rough-in dimensions, specifications and installation instructions.


C.
Samples:  Submit one each of the following:



1.
Complete set of supply fittings.



2.
Complete set of drain fittings.



3.
Fixture trap.


D.
Samples will be returned, and if approved may be used in the Work.

1.02
QUALITY ASSURANCE


A.
Regulatory Requirements:



1.
Label:  Sink shall bear the Seal of Approval of the National Sanitation Foundation.



2.
Codes:  Conform to the State Uniform Fire Prevention and Building Code for minimum requirements.

PART 2   PRODUCTS

2.01
SINK


A.
Acceptable Manufacturers:



1.
Elkay Manufacturing Company, Broadview, IL.



2.
Just Manufacturing Company, Franklin Park, IL.



3.
Legion Stainless Sink Co., Augusta, GA.

DELETE DRAINBOARDS IN 3 PARAGRAPHS BELOW IF NOT REQUIRED.

B.
Material:  Stainless steel, Type 304.



1.
Sink and Drainboards:  14 gage minimum.



2.
Legs:  16 gage minimum.

SIZES IN PARAGRAPH BELOW ARE STANDARD.  CHECK DRAWINGS FOR VARIATION.

C.
Size:



1.
Compartments:  24 x 24 x 14 inches.



2.
Drainboards:  24 x 24 inches.


D.
Construction:



1.
Welded, with seams ground smooth.



2.
Corners coved 1/4 inch minimum radius.



3.
Continuous channel rim on front and ends, including drainboards, with 1-1/2 inch wide top pitched inward, and a 2 inch front apron finished with a sanitary turnunder.



4.
Compartments:  Bottoms pitched to drain, reinforced and sound deadened on the underside.



5.
Divider:  Seamlessly welded on both sides, top edge fully rounded.



6.
Backsplash:  8 inches high, 2 inches thick, 45 degree sloping top, with top and ends fully enclosed and returned to the wall.  Backsplash continuous for the length of sink and drainboards, and turned down in back to receive a clip hanger.



7.
Drainboards:  Integral with sink and pitched to drain.



8.
Punchings:




a.
Backsplash:  8 inches oc, over divider and 3-1/2 inches from top.




b.
Compartments:  Punch for 3-1/2 inch waste fitting at center of each compartment.



9.
Legs:  Tubular, seamless, 1-5/8 inch diameter with fully enclosed gussets, welded buffer plate and provisions for height adjustment.



10.
Feet:  Stainless steel floor flange, drilled and countersunk for bolting to floor; 3 inch minimum diameter.


E.
Finish:  Exposed to view surfaces polished to satin finish.


F.
Accessories:



1.
Clip Hanger:  Full length of backsplash; 12 gage galvanized steel.



2.
Gasket Material:  1/8 inch Neoprene rubber.



3.
Sealant:  One-part, mildew resistant silicone sealant; Dow Corning’s 786, General Electric’s Sanitary 1700, or Woodmont’s Bostick Silicone Rubber Bathroom Caulk.

2.02
TRIM


A.
Comply with FS WW-P-541.


B.
Supply Fitting:  Combination swing spout faucet having the following features:



1.
Brass or bronze construction.



2.
Inlets on 8 inch centers.



3.
Completely replaceable valve interior units.



4.
8 inch swing spout with aerator.



5.
Indexed metal handles.



6.
Cast escutcheons and 1/2 inch threaded couplings.



7.
Exposed to view parts polished and chrome plated.


C.
Supplies:  1/2 inch ips brass, with loose key stops and solid cast brass locking type escutcheons.


D.
Drain Fitting:  Lever handle waste, stainless steel strainer, brass drain body, 1-1/4 inch connected overflow and 2 inch tailpiece connection.


E.
Continuous Waste:  2 inch od brass tubing.


F.
Trap:  Cast brass P trap with 2 inch threaded outlet.


G.
Trap Nipple Escutcheon:  Threaded brass pipe to wall with a solid cast brass locking type escutcheon.

USE PARAGRAPH ABOVE OR BELOW AS REQUIRED.  CHECK WITH DESIGNER.

H.
Vertical Drain:  Cast brass elbow and tubing drain to floor with a solid cast brass locking type escutcheon.


I.
Finish:  Exposed to view trim polished and chrome plated.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install the Work of this section in accordance with the manufacturer’s printed installation instructions.


B.
Install drain fitting for each compartment.


C.
Set sink with rim 36 inches above finished floor.


D.
Bolt sink to floor.  Set floor flange in a bedding of sealant between each foot and floor.  Secure to floor with stainless steel flat head machine screws and expansion shields.


E.
Test components for proper operation.  Adjust as required.


F.
Clean and polish fixture and trim.


G.
Calk between sink and wall with sealant.  Strike a neat joint.
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