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SECTION 230517
EXPANSION JOINTS

THIS SECTION IS WRITTEN AROUND FLEXONICS CORPORATION’S PACKLESS BELLOWS, FULLY EQUALIZING TYPE JOINTS.
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Pipe Hangers and Supports:  Section 230529.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog sheets, specifications and installation instructions for joints and guides.

PART 2   PRODUCTS

2.01
EXPANSION JOINTS


A.
General Design:  Provide joints of the packless bellows, controlled flexing type, with end connections as required by the piping in which installed.


B.
Pressure Rating:

DELETE EITHER OF THE 2 SUBPARAGRAPHS BELOW AS REQUIRED BY PROJECT.


1.
For System Pressures Up to and Including 125 psig:  Furnish joints designed for a working pressure of 150 psig at 366 degrees F. and a hydrostatic test pressure of 1-1/2 times the maximum working pressure.



2.
For System Pressures in Excess of 125 psig:  Furnish joints designed for a working pressure of 250 psig at 450 degrees F. and a hydrostatic test pressure of 1-1/2 times the maximum working pressure.

WHEN DUAL TYPE JOINTS, WITH AN ANCHOR CENTERED BETWEEN THEM IS REQUIRED, EDIT BELOW AS REQUIRED SO AS TO RESULT IN A COMPLETE FACTORY PACKAGE.

C.
Fabrication:  Furnish Type 304, 321 or 347 stainless steel bellows welded in cylindrical form, having only longitudinal welds, hydraulically formed to final configuration, with T shaped fully formed steel control rings to reinforce and limit the maximum compression on each corrugation and a full length steel liner or interval sleeve.  Furnish flanged end type joints with steel plate flanges of 150 lb. or 300 lb. ASA drilling, as required by the system in which installed.

2.02
GUIDES


A.
Furnish steel pipe guides designed for use with expansion joints, the product as furnished by the joint manufacturer or a qualified pipe hanger manufacturer as approved.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Provide expansion joints and pipe guides of type, size and in number as indicated.


B.
Install joints and guides in complete accordance with the manufacturer’s printed instructions.

END OF SECTION
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