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SECTION 230554
DUCT AND EQUIPMENT IDENTIFICATION

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Mechanical Painting:  Section 099103.

1.02
DELIVERY, STORAGE AND HANDLING


A.
Deliver paint to the Site in original, new unopened containers, bearing manufacturers' printed labels.


B.
Store materials at the site where directed.  Keep storage space clean and accessible to the Director's Representative at all times.

PART 2   PRODUCTS

2.01
MATERIALS

MAKE SURE TO KEEP PAINT TYPE IAL-3 IN SECTION 099103.  IF SECTION 099103 IS NOT REQUIRED COPY AND PASTE PAINT TYPE IAL-3 FROM SECTION 099103 AND REPLACE PARAGRAPH BELOW.

A.
Paint:  Type IAL-3 specified in Section 099103.

PART 3   EXECUTION

3.01
PREPARATION


A.
Protection:  Cover and protect surfaces to be painted, adjacent surfaces not to be painted, and removed furnishings and equipment from existing paint removals, airborne sanding particles, cleaning fluids and paint spills using suitable drop cloths, barriers and other protective devices.



1.
Schedule and coordinate surface preparations so as not to interfere with work of other trades or allow airborne sanding dust particle to fall on freshly painted surfaces.  Do not perform the Work of this Section until testing, insulation and finish painting Work have been completed.



2.
Provide adequate natural or mechanical ventilation to allow surfaces to be prepared and painted in accordance with product manufacturer’s instructions and applicable regulations.



3.
Provide and maintain “Wet Paint” signs, temporary barriers and other protective devices necessary to protect prepared and freshly painted surfaces from damages until Work has been accepted.


B.
Clean and prepare surfaces to be painted in accordance with specifications, paint manufacturer’s approved product data sheets and printed label instructions.  In the event of conflicting instructions or directions, the more stringent requirements shall apply.



1.
Cleaners:  Use only approved products manufactured or recommended by finish paint manufacturer.  Unless otherwise recommended by cleaner manufacturer, thoroughly rinse with clean water to remove surface contaminants and cleaner residue.

3.02
DUCT IDENTIFICATION


A.
Identify exposed ductwork, bare or insulated, directly connected to air handling apparatus, in the following spaces or rooms, by means of painted stenciled legends:

EDIT LIST BELOW AS REQUIRED.


1.
Mechanical Equipment.



2.
Steam Service.



3.
Refrigeration Machine.



4.
Boiler.



5.
Penthouse.



6.
Power House.


B.
Locate stenciled legends to be readily visible from any point of observation.  Stencil identification along center line of duct, close to equipment.  Where view is unobstructed from two directions, apply two sets of stenciling (both sides), visible from each direction.


C.
Letter Size:  1-1/2 inches in height.


D.
Samples of Ductwork Identification:



1.
Fresh Air Supply.



2.
Air Cond. Supply Air.



3.
Air Cond. Return Air.



4.
Recirc. Cond. Air.



5.
Exhaust Air.


E.
Colors:  Paint stenciled letters black.  Where the background color is dark, paint background white before stenciling.

3.03
EQUIPMENT IDENTIFICATION


A.
Identify mechanical equipment, bare or insulated, installed in the following spaces or rooms, by means of painted stenciled legends:

EDIT LIST BELOW AS REQUIRED.


1.
Mechanical Equipment.



2.
Steam Service.



3.
Refrigeration Machine.



4.
Boiler.



5.
Penthouse.



6.
Power House.


B.
Paint stenciled legends black, a minimum of 1-1/2 inches in height, located to be readily visible from a reasonable point of view.  Place identification along center line of equipment, if possible.


C.
Samples of Equipment Identification:



1.
Air Cond. Unit AC 1.



2.
Supply Fan S 1.



3.
Exhaust Fan E 1.



4.
Return Fan R 1.

3.04
APPLICATION OF PAINT


A.
Stencil Painting:  Apply with a brush or aerosol type spray can.

3.05
CLEANING


A.
Clean adjacent surfaces of paint spatters resulting from the Work of this Section.

END OF SECTION
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