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SECTION 232201
STEAM SPECIALTIES

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Pipe and Pipe Fittings:  Section 232000.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog sheets, specifications and installation instructions for all items specified.

PART 2   PRODUCTS

2.01
FLASH TANK

INSERT BELOW WHEN SMALL FLASH TANKS ARE REQUIRED ON HVAC JOBS FOR FLASHING HP OR MP STEAM.  MAKE SURE DETAIL IS ON DRAWINGS.

A.
Fabricate tank from Schedule 80 black steel pipe with 3/8” thick steel plates welded on ends.  Refer to drawings for design and dimensions of tank.

2.02
STEAM VENTS


A.
Radiation Vents:



1.
Cast Iron Radiation:  Hoffman Corp. No. 1A.



2.
Cast Iron Radiation (Vacuum Systems):  Hoffman Corp No. 2A.



3.
Convector and Finned Type Radiation:  Hoffman Corp. No. 1-B, for operating pressures up to 1-1/2 psig, and Nos. 71A, 71B and 71C for pressures up to 10 psig.


B.
Main Steam Vents:



1.
Small Systems: For operating pressures Up To 2 psig; Hoffman Corp. No. 4A.



2.
Medium and Large Systems:  For operating pressures up to 1-1/2, 3, and 10 psig respectively; Hoffman Corp. Nos. 75A, 75, and 75H.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install specialties at locations indicated on drawings or specified.


B.
Flash Tanks:  Provide complete with steel supporting brackets, with tank welded to brackets.
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