D&C  WB/DMD:gp
CENTRIFUGAL TYPE CEILING


SECTION 233420
RESIDENTIAL EXHAUST FANS

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Metal Ductwork:  Section 233113.


B.
Wiring for Motors and Motor Controllers:  Section 260523.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog sheets and installation instructions for each size fan.

1.03
QUALITY ASSURANCE


A.
Regulatory Requirements:  Electrical components shall be UL listed.

PART 2   PRODUCTS

2.01
MANUFACTURERS/COMPANIES


A.
Fasco Industries.


B.
Nutone, Division of Scovill.


C.
Penn Ventilator Co.

2.02
EXHAUST FANS


A.
General Design:  Fans shall be complete with sheet steel unit casing, air intake grille, electric motor, electrical terminal box, wall switch and wall cap.


B.
Components:



1.
Fan Wheel:  Centrifugal type, with a corrosion resistant coating, direct connected to an electric motor.  Fan scroll shall be fabricated of sheet steel with a corrosion resistant coating.  The entire fan assembly shall be easily removable from unit casing.



2.
Unit Casing:  Heavy gage sheet steel with a corrosion resistant coating.  Discharge outlet shall be complete with discharge damper.



3.
Motor:  Complete with built-in thermal overload protection, designed to operate on 120 volt, 60 Hz, 1 phase service.  Motor shall be complete with electric cord, plug and electrical receptacle inside housing.



4.
Inlet Air Grille:  Silver anodized aluminum or chromium plated steel.



5.
Wall Cap:  Anodized aluminum or sheet steel with a corrosion resistant coating, complete with built-in back draft damper.



6.
Motor Control:  Wall switch as furnished by the fan manufacturer, with a chromium plated wall plate, for use with a standard electrical wall box.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install ceiling fan units and related components in accordance with manufacturer’s printed instructions and approved shop drawings.
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