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BEFORE INCLUDING ANY REQUIREMENTS FOR SEISMIC RESTRAINTS, VERIFY WITH TEAM LEADER AND/OR STRUCTURAL DESIGNTHAT IT IS REQUIRED FOR PROJECT. 
SECTION 235123
GAS VENTS
PART 1   GENERAL

1.01
PRODUCTS FURNISHED BUT NOT INSTALLED UNDER THIS SECTION

EDIT PARAGRAPH BELOW AS REQUIRED.  COORDINATE WITH RELATED CONTRACTS.  DELETE PARAGRAPH BELOW ON SINGLE CONTRACT JOBS.

A.
Roof support, roof flashing and storm collar.

DELETEPARAGRAPH BELOW ON SINGLE CONTRACT JOBS.

B.
Furnish Construction Contractor with two sets of approved drawings showing exact location and dimensions of roof opening required for chimney pipe.

EDIT ARTICLE BELOW AS REQUIRED.

1.02
RELATED WORK SPECIFIED ELSEWHERE


A.
Hot Water Heaters:  Section ______________.

USE PARAGRAPH BELOW WHEN SEISMIC RESTRAINT SYSTEM IS REQUIRED.


B.
Seismic Restraints for Ductwork:  Section 233113.

1.03
SUBMITTALS


A.
Shop Drawings:  Scale drawings showing prefabricated chimney components, guy wire layout, and relationship to hot water heater, equipment, and building structure including all connections. 



1.
Submit all job specific design calculations.


B.
Product Data:  Catalog sheets, specifications and installation instructions for each item supplied, including accessory items such as sealant.


C.
Contract Closeout Submittals:



1.
Warranty:  Copy of specified Warranty.

1.04
QUALITY ASSURANCE


A.
Regulatory Requirements:



1.
Gas vents shall be designed and installed in accordance with the requirements of the NFPA and all components shall be UL listed and labeled for use with UL Category I gas burning appliances.


2.
Comply with the applicable requirements of the Sheet Metal and Air Conditioning Contractors National Association, unless otherwise shown or specified.

PART 2   PRODUCTS

2.01
MANUFACTURERS/COMPANIES


A.
Selkirk Commercial Products Group, 815 Kimberly Drive, Carol Stream, IL  60188, (800) 624-8642, www.selkirkcommercial.com.

B.
Metal-Fab Inc., P.O. Box 1138, Wichita, KS  67201, (316) 771-4154, www.metal-fabinc.com.

2.02
TYPE B GAS VENT

A.
Acceptable Gas Vents:



1.
Selkirk Models RV (3 inch thru 8 inch sizes) and Model QC (10 inch thru 48 inch sizes).


2.
Metal - Fab Model M.

B.
Type:  Factory fabricated, round sectional, double walled chimney with twist lock end joints, tested in accordance with UL 441, and rated for 480 degrees F. 


1.
Construction:



a.
Inner Shell:  




1)
Sizes 3 inch thru 8 inch:  0.012 inch thick aluminum alloy.




2)
Sizes 10 inch thru 30 inch:  0.018 inch thick aluminum alloy.




b.
Outer Shell:  





1)
Sizes 3 inch thru 14 inch:  0.018 inch thick G-90 galvanized steel.





2)
Sizes 16 inch thru 30 inch:  0.024 inch thick aluminum alloy.




c.
Annular Insulating Air Space:




1)
Sizes 3 inch thru 6 inch:  1/4 inch thick.




2)
Sizes 7 inch thru 30 inch:  1/2 inch thick.

C.
Chimney fittings, supports, anchor plates, roof flashing, storm collar, storm cap and other miscellaneous items shall be of the same manufacture as the chimney.  
D.
Termination cap shall be of the bird proof type.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install gas vents in accordance with the manufacturer’s printed installation instructions.

END OF SECTION

THE REMAINDER OF THIS DOCUMENT IS FOR INFORMATION ONLY; NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.

Category I Appliance: Operates with neutral/negative vent static pressure, flue gas temperature does not exceed 550 degrees, and conforms to NFPA 54 & UL 441 (B Vent). 

END OF INFORMATION
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