
SECTION 262813
FUSES

PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications and installation instructions.

1.02
MAINTENANCE


A.
Spare Parts:



1.
Six spare fuses of each size and category, including any accessories required for a complete installation.



2.
Special tools if required for installation or removal of fuses.

PART 2   PRODUCTS

2.01
FUSEHOLDERS


A.
Equipment provided shall be furnished with fuseholders to accommodate the fuses specified.

2.02
FUSES RATED 600V OR LESS


A.
Fuses for Safety Switches (Motor, Lighting and Heating Circuits) and Service Disconnects:



1.
Cartridge Type (250 Volts, 600 Amperes or Less):  Dual element time-delay, UL Class RK-1, 200,000 amperes R.M.S. symmetrical interrupting capacity:




a.
Mersen Inc.’s Type A2D-R.



b.
Cooper Industries Inc.'s/Bussman Div. Type LPN-RK-SP.



c.
Littlefuse Inc.'s Type LLNRK.



2.
Cartridge Type (600 Volts, 600 Amperes or Less):  Dual element time-delay, UL Class RK-1, 200,000 amperes R.M.S. symmetrical interrupting capacity:




a.
Mersen Inc.’s Type A6D-R.



b.
Cooper Industries Inc.'s/Bussmann Div. Type LPS-RK-SPI.




c.
Littlefuse Inc.'s Type LLSRK-ID.



3.
Cartridge Type (600 Volts or Less - Above 600 Amperes):  Current limiting, UL Class L, 200,000 amperes R.M.S. symmetrical interrupting capacity:




a.
Mersen Inc.’s Type A4BQ.




b.
Cooper Industries Inc.'s/Bussmann Div. Type KRP-C.



c.
Littlefuse Inc.'s Type KLPC.

2.03
FUSES RATED OVER 600V


A.
Fuses for Metal Enclosed Interrupter Switchgear:



1.
Current Limiting, Silver-Sand Type:  Mersen Type 9F60 or 9F62, or Eaton/ Cutler-Hammer Corp.'s Type CLE.


2.
Boric-Acid Type:  Eaton/ Cutler-Hammer. Corp.'s Type RBA with condenser or S & C Electric Co.'s Type SM with snuffler.


B.
Fuses for 35KV Service Switch and Fuse Assembly:  Mersen 9F60 or S & C Electric Co.'s Type SM-5.

CHOOSE THE FUSES FOR THE 35KV SERVICE SWITCH BASED UPON THE ELECTRIC UTILITY COMPANY'S REQUIREMENTS.  Type SM-4 & SM-20 ARE ALSO CHOICES FOR USE AS SERVICE FUSES.

C.
Fuses for Pad Mounted High Voltage Switch and Fuse Assembly:  Mersen 9F60 or 9F62, or S & C Electric Co.'s Type SML.


D.
Fuses for Fused Load Break Interrupter Switches: Mersen Type 9F60 or 9F62, or Eaton/ Cutler-Hammer Corp.'s Type CLE, or S & C Electric Co.'s Type SM. 


E.
Fuses for Primary Cutouts:



1.
Cutouts Rated 5.2KV:  EEI-NEMA standard Type K (fast) distribution fuse links: As manufactured by Cooper Bussmann or S & C Electric Co.


2.
Cutouts Rated 14.4KV:  EEI-NEMA standard Type K (fast) distribution fuse links: As manufactured by Cooper Bussmann or S & C Electric Co.



3.
Cutouts Rated 38KV:  EEI-NEMA standard Type K (fast) distribution fuse links, to suit primary cutouts.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install fuses in respective equipment.

INDICATE ON DRAWINGS, VOLTAGE, CURRENT AND INTERRUPTING RATING OF FUSES IF NOT SPECIFIED.
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