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SECTION 262815

CIRCUIT BREAKERS FOR EXISTING PANELBOARDS

DO NOT ASSUME THAT CIRCUIT BREAKERS ARE AVAILABLE FOR EXISTING PANELBOARDS (CHECK WITH MANUFACTURER’S REPRESENTATIVE).  IF PANELBOARD WAS MANUFACTURED BY A COMPANY NOW OUT OF BUSINESS, OR IS MORE THAN 12 YEARS OLD, INITIALLY CONSIDER ALTERNATE METHODS OF PROVIDING ADDITIONAL CIRCUITS INSTEAD OF SEARCHING FOR CIRCUIT BREAKERS FOR EXISTING PANELBOARDS.
PART 1   GENERAL

1.01
SUBMITTALS


A.
Not required.

PART 2   PRODUCTS

2.01
CIRCUIT BREAKERS


A.
Similar to existing circuit breakers.


B.
Compatible with existing panelboard.


C.
Number of poles and ampere trip rating as indicated on drawings.


D.
Complete with accessories required for installation.

PART 3   EXECUTION

3.01
INSTALLATION

INDICATE ON DRAWINGS NUMBER OF POLES AND ATE OF NEW BREAKERS.  DO NOT INDICATE FRAME SIZE UNLESS EXACT DATA IS AVAILABLE FOR THE EXISTING PANEL.  IF EXISTING CIRCUIT BREAKERS ARE REMOVED TO ACCOMMODATE NEW CIRCUIT BREAKERS, INDICATE IN SECTION 017329 THAT THE REMOVED CIRCUIT BREAKERS ARE TO REMAIN FACILITY PROPERTY.

A.
Install new circuit breakers in existing panelboards where indicated.


B.
Add new circuits equally across phases to prevent overloading any phase in the panelboard.  After new and existing circuits are energized, take current reading on panelboard feeder during a heavy usage time period.  If phases are substantially unbalanced, rearrange both new and existing circuits in panelboard to equally distribute load between all phases, and provide new typewritten directory indicating equipment controlled by each circuit breaker.

END OF SECTION
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