
SECTION 262817
ENCLOSED CIRCUIT BREAKERS

PART 1   GENERAL

1.01
SUBMITTALS


A.
Waiver of Submittals:  The “Waiver of Certain Submittal Requirements” in Section 013300 does not apply to this Section.


B.
Product Data:  Catalog sheets, specifications and installation instructions.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Enclosed Circuit Breakers:  As produced by Eaton/ Cutler-Hammer Corp.., General Electric Co., Siemens Power Systems Inc., or Square-D Co. having:



1.
NEMA 1 enclosure unless otherwise indicated on the drawings.



2.
Solid neutral.



3.
Voltage rating, current rating, symmetrical current interrupt rating 10,000 AIC (unless otherwise indicated on drawing or specified elsewhere) and number of poles as indicated on the drawings.



4.
Circuit breakers to suit requirements.



5.
Under 50 ampere trip element, enclosure has means to lock circuit breaker position on or off using standard padlock.



6.
Ampere trip elements 50 and above have industrial type enclosure with door and side handle.  Handle position is lockable using standard padlock.

2.02
NAMEPLATES


A.
Phenolic:  Engraved plates, minimum 3/4” wide and length as required by inscription:  Seton Name Plate Corp.


B.
Stamped Metal:  Standard stamped or embossed aluminum tags, minimum 3/4” wide and length as required by inscription:  Tech Products, Inc.; Seton Name Plate Corp.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Mount enclosed circuit breakers on wall so that maximum height above the floor to the center of operating handle does not exceed 6-1/2’.


B.
Provide phenolic or stamped metal nameplates on cover of each enclosed circuit breaker indicating purpose or load served by the circuit breaker.

INDICATE ON DRAWINGS FLUSH OR SURFACE MOUNTING, VOLTAGE, FRAME, POLES, ATE, MINIMUM SYMMETRICAL CURRENT INTERRUPT, AND NEMA TYPE ENCLOSURE IF OTHER THAN NEMA 1.  ALSO INDICATE IF ATE IS TO BE INTERCHANGEABLE.
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