D&C  FJS:hf

SECTION 262818

LOCAL CIRCUIT BREAKERS - FOR CELLS

PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:  Catalog sheets, specifications and installation instructions.

PART 2   PRODUCTS

2.01
LOCAL CIRCUIT BREAKERS


A.
As produced by Heinemann Electric Co., having:



1.
NEMA 1 enclosure unless otherwise indicated on the drawings.



2.
Solid Neutral.



3.
Voltage rating, current rating and number of poles as indicated on the drawings.



4.
Circuit breakers as follows:

	VOLTS
	POLES
	FRAME
	ATE/FIXED
	MIN. I.C.
	HEINEMAN

	120
	1
	100
	.01-100
	5000
	CF


2.02
NAMEPLATES


A.
Phenolic:  Engraved plates, minimum 3/4” wide and length as required by inscription:  Seton Name Plate Corp.


B.
Stamped Metal:  Standard stamped or embossed aluminum tags, minimum 3/4” wide and length as required by inscription:  Tech Products, Inc.; Seton Name Plate Corp.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Mount local circuit breakers on wall so that maximum height above the floor to the center of operating handle does not exceed 6-1/2’.


B.
Provide phenolic or stamped metal nameplates on cover of each enclosed circuit breaker indicating purpose or load served by the circuit breaker.

END OF SECTION
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