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SECTION 265190
INCANDESCENT FIXTURES

SEE INFORMATION AT END OF SECTION.
PART 1   GENERAL
1.01
SUBMITTALS

A.
Waiver of Submittals:  The “Waiver of Certain Submittal Requirements” in Section 013300 does not apply to this Section.


B.
Product Data:  Catalog sheets, specifications and installation instructions.


C.
Samples:  One of each product if requested.

PART 2   PRODUCTS
2.01
GENERAL

A.
Equip fixtures with:



1.
Plaster frames as required for installation of recessed and semi-recessed fixtures.



2.
Lamps by General Electric Co., GTE/Sylvania, or Westinghouse Electric Corp.

2.02
FIXTURE TYPES
AVOID THE USE OF INCANDESCENT LIGHTING SOURCES.  SOME FLUORESCENT AND H.I.D. LIGHTING FIXTURES AVAILABLE AS POSSIBLE SUBSTITUTES FOR FIXTURES FORMERLY SPECIFIED IN THIS SECTION ARE:
	FORMERLY:
	POSSIBLE SUBSTITUTES:

	TYPE A
	CS-3, VS-5

	TYPE B
	YW-2, VW-3, HPS-6

	TYPE C, D
	IF-1, MH-3, HPS-3

	TYPE E
	IW, HPS-7

	TYPE HC
	VH

	TYPE R
	VS-3, VS-5, VW-2, VW-3

	TYPE NL
	CNL

	TYPE V
	VS-3, VS-5A, VW-2, VW-3


PART 3   EXECUTION
3.01
INSTALLATION

A.
Fixtures:  Install fixtures at locations indicated on the drawings.

END OF SECTION

THE REMAINDER OF THIS SECTION IS FOR INFORMATION ONLY: NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.


1.
Indicate on drawings type and wattage of each fixture.



2.
Indicate on drawings mounting details (including height) for all fixtures.  Coordinate with Section 260529.



3.
Indicate type of lamp required for each fixture by including lamp ordering code in fixture description.  Use energy saver lamps when applicable:

	Standard Lamp
	Energy Saver Code

	40W (40A)
	36A/SS

	60W (60A)
	54A/SS

	75W (75A)
	69A/SS

	100W (100A)
	93A/SS

	150W (150A)
	143A/SS


END OF INFORMATION
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