SECTION 265300
EXIT LIGHT FIXTURES

SEE INFORMATION AT END OF SECTION
PART 1   GENERAL
1.01
SUBMITTALS

A.
Waiver of Submittals:  The “Waiver of Certain Submittals Requirements” in Section 013300 does not apply to this Section.


B.
Product Data:  Catalog sheets, specifications and installation instructions.


C.
Samples:  One of each product if different from Company or catalog number specified.

1.02
QUALITY ASSURANCE

A.
List of Installations:  If brand names other than those specified are proposed for use, furnish the name, address, and telephone number of at least 5 comparable installations which can prove the proposed products have operated satisfactorily for one year.

1.03
MAINTENANCE

A.
Special Tools: Furnish 2 tools to remove and install fasteners on fixtures equipped with vandal resistant fasteners.

PART 2   PRODUCTS
2.01
EXIT LIGHT FIXTURES

A.
Type XL:  Exitronix’s Series 600, Siltron Illumination Inc.’s VX series, or Cooper Lighting Company’s EXL series, having:



1.
Bronze finish.



2.
Directional arrows where indicated on drawings.



3.
Red light emitting diodes (L.E.D.s) with protective polycarbonate clear lens to protect L.E.D.s.  Fixtures shall not contain optical or light diffusing panels.



4.
Downlight (except recessed fixtures).



5.
Vandal resistant fasteners.



6.
Mounting designed for:




XL1 - Wall, recessed.




XL2 - Wall, surface.




XL3 - Wall, extended (end mount), single face.




XL4 - Ceiling, single face.




XL5 - Stem (to mount fixture 8 feet AFF), single face.




XL6 - Wall, extended (end mount), double face.




XL7 - Ceiling, double face.




XL8 - Stem (to mount fixture 8 feet AFF),double face.


B.
Type XLE: Exitronix’s Series 600, Siltron Illumination Inc.’s VX series, or Cooper Lighting Company’s EXL series, having:


1.
Bronze finish.



2.
Directional arrows where indicated on drawings.



3.
Red light emitting diodes (L.E.D.s) with protective polycarbonate clear lens to protect L.E.D.s.  Fixtures shall not contain optical or light diffusing panels.



4.
Downlight (except recessed fixtures).



5.
Nickel cadmium or lead acid battery pack which illuminates L.E.D lamps upon failure of normal source and maintains not less than 60 percent of the initial emergency illumination for a period of at least 1-1/2 hours.



6.
Vandal resistant fastener.



7.
Mounting designed for:




XLE1 - Wall, recessed.




XLE2 - Wall, surface.




XLE3 - Wall, extended (end mount), single face.




XLE4 - Ceiling, single face.




XLE5 - Stem (to mount fixture 8 feet AFF), single face.




XLE6 - Wall, extended (end mount), double face.




XLE7 - Ceiling, double face.




XLE8 - Stem (to mount fixture 8 feet AFF), double face.

USE TYPE XVR EXIT LIGHTS IN AREAS SUBJECT TO VANDALISM.

C.
Type XVR:  Kenall Mfg. Co.’s MMEX Series, L.C. Doan Co.’s XTL Series having:



1.
Red light emitting diodes (L.E.D.s) with protective polycarbonate clear lens to protect L.E.D.s.  Fixtures shall not contain optical or light diffusing panels.



2.
Directional arrows where indicated on drawings.



3.
Vandal resistant fasteners.

INCLUDE SUBPARAGRAPH BELOW FOR DAMP LOCATIONS.


4.
Gasket.



5.
Mounting designed for:




XVR 2 - Wall, surface.




XVR 3 - Wall, extended (end mount), single face.




XVR 4 - Ceiling, single face.




XVR 6 - Wall, extended (end mount), double face.




XVR 7 - Ceiling, double face.
TYPE XEVR SIMILAR TO TYPE XVR EXCEPT EQUIPPED WITH BATTERY BACKUP.

D.
Type XEVR:  Kenall Mfg. Co.’s MMEX Series, L.C. Doan Co.’s XTL Series having:



1.
Red light emitting diodes (L.E.D.s) with protective polycarbonate clear lens to protect L.E.D.s.  Fixtures shall not contain optical or light diffusing panels.



2.
Battery pack which illuminates LED lamp upon failure of normal source and maintains not less than 60 percent of the initial emergency illumination for a period of at least l-l/2 hours.



3.
Directional arrows where indicated on drawings.



4.
Vandal resistant fasteners.

INCLUDE SUBPARAGRAPH BELOW  FOR DAMP LOCATIONS.


5.
Gasket.




XEVR 2 - Wall, surface.




XEVR 3 - Wall, extended (end mount), single face.




XEVR 4 - Ceiling, single face.




XEVR 6 - Wall, extended (end mount), double face.




XEVR 7 - Ceiling, double face.

PART 3   EXECUTION
3.01
INSTALLATION

A.
Install the Work of this Section in accordance with the manufacturer’s printed instructions.

END OF SECTION

THE REMAINDER OF THIS SECTION IS FOR INFORMATION ONLY; NOT TO BE INCLUDED IN PROJECT SPECIFICATIONS.


1.
Indicate on drawings:




a.
Type of each exit fixture.




b.
Directional arrows if required.




c.
Mounting height of pendent mounted fixtures if other than 8’AFF.



2.
Codes, Standards, and References applicable to installation of exit fixtures:




a.
NEC (Art. 517).




b.
Life Safety Code (NFPA 101) Section No. 7.10 (ANSI).




c.
UL 924 Emergency Lighting and Power Equipment.

END OF INFORMATION
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