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SECTION 311000
SITE CLEARING
PART 1   GENERAL

1.01
REGULATORY REQUIREMENTS


A.
Open Fires:  Comply with the rules and regulations of the Department of Environmental Conservation Title 6, Chapter III Air Resources, Part 215.  A permit is required before any burning is allowed.


B.
Herbicides:  Comply with the rules and regulations of the Department of Environmental Conservation Title 6, Chapter 4 Quality Services, Parts 320 through 329.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Tree Pruning Compound:  Waterproof, antiseptic, elastic and free of kerosene, coal tar, creosote, and other substances harmful to plants.


B.
Herbicides:  A chemical or a combination of chemicals which, according to the manufacturer’s label, will kill stumps and roots.  Deliver herbicides to the site in original manufacturers containers indicating type and percentage of chemical, and application instructions.

PART 3   EXECUTION

3.01
PREPARATION


A.
Protection



1.
Prevent damage to buildings, pavement, pipes, conduits, poles and other structures above and below ground that are adjoining or included in the contract area.  Repair damage resulting from the contractor’s negligence.



2.
Protect existing trees and shrubs not to be removed.  Cut back to point of branching all broken branches and skinned areas.  Treat exposed wood with tree pruning compound.



3.
Store materials and equipment in cleared areas away from tree roots. Prevent employees and equipment from trampling over woodland, existing planting, and established lawns.

3.02
REMOVALS


A.
Remove all living or dead tree and shrub growth where indicated or specified.


B.
Top and limb all trees before felling, unless otherwise approved by the Director’s Representative.

EDIT BELOW TO SUIT PROJECT.  DELETE LAST SENTENCE BELOW FOR SMALL JOBS.

C.
Cut all stumps 6 inches above ground.  Apply a herbicide to the stumps and root area in accordance with the manufacturer’s application instructions.  Mix a red or yellow dye with the herbicide for identification purposes.

EDIT PARAGRAPH BELOW TO SUIT PROJECT.

D.
Chip out stumps to a depth of not less than 6 inches below finished grade.  Backfill stump holes with topsoil.

DELETE ARTICLE BELOW IF PRUNING NOT INCLUDED IN CONTRACT.
3.03
PRUNING


A.
Prune trees where indicated of undesirable wood with the resulting crown shaped to the natural habit of the tree.  Remove all diseased and dead branches, and branches interfering with healthy growth.  Scar trace bark wounds as directed.  All cuts shall be cleanly made with sharp tools, flush with the parent trunk or limb.  Paint cuts over 3 inches in diameter with tree pruning compound.

3.04
CLEAN UP


A.
Dispose of all diseased Elmwood within 4 days after cutting by burning or by other methods approved by the Department of Environmental Conservation.


B.
Remove and dispose of all logs, tree trimmings, and debris from State property.  Leave Work area in a neat uncluttered condition.
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