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SECTION 313600
GABIONS

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Earthwork:  Section 310000.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog cuts, specifications and installation instructions for gabions.

PART 2   PRODUCTS

MAKE SURE DRAWINGS INDICATE IF GABIONS ARE GALVANIZED OR PVC COATED GALVANIZED.
2.01
GABIONS


A.
Conform to DOT Section 712-15 Gabions.

PART 3   EXECUTION

3.01
INSTALLATION

BE SURE CONSTRUCTION DETAILS ARE INDICATED ON DRAWINGS.

A.
Assemble each gabion unit by binding all vertical edges with wire ties spaced 6 inches oc, or with a continuous piece of connecting wire stitched around the vertical edges with coils approximately every 4 inches.


B.
Set gabions to line and grade in conformance with the indicated details.  Stagger all vertical joints.


C.
Place gabions in tension prior to filling with stone to achieve alignment and compaction.  Wire all adjacent courses together in the same manner as described for assembly.


D.
Fill gabions by careful hand placement of stones along all visible faces to assure alignment.  Avoid bulges and voids.


E.
Close lid and secure with wire ties.

END OF SECTION
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