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SECTION 321281
BITUMINOUS DOUBLE SURFACE TREATMENT

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Earthwork and Subbase Course:  Section 310000.

1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s name and brand of bituminous material.

1.03
QUALITY ASSURANCE


A.
Comply with the applicable requirements of DOT Section 410, except as specified or indicated otherwise.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Bituminous Material:  DOT Section 702, Table 702-5 Material Designation 702-3101 Grade RS-2, or Table 702-6 Material Designation 702-4101 Grade CRS-2.


B.
Crushed Stone:  DOT Material Designation 703-0201, No. 1 and 1A.

PART 3   EXECUTION

3.01
APPLYING BITUMINOUS DOUBLE SURFACE TREATMENT


A.
Prepare subbase course as indicated and specified.


B.
First Surface Treatment:



1.
Spray bituminous material uniformly over the prepared surface with an approved pressure distributor at a rate of 0.50 gallon per square yard.



2.
Immediately spread No. 1 crushed stone over the bituminous material at a rate of 30 pounds per square yard.  Roll stone to form an even surface with a 10 ton, self-propelled roller.


C.
Second Surface Treatment:



1.
Spray bituminous material over the first surface treatment uniformly at a rate of 0.40 gallon per square yard.



2.
Immediately spread No. 1A crushed stone over the bituminous material at a rate of 25 pounds per square yard.  Roll stone to form an even surface with a 10 ton self-propelled roller.

END OF SECTION
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