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SECTION 321619
ASPHALT CONCRETE CURBS

MAKE CERTAIN CURB SECTION IS INDICATED ON DRAWING.
PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:



1.
Brand and manufacturer’s name of bituminous material.


B.
Quality Control Submittals:



1.
Plant name and location of asphalt concrete supplier.

1.02
PROJECT CONDITIONS


A.
Environmental Requirements:



1.
The surface temperature in DOT Table 401-2 shall, in all cases, be the controlling temperature at which material is placed.  Discontinue curb installation when surface temperatures fall below these requirements.



2.
Do not place asphalt concrete on any wet surface, or when weather conditions otherwise prevent the proper handling or finishing of bituminous mixtures as determined by the Director’s Representative.

PART 2   PRODUCTS

2.01
MATERIALS

OMIT PARAGRAPH BELOW IF CURB IS TO BE INSTALLED ON A FRESHLY LAID ASPHALT SURFACE.

A.
Bituminous material tack coat:  DOT Table 702-5, Material Designation 702-3001.


B.
Asphalt Concrete Curb:  DOT Sections 714-06 and 609-3.08 Paragraph A.

PART 3   EXECUTION

3.01
PREPARATION


A.
Clean surface of all loose and deleterious material.

OMIT PARAGRAPH BELOW IF CURB IS TO BE INSTALLED ON A FRESHLY LAID ASPHALT SURFACE.

B.
Apply tack coat in accordance with DOT Section 609-3.08 Paragraph B.

3.02
INSTALLATION


A.
Install asphalt concrete curbs with a self-propelled automatic curber in accordance with DOT Section 609-3.08 Paragraphs B and C.


B.
Backfill curbs with earth within 24 hours after placement.
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