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SECTION 321640
GRANITE CURBS

PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Earthwork:  Section 310000.

1.02
SUBMITTALS


A.
Samples:



1.
Granite Curb:  Minimum 1 foot long section.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Stone:  Granite shall be tough, dense, sound and durable, of uniform light color, reasonably fine grained and free from seams, cracks or other structural defects.


B.
Granite Curbs:



1.
Match existing curb as to color, appearance and dimensions.

EDIT ABOVE AND BELOW TO SUIT PROJECT.


2.
Furnish curbs with sawed top, split face and ends.  Straight pieces shall be a minimum of 3 feet long.  Curb segments on curves with radius of 100 feet or less shall be shaped to the required curvature, with the ends split on radial lines.



3.
Indicated dimensions for curb segments shall not vary more than 2 inches for depth and 1 inch for width.



4.
Top and front surfaces shall be true planes at right angles to each other, as seen with a straight edge.  No projection greater than 3/4 inch or depression greater than 1/2 inch on the split surfaces will be acceptable.  Top surface shall not vary more than 1/8 inch.



5.
Drill holes will not be permitted in exposed curb surfaces.


C.
Dry Concrete:  One part Portland cement mixed with six parts DOT No. 1A coarse aggregate dry mix.

PART 3   EXECUTION

3.01
INSTALLATION

EDIT BELOW TO SUIT PROJECT.

A.
Remove mortar and concrete from existing curbs to be reused.


B.
Set curbs true to line and grade on a foundation of one cubic foot of dry concrete for each linear foot of curb installed.  Fill voids to completely support entire length of curb.


C.
Butt joint curb sections together.

END OF SECTION
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