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SECTION 321713
PRECAST CONCRETE PARKING BUMPERS

PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:  Catalog cuts, specifications, and installation instructions for precast bumpers.


B.
Quality Control Submittals:



1.
Test Reports:  Random freeze thaw tests shall be conducted by the manufacturer.  Test specimens shall retain 60 percent of its initial modulus of elasticity after 300 cycles.  Furnish test results to the Director upon request.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Precast Concrete:  Normal weight, 5000 psi, air entrained concrete.  Air content shall be 6 percent by volume within an allowable tolerance of plus or minus 1.5 percent.


B.
Bar Reinforcement:  ASTM A 615, Grade 40, deformed.


C.
Setting Pins:  3/4 x 18 inches galvanized steel.

2.02
FABRICATION


A.
Parking bumpers shall be cast at the manufacturer’s plant, not at the job site.  Castings shall have plane smooth surfaces, true to line and face, free from defects and sharp arises.  Overall dimensions for castings shall not vary more than 1/16 inch from those indicated.

PART 3   EXECUTION

3.01
INSTALLATION

MAKE SURE PARKING BUMPERS LOCATIONS AND DETAILS ARE INDICATED ON DRAWING.

A.
Center each unit between parking bay lines.


B.
Anchor each parking bumper with two setting pins driven through precast or drilled holes into the subgrade or pavement below.

EDIT BELOW TO SUIT PROJECT.

C.
Reset existing parking bumpers approved for reuse by the Director’s Representative.

3.02
FIELD QUALITY CONTROL


A.
The Director may conduct additional tests.  Replace units taken for testing, not to exceed 10 linear feet for each 1000 feet or fraction thereof delivered to the project.
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