D&C  DJA:dh

SECTION 321723
PAVEMENT MARKINGS
PART 1   GENERAL

1.01
SUBMITTALS


A.
Samples:



1.
Paint:  One pint, each type.  Include the manufacturer’s label with product analysis.


B.
Quality Control Submittals:



1.
Certificates:  Affidavit required under Quality Assurance Article.

1.02
QUALITY ASSURANCE


A.
Certification:  Affidavit by the paint applicator, certifying that the materials comply with the current regulatory requirements in effect at the time products were delivered and applied.

1.03
PROJECT CONDITIONS


A.
Perform the painting operations after working hours, on weekends or at such time so as not to interfere with the flow of traffic.  Provide temporary barriers to prevent vehicles from driving over newly painted areas.


B.
Apply paint on dry pavement surface, when the air temperature is above 40 degrees F.

PART 2   PRODUCTS

2.01
MATERIALS


A.
Paint:  DOT Section 640-2, yellow or white as indicated, or if not indicated as directed.  Delete reference to Glass Beads.


B.
Rapid Dry Paint:

1.
Aexcel Corp., www.aexcelcorp.com, 72W-A042 White, 72Y-A082 Yellow

2.
Sherwin-Williams, www.swpavementmarkings.com, TM2196 White, TM2197 Yellow

3.
Franklin Paint Company, Inc., www.franklinpaint.com, 2014 White, 2015 Yellow.
PART 3   EXECUTION

3.01
PREPARATION


A.
Remove dust, dirt, and other foreign material detrimental to paint adhesion.


B.
Mark layout of stripes and lines with chalk or paint.

3.02
APPLYING PAVEMENT MARKING


A.
Apply paint in accordance with DOT Section 640-3.02, except as follows:



1.
Delete references to Glass Beads.

END OF SECTION

Updated 08/08/2012
Printed 8/9/2012
321723 - 1
Project No. 


