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SECTION 323129
WOOD FENCES AND GATES
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Painting:  Section 099103.

1.02
REFERENCES


A.
Standards:  Comply with the following unless otherwise specified or indicated on the Drawings:



1.
Lumber:  American Softwood Lumber Standard PS 20; U.S. Department of Commerce.


B.
Preservative Treatment:  American Wood Preserver’s Bureau (AWPB), by the American Wood Preservers Institute (AWPI).

1.03
SUBMITTALS


A.
Shop Drawings:  Show application to project.  Machine duplicated copies of Contract Drawings will not be accepted.


B.
Quality Control Submittals:



1.
Pressure Treatment Certificates:  Certification by treating plant stating chemicals and process used, net amount of salts retained, and conformance with applicable standards.

1.04
DELIVERY, STORAGE, AND HANDLING


A.
Keep materials dry during delivery.  Store materials 6 inches minimum above ground surface.  Protect against exposure to weather and contact with damp or wet surfaces.  Stack lumber and provide air circulation between stacks.

PART 2   PRODUCTS

2.01
MATERIALS

EDIT PARAGRAPHS BELOW TO SUIT PROJECT.

A.
Lumber; General:  Furnish seasoned dimension lumber dressed to nominal sizes indicated with 19 percent maximum moisture content at time of dressing, marked “S-DRY”.  Comply with dry size requirements of PS 20.



1.
Dress:  Surfaced 4 sides (S4S) unless otherwise indicated.


B.
Lumber; 2 inches through 4 inches thick, less than 6 inches wide:  Furnish Construction Grade Douglas Fir.


C.
Board Lumber; less than 2 inches thick:  Southern Pine No. 2 (SPIB); or Douglas Fir No. 3 Common (WWPA), or Construction (WCLB).


D.
Timber; 5 inches and thicker:  Furnish Select Structural grade Douglas Fir (WCLP or WWPA); or No. 1 Dense SR grade Southern Pine (SPIB).


E.
Steel Brackets:  ASTM A 36 galvanized ASTM A 123.


F.
Fasteners:  Galvanized, furnish type and size required.



1.
Nails and Staples:  FS FF-N-105.



2.
Wood Screws:  FS FF-S-111.



3.
Bolts and Studs:  FS FF-B-575.



4.
Nuts:  FS FF-N-836.



5.
Washers:  FS FF-W-92.


G.
Concrete:  Provide 2 to 4 percent air entrained Portland Cement concrete having a minimum compressive strength of 4000 psi at 28 days.

2.02
PRESERVATIVE TREATMENT


A.
Pressure treat lumber in accordance with applicable American Wood Preserver’s Bureau (AWPB) Requirements.


B.
Complete fabrication of items to be treated to the greatest extent possible prior to treatment.  Where items must be cut after treatment, coat cut surfaces with heavy brush coat of same chemical used for treatment.


C.
Inspect wood after treating and drying.  Discard warped or twisted items.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Install wood members plumb, level true and straight, and free of distortion.  Conform to all details shown on the drawing.

END OF SECTION
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