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SECTION 329413
LANDSCAPE EDGING

PART 1   GENERAL

1.01
SUBMITTALS


A.
Product Data:  Catalog cuts, specifications and installation instructions for steel edging.

OMIT SAMPLE BELOW IF SMALL QUANTITY.

B.
Samples:  12 inches long, full section of edging.

PART 2   PRODUCTS

2.01
STEEL EDGING


A.
Steel Edging:  General Landscape Edging by Joseph T. Ryerson & Son Co. Inc., Chicago, IL, complete with loops pressed from, or welded to face of sections to receive anchor stakes.

SELECT SIZE BELOW.


1.
Size:  3/16 x 4 inches deep.



2.
Size:  1/4 x 5 inches deep.


B.
Anchoring Stakes:  Manufacturer's standard 16 inches tapered steel.


C.
Finish:  Manufacturer's standard green-black painted finish on steel edging and anchoring stakes.

PART 3   EXECUTION

3.01
PREPARATION


A.
Lay out edging to outline of planting areas.


B.
Neatly cut asphalt or lawn areas as required for steel edging installation.

3.02
INSTALLATION


A.
Install steel edging true to line and grades indicated.  Set top of edging flush with finished grade.


B.
Drive steel stakes through slots punched in steel edging.  Set top of stake 1/2 inch min below top of edging.


C.
Patch asphalt cut for installation of edging and/or reseed lawn areas.  Restore such areas to their original condition.
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