
SECTION 329415
PLASTIC LANDING PIT EDGING
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Athletic Track Pavement Repair and Resurfacing:  Section 321824.

B.
Topsoil:  Section 329120.

C.
Seeding:  Section 329219.
1.02
SUBMITTALS


A.
Product Data:  Catalog cuts, specifications and installation instructions for plastic edging.


B.
Samples:  12 inches long, full section of edging.

PART 2   PRODUCTS

2.01
PLASTIC EDGING
A.
Interlocking Border Timbers by Playworld Systems, Lewisburg, PA.  Tel. 800-233-8404.   Web address:  www.playworldsystems.com.

1.
Material:  UV stable rotomolded LLDPE plastic with 3/16 inch double wall construction.  Color:  Black.
2.
Size:   4 inches wide x 11.75 inches high; Lengths:  2,3,4 and 6 feet.
3.
Anchoring Stakes:  Manufacturer's standard 30 inch length galvanized steel.

PART 3   EXECUTION

3.01
PREPARATION


A.
Lay out edging to outline of landing pits.

3.02
INSTALLATION


A.
Install plastic edging true to line and grades indicated. 


B.
Drive steel stakes through openings in edging per manufacturer’s instructions.
C.
Reseed lawn areas.  Restore such areas to their original condition.
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