
SECTION 329443
TREE GRATES

PART 1  GENERAL

1.01
RELATED WORK SPECFIED ELSEWHERE


A.
Concrete Walks:  Section 321300.


B.
Planting:  Section 329301.
1.02
SUBMITTALS


A.
Product Data:  Manufacturer’s catalog sheets, specifications, and installation instruction.


B.
Shop Drawing:  Showing size, style, materials, construction details and quantity.

PART 2  PRODUCTS

2.01
TREE GRATES


A.
Tree Grate and Frame:  Starburst Series 2, M6018-2, by Ironsmith, P.O. Box 1141, Palm Desert, CA  92261, Tel. (800) 388-4766.


1.
Size: 60” square with 16”( opening.


2.
Cast with 3/8” maximum slot openings to meet ADA Guidelines.


3.
Class 35B gray iron per ASTM A48.  Finish:  Black polyurethane.


4.
Tree opening to be expandable.


5.
Frame:  M6000F CS frame, jig welded from ¼”x 1-3/4”x 1 ¾” steel angle per ASTM A 36.  Finish:  Hot-dipped galvanized.


6.
Anchors and supports as per manufacturer specifications.

PART 3  EXECUTION

3.01
INSTALLATION


A.
Install steel angle frame in concrete, flush and level with surrounding paving.

B.
Install grates where indicated on plans flush and level with surrounding pavement surface.

C.
If needed, grind pads on underside of grates to level grate.

D.
Use spreaders or stakes to keep frame from being distorted by concrete pressure.  Clean concrete and debris from frame prior to grate installation.
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