
SECTION 347116
STEEL BOLLARDS WITH CHAINS
PART 1   GENERAL

1.01
RELATED WORK SPECIFIED ELSEWHERE


A.
Cast-in-Place Concrete:  Section 033001.


B.
Earthwork:  Section 310000.

DELETE PARAGRAPH BELOW IF SECTION 099103 IS NOT INCLUDED IN THIS SPECIFICATION.
PART 2   PRODUCTS

2.01
MATERIALS

A.
Steel Bollards:  Model B-3, as manufactured by FairWeather Site Furnishings, 1525 Vivian Court, Port Orchard, WA 98367-6400.  Tel. (800) 323-1798.



1.
Eye bolt: One per bollard.

2. Finish:  Powder coat.

a. Color: Gloss Black.

B.
Steel Chain:

1. Grade 30 proof coil, hot dip galvanized with welded links.

2. Link size: .50” x 1.70” inside length x .75” inside width.

3. Maximum working load:  4500 lbs.

4. Finish:  Painted.

a. Primer:  Rustoleum Aluminum Primer.

b. Top Coat:  Rustoleum Protective Enamel, color: Gloss Black.

C.
Concrete:  Normal weight 4000 psi, air entrained 6 percent plus or minus 1 percent.  Mix in accordance with Method No. 1, 6 bags per cu yd min, allowable slump 2 to 4 inches.

PART 3   EXECUTION

3.01
INSTALLATION


A.
Set bollard in center of hole and brace plumb.


B.
Fill space around pipe with concrete.


C.
Remove bracing after concrete has set.


D.
Attach chain to bollards per the Drawings.
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