
THIS SECTION INCLUDES GENERAL INFORMATION FOR USE OF MOCKUPS.  REFER TO TECHNICAL SECTIONS FOR MORE PRODUCT SPECIFIC MOCKUP REQUIREMENTS.
SECTION 014339
MOCKUP REQUIREMENTS
PART 1   GENERAL

ADD TECHNICAL SPEC SECTIONS TO ARTICLE BELOW THAT REQUIRE MOCKUPS.
1.01
RELATED WORK SPECIFIED ELSEWHERE

A.


1.02
SUBMITTALS

A.
Quality Control Submittals

1.
Mockup Plan:  Copy of proposed plan.
1.03 DEFINITIONS
A.
Mockups (General):  Full-size physical assemblies that are constructed on-site.  Mockups are constructed to verify selections made under sample submittals; to demonstrate aesthetic effects and, where indicated, qualities of materials and execution; to review coordination, testing, or operation; to show interface between dissimilar materials; and to demonstrate compliance with specified installation tolerances.  
1.
Mockups are not Samples.
2.
Unless otherwise indicated, approved mockups establish the standard by which the Work will be judged.

B.
Integrated Exterior Mockups:  Mockups of the exterior envelope erected separately from the building but on Project site, consisting of multiple products, assemblies, and subassemblies.

C.
Room Mockups:  Mockups of typical interior spaces complete with wall, floor, and ceiling finishes, doors, windows, millwork, casework, specialties, furnishings and equipment, and lighting.

USE SUBPARAGRAPH BELOW FOR WINDOWS, STOREFRONTS, AND CURTAIN WALLS WHEN DIRECTED BY TEAM LEADER.
D.
Laboratory Mockups:  Full-size physical assemblies constructed at testing facility to verify performance characteristics.

1.04
QUALITY ASSURANCE
A.
Mockup Plan:  Detailed, dimensioned plans and elevations showing mockup size, and items and materials that will be included in proposed mockup.
B.
Pre-Construction Conference:  Prior to the construction of the mockup, a conference will be called by the Director’s Representative at the Site for the purpose of reviewing the requirements, and intent of mockup.  The conference shall be attended by the Director’s Representative, Contractor, and person supervising this phase of the Work
PART 2   PRODUCTS (Not Used)
PART 3   EXECUTION

3.01
INSTALLATION


A.
Before installing portions of the Work requiring mockups, build mockups for each form of construction and finish as directed.
1.
Build mockups in location and of size and profile indicated or, or as directed by the Director’s Representative.
FILL IN BLANK BELOW AS REQUIRED.  DELETE UNDERLINE BEFORE ENTERING INFORMATION.
2.
Notify the Director’s Representative a minimum of __ days in advance of dates and times when mockups will be constructed and able to be inspected.
3.
Employ supervisory personnel to oversee mockup construction.  Employ same workers that will be employed during the construction of Project.

4.
Demonstrate the proposed range of aesthetic effects and workmanship.

5.
Commence the Work after mockup has been inspected and approved in writing by Director’s Representative.

6.
The mockup will establish the standard of quality of workmanship by which the Work will be judged.

7.
Maintain mockups during construction in an undisturbed condition as a standard for judging the completed Work.  Failure to maintain the mockup, until directed, will be cause for rejection of the Work.
8.
Demolish and remove mockups when directed unless otherwise indicated.

B.
Mockup Types:  Construct mockup in accordance with approved shop drawings, project manual, and Contract Drawings, using exact materials and methods approved for the Project, including required accessories.
EDIT MOCKUP TYPES IN 3 SUBPARAGRAPHS BELOW AS REQUIRED.
1.
Integrated Exterior Mockups:  Coordinate installation of exterior envelope materials and products for which mockups are required in individual Specification Sections and supporting materials.

2. Room Mockups:  Construct mockups incorporating required materials and assemblies, finished according to requirements.  Provide required lighting and additional lighting where required to enable the Director’s Representative to evaluate quality of the Work.  

USE SUBPARAGRAPH BELOW FOR WINDOWS, STOREFRONTS, AND CURTAIN WALLS WHEN DIRECTED BY TEAM LEADER.
3.
Laboratory Mockups:  Comply with requirements of preconstruction testing and those specified in individual Specification Sections.

END OF SECTION

Created 10/26/2012
Printed 4/14/2015
014339 - 1
Project No. 


